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This Consultative Document is based on the Consultative Documents 
“Consultation to review HSE’s Approved Codes of Practice” and “Consultation 
on draft revised Approved Code of Practice (ACOP) - Safe Installation and Use 
of Gas Systems and Appliances (L56)” issued by the Health and Safety 
Executive in Great Britain, whose assistance is gratefully acknowledged. 
 
If you are reading this document on a computer screen and would prefer a 
printed version, it can be obtained on request. Furthermore, if you require a 
more accessible format an Executive Summary is available in Braille, large 
print, on disc or audiocassette, or in Irish, Ulster Scots and other languages of 
the minority ethnic communities in Northern Ireland.  To obtain a summary in 
one of these formats, please contact Jim Sisk at the address shown at 
paragraph 25.  
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INTRODUCTION 
 

 

1. This consultative document invites views on the revised Approved Code of 
Practice (ACOP) – “Safety in the installation and use of gas systems and 
appliances”, drafted by the Health and Safety Executive in Great Britain 
(HSE), which the Health and Safety Executive for Northern IreIand (HSENI) 
proposes to approve for use in Northern Ireland. 

 

2. The ACOP (“L56”) provides practical guidance on how to comply with the 
requirements of: 
  

• the Gas Safety (Installation and Use) Regulations 1998 (SI 1998 No 
2451) (In Northern Ireland the applicable legislation is the Gas Safety 
(Installation and Use) Regulations (Northern Ireland) 2004 S.R. 2004 
No 63) (GSIUR);  
 

•  sections 2(1), 2(2)(c), 3(1) and 3(2) of the Health and Safety at Work 
etc Act 1974, with regards to standards of training in safe gas 
installation (In Northern Ireland the relevant requirements are set out 
under articles 4(1), 4(2)(c), 5(1) and 5(2) of the Health and Safety at 
Work (Northern Ireland)  Order 1978) . 

 
3. It is relevant to a wide range of people, from those installing, servicing, 

maintaining or repairing gas appliances and other gas fittings, to suppliers and 
users of gas, including some landlords.  
 

4. This consultation is undertaken in compliance with Article 18 of the Health and 
Safety at Work (Northern Ireland) Order 1978 which requires HSENI to 
consult on revisions to ACOPs prior to seeking the consent of the Department 
of Enterprise, Trade and Investment to approve the revised ACOP for use in 
Northern Ireland. 

 
5. In addition to revising L56 HSE will withdraw the Approved Code of Practice 

COP20 (the equivalent publication in Northern Ireland is numbered ‘76 HSA 
95’. All references to COP 20 in this document should be taken as references 
to ’76 HSA 95’) – “Standards of training in safe gas installation” and some 
core text from COP20 has been integrated into the revised L56.  
 

6. The revised ACOP and associated guidance is included in this consultation 
document at Annex 1. 

 

BACKGROUND 

The role and status of ACOPs and how they are used to help organisations 
comply with health and safety law. 
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7. ACOPs provide practical guidance on complying with the general duties of the 
Health and Safety at Work (Northern Ireland) Order 1978 (HSWO) or the 
requirements of goal-setting regulations. They are important tools for 
experienced health and safety audiences that explain the law and enable the 
control of more complex risks. They can also provide certainty for dutyholders 
by setting out preferred methods or standards to achieve compliance and by 
clarifying what is required by terms such as suitable, sufficient or adequate. 
ACOPs have mainly been made available for high risk activities where some 
precision is required in the approach to controlling the risks. 

 

8. ACOPs are not law but do have a special legal status; if the advice in ACOP 
material is followed in relevant circumstances duty holders can be confident 
they are complying with the law. This is made clear in the front of each ACOP 
document by a statement that those who comply with the ACOP material will 
have done enough to comply with the law on the specific issues addressed by 
the ACOP.  Dutyholders may use alternative methods to those set out in an 
ACOP to comply with the law and this is also stated at the front of each 
ACOP.  However, if the dutyholder is prosecuted for a breach of health and 
safety law, and it is proved that they have not followed the relevant provisions 
of the ACOP, then that element of the offence will be taken as proved unless 
they can show the court that they have complied with the law in some other 
way. 
 

9. An ACOP can be an appropriate format for providing advice where: 
 

• there are certain preferred or recommended methods to be used (or 
standards to be met) to achieve compliance; and, 

• the nature of the issue being addressed is such that in most cases 
dutyholders should be strongly encouraged to pursue those methods 
(or standards). 

10. Guidance material also helps dutyholders comply with the law but differs from 
the authoritative advice of an ACOP by allowing dutyholders wider discretion 
to identify the options that are the best fit for the circumstances. 

 

  The Löfstedt Review of health and safety legislation 

11. On 28 November 2011 Professor Ragnar Löfstedt published his independent 
review of health and safety legislation ‘Reclaiming health and safety for all’.  
The review reported that overall a wide range of stakeholders supported the 
principles of ACOPs and saw them as a vital part of the system, forming a key 
link between goal setting legislation and guidance, though many also felt there 
was room for improvement. 

 

http://www.dwp.gov.uk/policy/health-and-safety/#review�
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12. In his report Professor Löfstedt recommended that HSE should review all of 
its ACOPs.  The UK Government accepted this recommendation and an initial 
consultation was launched in June 2012 by HSE.  That consultative document 
alongside an analysis of responses is available on the HSE website. 
 

 

The outcome of the initial HSE consultation on proposals to review the Safe 
Installation and Use of Gas Systems and Appliances ACOP 

13. The initial HSE consultation sought views on the following proposal for 
reviewing the Safety in the installation and use of gas systems and appliances 
(L56) ACOP: 
 

• that L56 is retained and revised to make it clearer what dutyholders 
can do to comply with legal requirements and to reduce duplication of 
other more targeted guidance, and  

• that COP20 is withdrawn and any material it contains that is still 
relevant (paragraphs 13 and 14) incorporated within L56.  

 
14. The consultation received 114 responses that provided a view on the 

proposal. Of these 94 supported the proposal.  9 did not support the proposal 
and a further 11 responses provided no clear view on the proposal.  Full 
analysis of the responses can be found by accessing the link at paragraph 12 
above. 

 
15. In addition to the headline figures above, other key points made in response 

to the consultation (broken down by topic) were as follows:  
 

a) Withdrawal of COP 20  
Although only 9 respondents disagreed with the proposal to withdraw COP20 
these were mainly large industry organisations which account for a large 
proportion of the gas industry. The main concerns surrounding the withdrawal 
of COP20 were:  

• as COP 20 covers both industrial and domestic gas training (unlike 
current L56 which covers only domestic gas installation) withdrawal of 
COP 20 will mean there will be some industrial activities without 
suitable guidance, and  

• Important information will be lost from COP 20 and not replicated in 
L56.  

In order to address these concerns HSE has worked with industry 
representatives to transfer ownership of the existing COP20 material to the 
industry itself. The material will be jointly owned, managed and maintained by 

http://www.hse.gov.uk/consult/condocs/cd241.htm�
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IGEM1 and EUskills2

b) Definition of competence  

. They will ensure that the material is kept up-to-date and 
remains freely available to all.  

 
Five respondents asked that in addition to the text originally proposed to be 
kept from COP20, that  the definition of competence (paragraph 8) should 
also be retained. There already is a definition of competence in L56 but as 
part of the revision this has been aligned more closely to the existing definition 
in COP 20.  

 
c) Landlords duties  
Six respondents stated that they felt that the landlords’ duties material in L56 
was more robust than that available elsewhere (on-line etc). Although the 
majority of guidance on landlords’ duties will be removed from L56 this has 
now been replaced by a small amount of ACOP text setting out how to comply 
with both the duty to maintain and the duty to carry out annual safety checks. 
In addition, before withdrawing the current L56 (and the landlords’ guidance 
within it) HSE undertook to review the on-line landlords material to ensure that 
any landlords material being removed from L56 is replicated in the web 
guidance.  

 

16. HSE subsequently issued a further public consultation setting out the detailed 
proposals in respect of the draft revised Approved Code of Practice (ACOP) - 
Safe Installation and Use of Gas Systems and Appliances (L56)” An additional 
proposal was included to remove Appendix 1 of L56 on the basis that the 
information is of a technical nature (details of testing to be carried out in 
respect of flues and appliances) and needs to keep up to date with evolving  
technology. HSE considered that the information in Appendix 1 was more 
suited to publication, separate from the ACOP, preferably as industry –led 
guidance. 

17. It is the policy of the Northern Ireland Executive to maintain parity with the 
health and safety regime in Great Britain, where appropriate. Accordingly 
consultees are invited to comment on the proposal by HSENI that the revised 
and consolidated ACOP, drafted by HSE, (see Annex 1), should be approved 
for use in Northern Ireland.  
 

 

 

 
                                                      

1 IGEM - Institution of Gas Engineers and Managers, a chartered professional body, licensed by the 
Engineering Council and also responsible for producing a large range of Technical Standards.   

2 EUskills – energy & utility skills, focused upon the skills agenda of the UK gas industry.   
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THE PROPOSALS 

 

The  ACOP 

18. The  revised ACOP is at Annex 1.   
 

19. The significant revisions and  other changes of note that have been made are 
as follows: 
 

• Introduction of ACOP text explaining the requirement for all those 
carrying out gas work to be adequately trained, following the 
withdrawal of COP20.  IGEM and EU skills will adopt the remaining 
parts of COP20.  

• The removal of the guidance for landlords under regulation 36, and its 
replacement with a small amount of ACOP text. Detailed guidance for 
landlords can be found on the HSE website (www.hse.gov.uk) and 
HSE has undertaken to update this prior to the withdrawal of this 
guidance from L56.  

 

• Minor revisions to the definition of gas fitting and gas work (see 
regulation 2, paras 16-18 & 30-37 respectively)  

• Minor revisions to regulation 27 material to reflect concerns around 
flues in voids  

• Minor changes to update the material in Part C, Meters & Regulators, 
including some to reflect the introduction of smart meters  

• The removal of Appendices 2 (examples of unsafe situations), 3 
(summary of legislation), and 4 (appropriate standards, ACOPs, 
guidance and relevant information sources). Information on unsafe 
situations is available in the Gas Industry Unsafe Situations procedure 
and a list of “Appropriate standards etc” is available from Gas Safe 
register (both on www.gassaferegister.co.uk). A summary of relevant 
legislation will be available on the gas pages of the HSE website 
(www.hse.gov.uk

 

). The ACOP will contain references to these 
alternative sources of information. 

20. The revised ACOP and guidance have been prepared by HSE in consultation 
with representatives from across the gas industry. 

The outcome of the HSE consultation on the detailed draft ACOP 
21. Analyses of the responses to the HSE consultation on the revised ACOP 

revealed that the majority of respondents (66%) agreed that the draft ACOP 
and associated guidance was sufficiently clear on how to comply with the Gas 
Safety (Installation and Use) Regulations 1998 and the relevant sections of 
the Health and Safety at Work etc Act 1974.  In addition to the majority of 
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supportive comments, there were a number who had concerns with the 
additional proposal to remove the Appendix 1 technical material from the 
ACOP.  Given that nine of the fourteen respondents that did not support the 
proposed removal of Appendix 1 represented some of the biggest groups in 
the industry (unions, trade associations, large gas industry 
organisations),HSE decided that Appendix 1 should be retained as part of the 
ACOP and guidance. In addition a number of further amendments were made 
addressing comments received from the consultation. 

 

COSTS AND BENEFITS 

22. In line with the findings of the Löfstedt review, the ACOP has been revised to 
bring it up to date and to make it clearer and more understandable for users.  
The legal duties that apply and the nature of the method of compliance 
it describes are substantially unchanged other than to update their 
descriptions to reflect current positions.  Dutyholders already complying with 
the law should not therefore need to change what they are doing.  The 
benefits arising from the revised ACOP will predominantly be realised by new 
users seeking advice on achieving compliance or those accessing it to refresh 
their knowledge. It is anticipated that, overall, any familiarisation costs will be 
balanced by the benefits to be derived from the revised ACOP. 

 

EQUALITY IMPACT 
 

23. The proposals have been screened for any possible impact on equality of 
opportunity affecting the groups listed in section 75 of the Northern Ireland Act 
1998 and no adverse or differential aspects were identified.  A copy of the 
screening document is at Annex 2. 

 

INVITATION TO COMMENT 
 

24. HSENI would welcome your comments on the proposals in this CD. We are 
seeking views on the whole publication, i.e. the advice provided as ACOP and 
the associated guidance material. Comments are also particularly welcome on 
the assumptions relating to costs and benefits relevant to Northern Ireland, 
and the conclusion that the proposals would have no adverse effect on any 
section 75 groups. 

 
25. Comments, in whatever format you choose to use, should be sent to: - 

 
Mr Jim Sisk 
Health and Safety Executive for Northern Ireland 
83 Ladas Drive 
Belfast BT6 9FR 
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(Tel: 028 9054 6816; Fax: 028 9054 6811: Textphone: 028 9054 6896 
E-mail: jim.sisk@hseni.gov.uk) 

 
so as to arrive not later than noon on 21 April 2014. 

 
26. HSENI tries to make its consultation procedures as thorough and open as 

possible. Responses to this consultation will be kept at the office of HSENI at 
the above address after the close of this consultation period, where they can 
be inspected by members of the public or be copied to them.  HSENI can only 
refuse to disclose information in exceptional circumstances.  Before you 
submit your response, please read the paragraphs below on confidentiality in 
relation to your response to this consultation. 

 
27. The Environmental Information Regulations 2004 and the Freedom of 

Information Act 2000 give the public rights of access to information held by a 
public authority, namely, HSENI in this case. These rights of access to 
information include information provided in response to a consultation. HSENI 
cannot automatically consider as confidential information supplied to it in 
response to a consultation. However, it does have the responsibility to decide 
whether any information provided by you in response to this consultation, 
including information about your identity, should be made public or be treated 
as confidential. 

 

28. This means that information provided by you in response to the consultation is 
unlikely to be treated as confidential, except in very particular circumstances.  

 

January 2014      Health and Safety Executive
        for Northern Ireland 
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© Crown copyright 2013

First published 1994 
Second edition 1998 
Third edition 2011 
Fourth edition 2013

ISBN 978 0 7176 6617 1

You may reuse this information (excluding logos) free of charge in any format or 
medium, under the terms of the Open Government Licence. To view the licence 
visit www.nationalarchives.gov.uk/doc/open-government-licence/, write to the 
Information Policy Team, The National Archives, Kew, London TW9 4DU, or email 
psi@nationalarchives.gsi.gov.uk.

Some images and illustrations may not be owned by the Crown so cannot be 
reproduced without permission of the copyright owner. Enquiries should be sent to 
copyright@hse.gsi.gov.uk.

Approved Code of Practice

This Code has been approved by the Health and Safety Executive, with the consent 
of the Secretary of State. It gives practical advice on how to comply with the law. If 
you follow the advice you will be doing enough to comply with the law in respect of 
those specific matters on which the Code gives advice. You may use alternative 
methods to those set out in the Code in order to comply with the law. 

However, the Code has a special legal status. If you are prosecuted for breach of 
health and safety law, and it is proved that you did not follow the relevant provisions 
of the Code, you will need to show that you have complied with the law in some 
other way or a Court will find you at fault. 

Guidance 

This guidance is issued by the Health and Safety Executive. Following the guidance 
is not compulsory, unless specifically stated, and you are free to take other action. 
But if you do follow the guidance you will normally be doing enough to comply with 
the law. Health and safety inspectors seek to secure compliance with the law and 
may refer to this guidance. 

http://
http://
http://
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Introduction 

What this book is about

1 This Approved Code of Practice (ACOP) and guidance gives practical advice 
to those with responsibilities under:

(a) the Gas Safety (Installation and Use) Regulations 1998 (SI 1998 No 2451) 
(GSIUR); and 

(b) sections 2(1), 2(2)(c), 3(1) and 3(2) of the Health and Safety at Work etc Act 
1974 (the HSW Act) with regards to standards of training in safe gas 
installation (see Part B, regulation 3 of this document). 

2 It has been prepared by the Health and Safety Executive (HSE) in consultation 
with representatives from the gas industry.

Audience

3 The Regulations and the HSW Act place responsibilities on a wide range of 
people, including those installing, servicing, maintaining or repairing gas appliances 
and other gas fittings; as well as suppliers and users of gas, including certain 
landlords. They cover a wide variety of premises gas systems/appliances.

4 This ACOP and guidance is directed at anyone who may have a duty under 
GSIUR or sections 2(1), 2(2)(c), 3(1) and 3(2) of the HSW Act (with regards to 
standards of training in safe gas installation, see Part B, regulation 3).

Content and scope of this ACOP

5 GSIUR deals with the safe installation, maintenance and use of gas systems, 
including gas fittings, appliances and flues, mainly in domestic and commercial 
premises, eg offices, shops, public buildings and similar places. They updated, 
consolidated and replaced the Gas Safety (Installation and Use) Regulations 1994 
and subsequent amending Regulations. The Regulations generally apply to any 
‘gas’ as defined in the Gas Act 1986 (amended by the Gas Act 1995), apart from 
any gas comprising wholly or mainly of hydrogen when used in non-domestic 
premises. The requirements therefore include both natural gas and liquefied 
petroleum gas (LPG).

6 This document also provides (in Part B, regulation 3) ACOP and guidance on 
standards of training in safe gas installation. This information was previously 
provided in COP20 Standards of training in safe gas installation and applies to all 
premises including those otherwise excluded from GSIUR. 
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About ACOPs

7 Approved Codes of Practice are approved by the Health and Safety Executive 
(HSE) Board with the consent of the Secretary of State (see Appendix 1: Notice of 
Approval for details).

8 The ACOP describes preferred or recommended methods that can be used 
(or standards to be met) to comply with the Regulations and the duties imposed by 
the HSW Act. The accompanying guidance provides advice on achieving 
compliance, or it may give information of a general nature, including explanation of 
the requirements of the law, more specific technical information or references to 
further sources of information.

9 The legal status of ACOP and guidance text is explained on the copyright 
page.

Presentation

10 The ACOP text is set out in bold and the accompanying guidance in normal 
type, the text of the Regulations is in italics. Coloured borders also indicate each 
section clearly.

11 Each regulation is preceded by a short factual summary of the main duties 
imposed by that regulation and aims to help the reader navigate the document. 

Interface with other safety legislation

12 The Regulations have an interface with requirements under other legislation, 
as referred to in this ACOP/guidance. Brief summaries of these provisions are given 
on the domestic gas pages of the HSE website www.hse.gov.uk. 

13 Requirements under GSIUR operate within the overall framework of safety 
controls imposed by the HSW Act and the Management of Health and Safety at 
Work Regulations 1999 (the Management Regulations) on employers and self-
employed persons generally.

Terms used in the Regulations, ACOP and guidance

14 Words and expressions which are defined in the HSW Act and the 
Management Regulations 1999 have the same meaning in this Code of Practice 
and guidance unless the context otherwise requires.

15 Certain words and terms are defined in the Regulations themselves and details 
of these can be found in Part A, regulation 2 of this ACOP.

16 The definitions of some terms in GSIUR (eg ‘distribution main’, ‘emergency 
control’, ‘gas fittings’, ‘installation pipework’, ‘service pipe’ and ‘service valve’) are 
also used in the Pipelines Safety Regulations 1996 and the Gas Safety 
(Management) Regulations 1996. Certain terms (eg ‘service pipe’, ‘gas consumer’ 
etc) are also used in the Gas Act 1986 (as amended) where meanings may differ 
slightly from those in GSIUR. However, this has no effect on how the provisions of 
the respective legislation, such as those concerning maintenance of pipes/
pipework, are applied. 

17 There are additional words and terms that are used throughout this ACOP 
(such as ‘gas engineer’ and ‘appropriate standard’) which, although not defined in 

http://www.hse.gov.uk/


Health and Safety  
Executive

Safety in the installation and use of gas systems and appliances

Page 7 of 90

the Regulations, do have a particular meaning for the purpose of this ACOP. Details 
of these words/terms can be found in the Glossary.

Application of Regulations to the apparently self-employed

18 When considering the application of these Regulations and ACOP to people 
working under another’s direction, the following should be considered.

19 If people working under the control and direction of others are treated as self-
employed for tax and national insurance purposes, they are nevertheless treated as 
their employees for health and safety purposes. It may therefore be necessary to 
take appropriate action to protect them. If any doubt exists about who is 
responsible for the health and safety of a worker this should be clarified and 
included in the terms of the contract. 

20 However, a legal duty under the HSW Act cannot be passed on by means of 
a contract and there will still be duties towards others under section 3 of the HSW 
Act. If such workers are employed on the basis that they are responsible for their 
own health and safety, legal advice should be sought before doing so.

Carbon monoxide (CO) alarms 

21 CO alarms are not covered by GSIUR or this ACOP. Although CO alarms are 
a useful back-up precaution they must not be regarded as a substitute for proper 
installation and maintenance of gas equipment by a Gas Safe registered engineer. 
Such alarms should comply with BS EN 50291 and carry the appropriate 
conformity marking. CO alarms should be installed, checked, maintained and 
serviced in accordance with manufacturers’ instructions.
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Regulation 1 Citation and commencement 
(1) These Regulations may be cited as the Gas Safety (Installation and Use) 

Regulations 1998 and shall come into force on 31 October 1998.

Regulation 2 General interpretation and application 
Summary of regulation 2

This regulation defines important terms used in GSIUR. These definitions, 
together with regulation 2(2)–(7) (application/interpretation), largely determine how 
requirements are applied in particular circumstances.

(1) In these Regulations, unless the context otherwise requires – 

“appropriate fitting” means a fitting which – 

(a) has been designed for the purpose of effecting a gas tight seal in a pipe 
or other gasway; 

(b) achieves that purpose when fitted; and 
(c) is secure, so far as is reasonably practicable, against unauthorised 

opening or removal;

Appropriate fitting
22 Use of an ‘appropriate fitting’ is required in several regulations (eg 6(2), 6(3), 
16(3), 22(2), 22(3), 26(5), 33(2) and 33(3)) for sealing-off a gasway (ie a passage 
through which gas may pass) to prevent escape of gas, such as from open-ended 
pipework following disconnection of an appliance, or to seal-off the gas supply to 
an appliance pending completion of work and safe commissioning. 

23 Any such fitting should be designed for the purpose (ie not improvised from 
whatever is at hand, such as a fitting intended to seal other pipework, eg water 
pipes), and should comply with appropriate standards (see the Legislative, 
normative and informative document list at www.gassaferegister.co.uk – details are 
in the References section). For instance, suitable screw-in or soldered fittings 
should be used which securely blank or cap-off open ends of pipes or incomplete 
gasways in appliances; conventional isolation valves or consumer emergency 
controls, which might readily be opened by an unauthorised person, must not be 
used for this purpose.

“distribution main” means any main through which a transporter is for the time 
being distributing gas and which is not being used only for the purpose of 
conveying gas in bulk; 

PART A General 

Regulation 1

Regulation 2(1)

Regulation 2(1)

Guidance  2(1)

http://www.gassaferegister.co.uk/


Health and Safety  
Executive

Safety in the installation and use of gas systems and appliances

Page 9 of 90

Regulation 2(1) “emergency control” means a valve for shutting off the supply of gas in an 
emergency, being a valve intended for use by a consumer of gas;

Emergency control
24 The emergency control is a valve intended, and readily accessible, for use by 
the consumer (ie end-user) of gas. For example, a valve located in a meter-room 
which is locked (for security), and accessible only to a landlord, gas supplier, gas 
transporter and/or emergency services, cannot be regarded as an ‘emergency 
control’. Where a meter is fitted, the meter control valve may be used as the 
emergency control, subject to certain conditions – see regulation 9(1). 

25 Although there may be more than one emergency control serving a particular 
premises, it is the outlet of the first emergency control downstream of the 
distribution main which marks the interface between a ‘service pipe’ and 
‘installation pipework’ (see definition of ‘service pipe’ in paragraphs 44–45). There is 
a similar interface in other related legislation, eg the Pipelines Safety Regulations 
1996 (see ‘Terms used in the Regulations, ACOP and guidance’ in the 
Introduction).

“flue” means a passage for conveying the products of combustion from a gas 
appliance to the external air and includes any part of the passage in a gas 
appliance duct which serves the purpose of a flue;

Flues
26 Flues (also known as chimneys in standards) come in many forms: they can 
be natural draught or fan-assisted, open or room-sealed, single or shared, or 
various combinations of these. For example, they can range from a simple 
individual natural draught flue to the more complex shared room-sealed natural 
draught (eg U- or Se-duct). Further information on types of flue design is given in 
appropriate standards (see the Legislative, normative and informative document list 
at www.gassaferegister.co.uk – details are in the References section).

“gas” means any substance which is or (if it were in a gaseous state) would be gas 
within the meaning of the Gas Act 1986(a) except that it does not include gas 
consisting wholly or mainly of hydrogen when used in non-domestic premises;

(a) 1986 c.44.

The definition of ‘gas’
27 The definition of ‘gas’ includes: 

(a) methane, ethane, propane, butane, hydrogen and carbon monoxide;
(b) a mixture of two or more of these gases; and
(c) a combustible mixture of one or more of these gases and air. 

28 A mixture mainly composed of (a), (b) or (c) and containing another gas (eg a 
flammable, non-flammable or inert gas not itself covered by the definition) is also 
included. However, any gas consisting wholly or mainly of hydrogen when used in 
non-domestic premises (eg a laboratory in the industrial or education sector) is 
excluded, as is any gas wholly comprised of a substance not listed in (a) above, 
such as acetylene, oxygen or nitrogen. The substances within the definition are 
covered irrespective of physical form, eg both liquid and gaseous phases are 
included (but see paragraph 29 and 30 below). 

29 The Regulations therefore cover natural gas, liquefied petroleum gas (LPG), 
methane from coal mines, landfill gas etc, when these products are stored, 
supplied or used in situations within the scope of GSIUR, eg see definition of ‘gas 
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fittings’ and ‘gas appliance’, and regulation 2(4)–(7). Both gas conveyed to 
premises through a distribution main (normally natural gas) and gas supplied from a 
storage vessel (mainly LPG) are covered by the Regulations – see regulation 2(3). 

30 Although the definition of gas includes certain liquefied gases, most situations 
where LPG is likely to be used in liquid form, eg for automotive use or for grain 
drying, are not covered by these Regulations – see regulation 2(4)–(6).

“gas appliance” means an appliance designed for use by a consumer of gas for 
heating, lighting, cooking or other purposes for which gas can be used but it does 
not include a portable or mobile appliance supplied with gas from a cylinder, or the 
cylinder, pipes and other fittings used for supplying gas to that appliance, save 
that, for the purposes of regulations 3, 35 and 36 of these Regulations, it does 
include a portable or mobile space heater supplied with gas from a cylinder, and 
the cylinder, pipes and other fittings used for supplying gas to that heater;

Gas appliance
31 The definition includes a wide range of appliances fuelled by gas. It is implicit 
that gas has to be stored, supplied or used (basically as a fuel gas) to be covered 
by the Regulations. The venting to atmosphere of waste gas from coal mines, 
landfill sites etc is therefore not covered. However, where recovered vent gas from 
these places is used in appliances at premises subject to the Regulations, it is 
covered. 

32 The supply of gas to the propulsion system of any vehicle does not come 
within the scope of the Regulations (see exception in regulation 2(6)). Therefore, 
LPG or natural gas powered vehicles, including forklift trucks etc, do not need to 
conform to these Regulations. 

Mobile/portable appliances
33 Mobile/portable appliances, where gas is supplied from a cylinder, are not 
generally covered. Appliances using non-refillable gas containers (eg some camping 
stoves, cigarette lighters, hairdressing curling tongs etc) are, for instance, not 
covered. However, a mobile or portable space heater (such as an air heater, gas 
fire or convector) which is supplied with gas from a cylinder is subject to regulations 
3, 35 and 36 (provided it is in premises covered by the Regulations).

34 For instance, this means that appliances such as LPG cabinet heaters 
provided by landlords must be properly maintained, and checked for safety at least 
once per year by a person who is, or is employed by, a member of a class of 
persons approved by HSE under regulation 3, eg a Gas Safe registered gas 
engineer (see regulations 3, 35 and 36). 

35 Work (eg servicing or maintenance) on any gas appliance (including a mobile 
or portable space heater) that is carried out at premises generally excluded from 
GSIUR (such as factories) is not covered, irrespective of whether the appliance is 
intended for use in situations within the scope of the Regulations. This is subject to 
the requirements in regulation 3(8) concerning work on gas fittings in certain 
vehicles, vessels or caravans (see also paragraphs 96–98).

36 However, similar safety controls under separate legislation may apply in 
circumstances not covered by GSIUR (see paragraphs 78–79). 

“gas fittings” means gas pipework, valves (other than emergency controls), 
regulators and meters, and fittings, apparatus and appliances designed for use by 
consumers of gas for heating, lighting, cooking or other purposes for which gas 
can be used (other than the purpose of an industrial process carried out on 
industrial premises), but it does not mean – 

Regulation 2(1)
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(a) any part of a service pipe; 
(b) any part of a distribution main or other pipe upstream of the service pipe; 
(c) a gas storage vessel; or 
(d) a gas cylinder or cartridge designed to be disposed of when empty;

Gas fittings
37 This definition effectively excludes from the Regulations any gas fitting which is 
part of an industrial process carried out on industrial premises, eg gas-fired 
industrial process plant and furnaces. The exclusion extends to industrial premises 
not covered by the exceptions (eg concerning factories, mines and quarries) in 
regulation 2(4). This means, for instance, that bitumen boilers and welding torches 
are not covered by the Regulations even where they are used at construction sites 
and similar places which may otherwise fall within scope (see also paragraphs 
62–63). 

38 Although control devices primarily intended for use by the consumer, eg 
knobs and switches for controlling the heat or temperature functions of the 
appliance, are covered by the definition, work on such devices is generally 
excluded from the Regulations (regulation 2(6)(c) refers). 

39 The definition of ‘gas fittings’ excludes any service pipe (eg as in a network 
supplying natural gas), but covers service pipework, such as used in the supply of 
gas from an LPG storage vessel.

“gas storage vessel” means a storage container designed to be filled or re-filled 
with gas at the place where it is connected for use or a re-fillable cylinder designed 
to store gas, and includes the vapour valve; but it does not include a cylinder or 
cartridge designed to be disposed of when empty;

“gas water heater” includes a gas fired central heating boiler; 

“installation pipework” means any pipework for conveying gas for a particular 
consumer and any associated valve or other gas fitting including any pipework 
used to connect a gas appliance to other installation pipework and any shut off 
device at the inlet to the appliance, but it does not mean – 

(a) a service pipe; 
(b) a pipe comprised in a gas appliance; 
(c) any valve attached to a storage container or cylinder; or 
(d) service pipework;

Installation pipework
40 Installation pipework generally connects a meter or emergency control valve to 
a gas appliance. It includes pipework used to connect an appliance to other 
installation pipework (ie an ‘appliance connector’) and any shut-off device (eg 
isolation valve) at the inlet to the appliance (regulation 26(6) refers). However, any 
pipe comprised in a gas appliance, ie forming an integral part of an appliance, is 
excluded. See diagrams of typical installations in Appendix 2.

“meter by pass” means any pipe and other gas fittings used in connection with it 
through which gas can be conveyed from a service pipe or service pipework to 
installation pipework without passing through the meter; 

“primary meter” means the meter nearest and downstream of a service pipe or 
service pipework for ascertaining the quantity of gas supplied through that pipe or 
pipework by a supplier; 
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“re-fillable cylinder” means a cylinder which is filled other than at the place where it 
is connected for use; 

“the responsible person”, in relation to any premises, means the occupier of the 
premises or, where there is no occupier or the occupier is away, the owner of the 
premises or any person with authority for the time being to take appropriate action 
in relation to any gas fitting therein; 

“room-sealed appliance” means an appliance whose combustion system is sealed 
from the room in which the appliance is located and which obtains air for 
combustion from a ventilated uninhabited space within the premises or directly from 
the open air outside the premises and which vents the products of combustion 
directly to open air outside the premises;

Room-sealed appliance
41 The definition of ‘room-sealed appliance’ is of key importance in the context of 
regulation 30 which imposes restrictions on types of appliances which may be 
installed in certain accommodation. In this definition, the term ‘premises’ refers to 
the building or structure in which the appliance is located. The definition includes 
appliances where combustion air is drawn from an uninhabited space, but this 
option would be precluded for separate safety reasons (and would contravene 
GSIUR) in certain situations, eg in boats where air may not be drawn from petrol 
engine spaces. 

42 The term ‘room-sealed appliance’ covers a wide range of appliances, both 
natural and fanned draught, including those connected to shared flues, eg U- and 
Se-duct, and ‘vertex’ systems – see appropriate standards (in the Legislative, 
normative and informative document list at www.gassaferegister.co.uk – details are 
in the References section).

43 The definition requires combustion products to be vented directly to open air 
outside premises. Openings should therefore be avoided in any flue serving such an 
appliance (ie throughout its length inside any building), apart from any opening 
which is integral and essential to the correct operation of the flue, purpose-
designed and properly located for its application (eg a ‘vertex’ flue in a loft space). It 
may be necessary to fit a guard around any such flue opening to prevent possible 
ignition of nearby combustible materials. See also paragraph 26 and Appendix 3, 
and for appropriate standards, ACOPs, guidance and other relevant information 
sources see the Legislative, normative and informative document list at  
www.gassaferegister.co.uk.

“service pipe” means a pipe for distributing gas to premises from a distribution 
main, being any pipe between the distribution main and the outlet of the first 
emergency control downstream from the distribution main;

Service pipes
44 Although some of the regulations apply to service pipes, detailed requirements 
for these pipes are covered by the Pipelines Safety Regulations 1996 (see summary 
of legislation held on the domestic gas pages of the HSE website www.hse.gov.uk). 
Certain duties, eg concerning maintenance of service pipes, are also imposed 
under the Gas Act 1986 (as amended by the Gas Act 1995). 

45 Service pipes are normally the property of the gas transporter, who needs to 
be notified before any work is performed on such pipes, including connecting or 
disconnecting a meter to a service pipe. At least 48 hours notice needs to be given 
to the gas transporter and, in certain circumstances, the meter owner (if different) 
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also needs to be notified, eg see Schedule 28 of the Gas Act 1986 (which was 
inserted by the Gas Act 1995).

“service pipework” means a pipe for supplying gas to premises from a gas storage 
vessel, being any pipe between the gas storage vessel and the outlet of the 
emergency control; 

“service valve” means a valve (other than an emergency control) for controlling a 
supply of gas, being a valve – 

(a) incorporated in a service pipe; and 
(b) intended for use by a transporter of gas; and 
(c) not situated inside a building; 

“supplier” in relation to gas means – 

(a) a person who supplies gas to any premises through a primary meter; or 
(b) a person who provides a supply of gas to a consumer by means of the 

filling or re-filling of a storage container designed to be filled or re-filled 
with gas at the place where it is connected for use whether or not such 
container is or remains the property of the supplier; or 

(c) a person who provides gas in re-fillable cylinders for use by a consumer 
whether or not such cylinders are filled or re-filled directly by that person 
and whether or not such cylinders are or remain the property of that 
person, but a retailer shall not be deemed to be a supplier when he sells 
a brand of gas other than his own;

Gas suppliers
46 Gas suppliers are subject to certain duties under the Regulations (eg to 
respond to a gas escape under regulation 37), and other regulations refer to the 
‘supplier of gas’ in connection with duties placed on other persons (such as for 
notification of defective or dangerous appliances under regulations 26 and 34, 
respectively). The meaning of ‘supplier’ (and allocation of related responsibilities) 
depends on the specific circumstances, as determined by the definition in the 
Regulations – see below. 

47 In the case of gas (primarily natural gas) supplied to premises through pipes, 
the ‘supplier’ is the person who supplies gas through the primary meter (who will 
also hold the licence required under section 7 of the Gas Act 1986) and bills the 
consumer. 

48 In the case of gas supplied by filling a storage tank (eg LPG) or in cylinders, 
the meaning of ‘supplier’ depends on the circumstances:

(a) Gas supplied direct to a consumer: Whether the supply is to a storage tank 
or in cylinders, the ‘supplier’ is the ‘gas company’ whose gas is used to fill the 
tank or cylinders concerned. For the latter, this is normally the company 
specified on the gas cylinders (see also bullet point (ii) below).

(b) Gas supplied to an intermediate person, eg landlord, who provides a gas 
supply on to ‘tenant’ consumers: Allocation of ‘supplier’ duties is as follows:
(i) Gas supplied by filling storage vessel: Where the gas is to be 

provided by a landlord for the use of tenant(s) in a building or part of a 
building (eg flat), the LPG company is responsible (regulation 2(2)(b) 
provides an exception for the landlord in these circumstances). However, 
where the gas is provided for use by consumers in premises other than 
buildings (such as caravans), the landlord (eg caravan park operator) is 
the ‘supplier’.

Regulation 2(1)
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(ii) Gas supplied in cylinders: The gas company attracts supplier-related 
duties in all cases, but where the landlord provides the gas for use in 
premises other than buildings (eg caravans, mobile homes, residential 
park homes etc), duties are shared between the gas company and the 
landlord. 

49 In all of the above situations, allocation of ‘supplier’ duties is not affected by 
who owns the storage tank or cylinders concerned. Furthermore, those involved in 
intermediate activities only, eg road tanker operators, or retailers/contract fillers of 
LPG cylinders (who only handle gas of another company’s brand), are not regarded 
as ‘suppliers’. 

50 Wherever duties are shared by different people, close co-operation and clear 
definition of agreed responsibilities is essential, to ensure requirements are 
effectively met and there are no gaps in safety cover, eg concerning response to a 
gas escape. Although the meaning of ‘supplier’ provides the basis for allocating 
related duties under the Regulations, this does not prevent dutyholders making 
contractual arrangements. Regulation 37(6) specifically provides for a gas supplier 
to appoint another person/organisation to act as an ‘emergency service provider’.

“transporter” in relation to gas means a person who conveys gas through a 
distribution main; 

“work” in relation to a gas fitting includes any of the following activities carried out 
by any person, whether an employee or not, that is to say – 

(a) installing or re-connecting the fitting; 
(b) maintaining, servicing, permanently adjusting, disconnecting, repairing, 

altering or renewing the fitting or purging it of air or gas; 
(c) where the fitting is not readily movable, changing its position; and 
(d) removing the fitting; 

but the expression does not include the connection or disconnection of a bayonet 
fitting or other self-sealing connector.

Work in relation to a gas fitting
51 For the purposes of these Regulations, ‘work’ includes do-it-yourself activities, 
work undertaken as a favour for friends and relatives, and work for which there is 
no expectation of reward or gain, eg voluntary activity for charities. This means that 
anyone carrying out such work must have the necessary competence, as required 
by regulation 3(1). However, membership of an HSE approved class of persons 
(under regulation 3(3)) is required only by businesses carrying out gas fitting work.

52 The definition of ‘work in relation to a gas fitting’ lists specific activities covered 
by this term, but this list is not exhaustive and other operations may also comprise 
‘work’. The definition is wide-ranging and includes activities that could affect in any 
way the gas safety of a gas fitting (whether new or existing), and whether or not it 
contains gas (eg replacement of combustion seals and appliance controls). In the 
context of ‘work’, terms not otherwise defined in the Regulations (or in the HSW 
Act 1974) bear their normal meaning.

53 ‘Installation’ may refer to either a new or used/second-hand appliance or 
fitting (see regulation 26(3) and associated guidance) and is not limited to initial 
installation in particular premises, ie it includes reinstallation (eg following servicing/
repair work). 
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54 ‘Installation of a gas appliance (or other gas fitting)’ will be work for the 
purpose of these Regulations even where the connection is made by a bayonet 
fitting or other self-sealing connector (the connection of such a fitting being just one 
part of the installation).

55 For the purpose of the definition of ‘work’, ‘disconnecting’ means physically 
detaching or uncoupling a fitting (ie which involves breaking into a gasway), rather 
than simply isolating it by means of a valve or similar device. Both ‘connecting’ and 
‘reconnecting’ should be understood accordingly.

56 For the purpose of the definition of ‘work’, readily movable appliances include 
appliances such as laboratory Bunsen burners and mobile barbecues, which are 
readily portable. Other appliances, eg free-standing cookers connected by a flexible 
hose, are not considered to be ‘readily movable’, but can be moved temporarily, eg 
to clean the space they normally occupy; this type of activity is not regarded as 
‘work’ within the meaning of these Regulations. (Where an appliance is connected 
by means of a bayonet fitting, this will need to be disconnected before moving the 
appliance – such a disconnection is also excluded from the definition of work, as is 
the connection or reconnection of this type of fitting.)

57 Lighting or relighting an appliance burner/pilot light, eg after temporary 
disruption or isolation of the gas supply (such as when gas cylinders are changed, 
or following operation of an over- or under-pressure control device), does not itself 
comprise work. However, the resumption of a gas supply in these or other 
circumstances may involve ‘work’ (eg where purging a gas fitting or appliance of air 
or gas); but in certain cases checks on appliances under regulation 26(9) are not 
required (see regulation 26(10)). Any interruption of the gas supply possibly caused 
by faulty or maladjusted equipment should be thoroughly investigated and remedial 
action taken, as necessary, in accordance with the requirements for ‘work’ under 
the Regulations. 

58 Regulation 2(6)(c) provides an exception for certain work activities in relation to 
control devices primarily intended for use by the consumer, eg knobs and switches 
for controlling the heat or temperature functions of the appliance (see paragraph 73).

(2) For the purposes of these Regulations – 

(a) any reference to installing a gas fitting includes a reference to converting 
any pipe, fitting, meter, apparatus or appliance to gas use; and 

(b) a person to whom gas is supplied and who provides that gas for use in 
a flat or part of premises let by him shall not in so doing be deemed to 
be supplying gas.

Landlords
59 Landlords providing gas for tenants’ use in flats or parts of buildings are not 
‘gas suppliers’ for the purpose of these Regulations and do not attract supplier-
related responsibilities. However, the position may be different where the gas is for 
use in any premises which is not a building, eg a caravan. See also definition of 
‘supplier’ in regulation 2(1) and associated guidance. Irrespective of who is the gas 
supplier, there are separate duties on landlords under regulation 36, eg requiring 
gas appliances, installation pipework and flues provided for tenants to be 
maintained in a safe condition and annual safety checks to be carried out (see 
regulation 36).
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(3) Subject to paragraphs (4) and (5) below, these Regulations shall apply to 
or in relation to gas fittings used in connection with – 

(a) gas which has been conveyed to premises through a distribution main; 
or 

(b) gas conveyed from a gas storage vessel. 

(4) Save for regulations 37, 38 and 41 and subject to regulation 3(8), these 
Regulations shall not apply in relation to the supply of gas to, or anything done in 
respect of a gas fitting at, the following premises, that is to say – 

(a) 
(i) a mine within the meaning of the Mines and Quarries Act 1954 or 

any place deemed to form part of a mine for the purposes of that 
Act, or

(ii) a quarry within the meaning of the Quarries Regulations 1999 or 
any place deemed to form part of a quarry for the purposes of 
those Regulations(a)

(b) a factory within the meaning of the Factories Act 1961(b) or any place to 
which any provisions of the said Act apply by virtue of sections 123 to 
126 of that Act; 

(c) agricultural premises, being agricultural land, including land being or 
forming part of a market garden, and any building thereon which is used 
in connection with agricultural operations; 

(d) temporary installations used in connection with any construction work 
within the meaning assigned to that phrase by regulation 2(1) of the 
Construction (Design and Management) Regulations 2007(c); 

(e) premises used for the testing of gas fittings; or 
(f) premises used for the treatment of sewage, 

but they shall apply in relation to such premises or part thereof used for domestic 
or residential purposes or as sleeping accommodation. 

(5) Nothing in these Regulations shall apply in relation to the supply of gas 
to, or anything done in respect of a gas fitting on – 

(a) a self-propelled vehicle except when such vehicle is – 
(i) hired out in the course of a business; or 
(ii) made available to members of the public in the course of a 

business carried on from that vehicle; 
(b) a sea-going ship; 
(c) a vessel not requiring a national or international load line certificate 

except when such a vessel is – 
(i) hired out in the course of a business; 
(ii) made available to members of the public in the course of a 

business carried out from that vessel; or 
(iii) used primarily for domestic or residential purposes; 

(d) a hovercraft; or 
(e) a caravan used for touring otherwise than when hired out in the course 

of a business. 

(a) 1954 c.70. amended by the Quarries Regulations S.I. 1999/2024.
(b) 1961 c.34. 
(c) S.I. 2007/320. 
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(6) Nothing in these Regulations shall apply in relation to – 

(a) the supply of gas to the propulsion system of any vehicle or to any gas 
fitting forming part of such propulsion system; 

(b) the supply of gas to, or anything done in respect of, a bunsen burner 
used in an educational establishment; or 

(c) work in relation to a control device on a gas appliance if – 
(i) the device is intended primarily for use by a consumer of gas; and 
(ii) the work does not involve breaking into a gasway. 

(7) These Regulations shall not apply in relation to a gas fitting used for the 
purpose of training gas fitting operatives in a college or other training establishment, 
except that paragraphs (1) to (5) and (7) of regulation 3 shall apply to work in 
relation to a gas fitting carried out by a person providing such training.

(8) These Regulations shall not apply in relation to a gas fitting used for the 
purpose of assessing the competence of a gas fitting operative at an assessment 
centre where such assessment is carried out for the purposes of a nationally 
accredited certification scheme, except that regulation 3(1) and (2) shall apply to 
work in relation to a gas fitting carried out by a person carrying out such 
assessment.

Premises covered by the Regulations 
60 For the purpose of these Regulations (except where the context otherwise 
requires, eg see regulation 2(2)(b)), ‘premises’ has the meaning given in section 53 
of the HSW Act. It covers any place, including any installation on land, the 
foreshore, offshore installations (whether floating or otherwise – but only within 
Great Britain), and any tents, marquees or other movable structures. 

61 The Regulations therefore cover everywhere in Great Britain, subject to the 
exceptions for vehicles, ships/boats, factories, agricultural land, construction 
installations, quarries, mines and other premises/situations in regulation 2(4)–(8). In 
particular, the Regulations cover gas systems and appliances in houses, flats, 
shops, offices, other commercial and public premises, and holiday accommodation, 
eg chalets and certain caravans, mobile homes and boats on inland waterways 
(see the following seven paragraphs). 

62 Exceptions to the application of the Gas Safety (Installation and Use) 
Regulations are provided for certain premises under regulations 2(4)–(6) as follows: 

(a) Regulation 2(4): The places mentioned, eg factories, mines and agricultural 
premises, are generally excluded, but regulations 37 (gas escapes) and 38 
(antifluctuators and valves) do apply and regulation 3(8) specifically covers 
places where certain caravans and inland waterway boats are manufactured 
(see paragraphs 96–98).

(b) Regulation 2(4)(b): This excludes certain places, eg docks and electrical 
power stations, regarded as ‘factories’ under sections 123–126 of the 
Factories Act 1961. However, gas installation work that forms part of a 
construction activity (also treated as a ‘notional’ factory under the 1961 Act), 
eg installation of gas fittings/appliances in buildings being constructed for 
residential, industrial or commercial use, is covered with the exception of that 
in relation to fittings/appliances used in temporary installations such as site 
huts.

(c) Regulation 2(5)–(6): Seagoing ships and hovercraft are fully excluded from 
the scope of the Regulations. Boats, vehicles and caravans may be excluded, 
depending on the circumstances (see paragraphs 65–71). 
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Guidance  2(3)–(8)



Health and Safety  
Executive

Safety in the installation and use of gas systems and appliances

Page 18 of 90

63 The exceptions in regulations 2(4)–(6) cover any gas appliance or fitting 
(whether fixed or portable) in the premises concerned, irrespective of whether the 
fitting/appliance is intended for use in a place covered by the Regulations. The 
range of situations where industrial gas fittings are excluded is further extended (eg 
to certain other construction situations) by the exclusion for these fittings in the 
definition of ‘gas fittings’ (see regulation 2(1), paragraphs 37–39). However, it must 
be stressed that where there are exclusions from these Regulations, similar 
requirements for gas safety may be applied under separate legislation, eg the HSW 
Act (see paragraphs 78–79).

64 The exceptions in regulation 2(4) do not extend to domestic, residential or 
sleeping accommodation at the places specified. Therefore, the Regulations cover 
all such accommodation wherever it is found, apart from ships, boats, vehicles etc 
excluded under regulation 2(5). For example, caretakers’ flats at factories or mines 
are covered. 

Caravans
65 Caravans used for touring which are hired out in the course of a business, and 
permanently sited caravans and mobile homes (hired out or otherwise) on holiday-
home parks or similar sites, including farms, are covered. Similarly, any caravan 
used as an annexe to permanent accommodation, eg as a ‘granny flat’, or as 
temporary residential accommodation for employees (for instance on a construction 
site or farm), is covered by the Regulations. 

Boats
66 The Regulations apply to certain boats not requiring a load line certificate, as 
specified in regulation 2(5)(c). These include:

(a) boats (both permanently moored and those capable of navigation) which are 
hired out in the course of a business, eg boats used for holiday 
accommodation; 

(b) any boat (including those privately-owned/occupied) used solely or primarily 
for domestic or residential purposes, such as houseboats and those used for 
cruising but in which the owner/user lives for most of the time; and 

(c) boats made available to the public in the course of a business carried out from 
the vessel, eg floating restaurants and public houses. 

67 Privately owned boats used only for leisure or sporting purposes and not hired 
out in the course of a business are excluded, as are other ‘inland waterway boats’ 
not specified in regulation 2(5)(c), eg such boats used as a workplace by an 
employee of an inland waterway authority for canal repair/clearance purposes etc. 
Boats requiring a national or international load line certificate (ie broadly, seagoing 
cargo-carrying ships) are also excluded from the Regulations, even where used on 
inland waterways. 

68 Vessels subject to these Regulations will often fall outside the scope of 
merchant shipping legislation (MSL), ie because they are permanently-moored and/
or not used for commercial purposes. However, in some cases, such as 
commercially-operated pleasure boats (eg hire boats) and certain passenger 
vessels, these Regulations and MSL apply together. Similarly, additional 
requirements (including gas safety) may be applied by the navigation authority for 
the waters on which the vessel operates, for example the Boat Safety Scheme 
administered by the Environment Agency and the Canal & River Trust, as a 
condition of issuing licences for use of their waterways. 

69 In such situations, compliance with these Regulations will generally satisfy 
parallel requirements for gas safety under MSL or the relevant navigation authority 
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scheme. (See the References section for information on where to find relevant 
Codes of Practice under MSL and ‘boat safety’ schemes.)

Self-propelled vehicles
70 Self-propelled vehicles hired out to, or frequented by, the public in the course 
of a business, eg motor caravans, are also covered. However, the tanks and 
associated fittings of any natural gas or LPG-powered vehicles are excluded under 
regulation 2(6)(a), eg ‘work’ on such fittings is not covered (but other safety controls 
may apply in these circumstances – see paragraphs 78–79). 

Mobile food stalls
71 Mobile food stalls (whether towed as ‘caravans’ or self-propelled) which are 
made available to the public in the course of a business are covered. This includes 
such facilities where the public have access inside the vehicle or caravan concerned 
as well as ‘serve-through-the-hatch’ vendors. Other types of mobile food stalls 
(such as marquees, tents, gazebos and portable kitchens) are also covered by the 
Regulations.

Application in particular circumstances 
72 Although GSIUR extends to a wide range of premises, not all uses of gas, or 
activities in relation to gas fittings/storage vessels, are covered – see, for example, 
definitions of ‘gas appliance’, ‘gas fittings, and ‘work’ under regulation 2(1). 
Furthermore, there are specific exceptions from requirements in particular 
regulations. These factors all need to be considered together to determine 
application of requirements in particular circumstances. 

73 Under regulation 2(6)(c), work on any control device associated with an 
appliance which is primarily intended for use by the consumer (eg removal/
replacement of electric thermostats and on/off timer switches) is excluded from the 
Regulations if this does not involve breaking into a gasway, ie where there is no risk 
of a gas escape. People carrying out such work are not, therefore, required to be 
members of an HSE-approved class of persons, eg Gas Safe registered (see 
regulation 3), nevertheless competence to ensure any such work is done safely is 
required under the HSW Act. 

74 The exceptions in regulation 2(7)–(8) concerning gas fittings used in the 
training/assessment of gas fitting engineers recognise that these fittings may have 
deliberate faults introduced, eg to demonstrate specific problems or test fault-
detection techniques. Most of the regulations (eg concerning appliance safety) do 
not apply in these circumstances but assessors/trainers are still required to possess 
the necessary competence to ensure safe conduct of such activities (this needs to 
take into account the level of trainee knowledge and experience, which might be 
limited). 

75 Training organisations also need to be in membership of an HSE-approved 
class of persons, eg Gas Safe registered, under regulation 3(3)). The exception in 
regulation 2(7) is restricted to assessment for the purpose of a nationally accredited 
certification scheme and therefore excludes other ‘assessment’ activities, eg 
checks and tests as part of training. 

76 Under regulation 2(7)–(8), both assessment and training organisations must 
ensure that their staff have the necessary competence (see regulation 3(2)). They 
also need to meet other obligations (eg under the HSW Act, the Management 
Regulations, and the Workplace (Health, Safety and Welfare) Regulations), for 
securing safety of both staff and trainees in these circumstances. For instance, this 
would include addressing activities involving ‘faulty’ appliances in the risk 
assessment under the Management Regulations, and implementing the necessary 
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control measures (eg by ‘grading’ work according to trainee experience, providing 
appropriate instructions and supervision and implementing formal procedures/
checks to ensure gas fittings are left in a ‘safe condition’, after exercises have been 
completed). 

77 The exceptions in regulation 2(7)–(8) do not cover gas fittings used for 
purposes other than training/assessment or those used in the training or 
assessment of engineers at places other than training colleges or assessment 
centres, eg ‘on-the-job’ training/assessment carried out at different locations is 
subject to the Regulations in full. 

Requirements at premises outside the scope of the Regulations 
78 Where there are exclusions under these Regulations (eg at factories) general 
safety requirements will apply under the HSW Act and related legislation. (See 
summary of legislation held on the domestic gas pages of the HSE website www.
hse.gov.uk.) 

79 Even if working at premises to which GSIUR does not apply (eg factories, 
quarries etc (see regulation 2(4)), competence in carrying out gas work safely is 
required to comply with the general duties in sections 2 and 3 of the HSW Act. See 
regulation 3 for details. 
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Regulation 3 Qualification and supervision
Summary of regulation 3

This section of the ACOP requires anyone carrying out gas work to be 
competent. Even if working at premises to which GSIUR does not apply (eg 
factories, quarries etc – see regulation 2(4)), people carrying out gas must be 
competent to work safely. 

Employers of people carrying out gas work and self-employed people carrying 
out gas work must be a member of a class of persons approved by HSE. 

(1) No person shall carry out any work in relation to a gas fitting or gas 
storage vessel unless he is competent to do so. 

(2) The employer of any person carrying out such work for that employer, 
every other employer and self-employed person who has control to any extent of 
such work and every employer and self-employed person who has required such 
work to be carried out at any place of work under his control shall ensure that 
paragraph (1) above is complied with in relation to such work. 

80 Gas work should only be undertaken: 

(a) by a person who has successfully completed an industry-recognised 
training course followed by assessment of competence. Training that 
leads to assessment of competence in safe gas work should be 
recognised by the industry’s standards setting body; or 

(b) in the case of a currently or previously registered person, where they 
have proved competence through a certification scheme; or

(c) for those working at premises that fall outside the scope of the 
Regulations (see regulation 2(4) and associated guidance), by a person 
who has successfully completed an appropriate full training course 
followed by assessment of competence.

81 Training should be of a standard to enable a gas engineer to achieve 
competence in the safe installation, purging, commissioning, testing, 
servicing, maintenance, repair, disconnection, modification and dismantling of 
the gas systems, fittings and appliances with which they are working. This 
should include an adequate knowledge of:

(a) relevant associated services such as water and electricity; and
(b) the potential for exposure to asbestos; and 
(c) the dangers these may give rise to; and
(d) the precautions to take.

PART B Gas fittings – general provisions 

Regulation 3(1)–(2)
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82 Anyone who does work on a gas fitting or gas storage vessel must be 
competent to do so (whether or not they are required to be a member of an 
approved class of persons). Therefore, do-it-yourself gas engineers and those 
performing favours for friends and relatives all need to have the required 
competence. The level and range of competence should match the full extent of 
work done, but needs only to be sufficient for and relevant to that work. 

83 Employers of gas engineers are also required under regulation 3(2) to ensure 
that their employees have the required competence for the work undertaken; in 
addition to ensuring they are properly experienced and trained (see paragraph 86). 
This involves ongoing monitoring of performance standards, as necessary. 

84 Competence is a combination of practical skill, training, knowledge and 
experience to carry out the job in hand safely, and ensuring the installation is left in 
a safe condition for use. Knowledge must be kept up-to-date with changes in the 
law, technology and safe working practice.

85 Even if working at premises to which GSIUR does not apply (eg factories, 
quarries etc – see regulation 2(4)), competence in carrying out gas work safely is 
required to comply with the general duties in sections 2 and 3 of the HSW Act. 

86 The certification schemes referred to in paragraph 80(b) require individual gas 
engineers to have their competence assessed at regular intervals under specific 
scheme arrangements set by the standards setting authority, operated by a 
certification body and currently accredited by the United Kingdom Accreditation 
Service (UKAS).

87 Further guidance both on the scope of training and the need for proper 
assessment/reassessment of gas engineers can be found in COP20 on  
www.hse.gov.uk. This will be withdrawn in early 2014 and replaced by industry 
guidance Standards of training in gas work at www.igem.org.uk. 

88 The duty to ensure gas engineers are competent extends to other employers 
and self-employed people with control over the work concerned, eg certain 
contractors and those requiring work to be done in a workplace under their control. 
Where there is more than one dutyholder in a particular situation, close liaison is 
essential to ensure requirements are met, eg through proper check procedures. 

89 Information on the scope of work a Gas Safe registered engineer is competent 
to perform may be obtained from the engineer certificate of competence (issued 
under the certification scheme referred to in the following paragraphs or from Gas 
Safe Register). See also regulation 4 concerning duty to check for membership of 
an HSE-approved class of persons.

(3) Without prejudice to the generality of paragraphs (1) and (2) above and 
subject to paragraph (4) below, no employer shall allow any of his employees to 
carry out any work in relation to a gas fitting or service pipework and no self-
employed person shall carry out any such work, unless the employer or self-
employed person, as the case may be, is a member of a class of persons approved 
for the time being by the Health and Safety Executive for the purposes of this 
paragraph. 

90 In addition to ensuring competence, all gas engineering businesses, including 
self-employed gas engineers, are (subject to the limited exceptions in regulation 
3(4)) required to be in membership of a class of persons approved by HSE, whether 
they carry out such work as their main or part activity. Gas engineers who are 
employed by a member of an approved class of persons but who do separate work 

Regulation 3(3)
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on their own behalf need to be in membership of such class of persons, eg Gas 
Safe registered, in their own right. 

91 The requirement to ‘be in membership of such class of persons, eg Gas Safe 
registered’ does not apply to engineers carrying out gas work at premises that fall 
outside the scope of the Regulations (see regulation 2(4) and associated guidance).

92 At the time of publication of this edition of the ACOP, the only body with such 
approval is the Gas Safe Register (www.gassaferegister.co.uk), although other 
organisations may apply to HSE for consideration to act as a registration body if 
they so wish.

(4) The requirements of paragraph (3) above shall not apply in respect of – 

(a) the replacement of a hose or regulator on a portable or mobile space 
heater; or 

(b) the replacement of a hose connecting a re-fillable cylinder to installation 
pipework. 

93 Regulation 3 extends to work on portable or mobile space heaters, eg LPG 
cabinet heaters (where done at premises subject to the Regulations, see 
paragraphs 33–36).

94 As gas storage vessels are not ‘gas fittings’ within the meaning of these 
Regulations, changing cylinders, filling storage tanks or fixing tanks in position does 
not require membership of an HSE approved class of persons, eg Gas Safe 
registration. However, people involved in these activities, or any of those covered 
by the exceptions in regulation 3(4)(a)–(b) (concerning certain ‘like-for-like’ hose/
regulator replacement activities, such as where used/worn items are replaced) need 
to have the required competence and ensure that they follow instructions, eg given 
by the gas supplier/appliance manufacturer, as appropriate. 

95 Where other work is involved, eg installing or replacing an LPG tank requiring 
work on service pipework or other gas fitting(s), it should be carried out only by 
someone who is in membership of an HSE-approved class of persons, eg a Gas 
Safe registered engineer, with the required competence. See also regulation 2(6)(c) 
regarding exceptions for certain work on gas appliance control devices primarily 
intended for use by the consumer. 

(5) An approval given pursuant to paragraph (3) above (and any withdrawal 
of such approval) shall be in writing and notice of it shall be given to such persons 
and in such manner as the Health and Safety Executive considers appropriate. 

(6) The employer of any person carrying out any work in relation to a gas 
fitting or gas storage vessel in the course of his employment shall ensure that such 
of the following provisions of these Regulations as impose duties upon that person 
and are for the time being in force are complied with by that person. 

(7) No person shall falsely pretend to be a member of a class of persons 
required to be approved under paragraph (3) above. 

(8) Notwithstanding sub-paragraph (b) of regulation 2(4), when a person is 
carrying out work in premises referred to in that sub-paragraph in relation to a gas 
fitting in a vehicle, vessel or caravan – 

(a) paragraphs (1), (2) and (6) of this regulation shall be complied with as 
respects thereto; and 

Regulation 3(4)
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(b) he shall ensure, so far as is reasonably practicable, that the installation of 
the gas fittings and flues will not contravene the provisions of these 
Regulations when the gas fittings are connected to a gas supply, 

except that this paragraph shall not apply where the person has reasonable 
grounds for believing that the vehicle, vessel or caravan will be first used for a 
purpose which when so used will exclude it from the application of these 
Regulations by virtue of sub-paragraphs (a), (c) or (e) of regulation 2(5).

96 Regulation 3(8) requires manufacturers of caravans, holiday homes or inland 
waterway boats for use in situations where the Regulations will apply to ensure 
employees who install gas fittings (or who do subsequent maintenance or repair 
work) are competent, and to take reasonable steps to secure the safety of these 
gas fittings once their products are taken/retaken into use. Manufacturers should 
take reasonable steps, eg by arrangements with their supply outlets and dealers, to 
establish, as best they can, the intended use of their products and whether the 
requirements in regulation 3(8) will therefore apply.

97 Manufacturers also need to bear in mind other more general duties under 
health and safety and consumer protection legislation. In their own interests, it is 
recommended that they use the same standards of gas installation in all their 
products, and have quality control procedures to ensure that this is the case.

98 In addition to the installation of gas fittings themselves, other relevant factors, 
eg location and size of flue and ventilation openings, need to be taken into account.

Regulation 4 Duty on employer 
Summary of regulation 4

This regulation requires any employer or self-employed person requiring work to 
be done on a gas fitting to take steps to ensure the person doing the work is 
registered with a class of persons approved by HSE.

Where an employer or self-employed person requires any work in relation to a gas 
fitting to be carried out at any place of work under his control or where an employer 
or self-employed person has control to any extent of work in relation to a gas fitting, 
he shall take reasonable steps to ensure that the person undertaking that work is, 
or is employed by, a member of a class of persons approved by the Health and 
Safety Executive under regulation 3(3) above.

99 Businesses should make reasonable efforts to obtain evidence that any 
person they intend to perform gas installation work (subject to regulation 
3(3)), either under contract or on their own behalf, is a member, or employed 
by a member, of a class of persons approved by HSE.

100 Regulation 4 applies to an employer/self-employed person requiring work to 
be done on a gas appliance/fitting installed at their workplace as well as to an 
employer or self-employed person having control over work done on a gas fitting, 
eg a contractor. The duty supplements that for checking competence under 
regulation 3(2). 

101 At the time of publication of this ACOP, the class of persons approved by 
HSE are those who are registered with Gas Safe Register  

Regulation 3(5)–(8)
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Guidance  4 (www.gassaferegister.co.uk). Gas Safe Register will provide evidence of registration 
and confirmation that any certificate of registration is still valid.

Regulation 5 Materials and workmanship 
Summary of regulation 5

This regulation imposes a duty on an installer of a gas fitting to ensure that the 
fitting is suitable for the purpose for which it is to be used. Installation of lead 
pipe/fittings is prohibited.

(1) No person shall install a gas fitting unless every part of it is of good 
construction and sound material, of adequate strength and size to secure safety 
and of a type appropriate for the gas with which it is to be used.

102 Gas engineers should acquaint themselves with the appropriate 
standards for gas fittings and ensure that the fittings they use are to those 
standards.

103 Most new gas appliances used for domestic purposes (eg cooking, heating 
and hot water production) are subject to the Gas Appliances (Safety) Regulations 
1995 and will carry the CE marking in addition to any recognised European 
standard mark and/or BSI kitemark. Some larger plant, eg for commercial use, will 
also bear the CE marking in conformity with other Regulations which implement EC 
directives, eg on machinery and pressure vessels. 

104 Pipes should be of a suitable construction, material, strength and size to 
convey gas to the appliance and to ensure its safe operation. Consider any special 
factors in particular circumstances, eg risk of physical damage to non-metallic 
pipework, for instance, from rodent attack (see also regulations 5(2) and 7). Where 
the appropriate standard or the manufacturer recommends a limited lifetime for a 
gas fitting (including plastic pipework), it should be replaced before the end of its 
limited life, unless it can be shown that continued use will not constitute a hazard. 
The manufacturer should be consulted to establish whether the lifetime of the gas 
fitting can be extended, what tests need to be carried out, and the extended 
lifetime allowed. See also regulations 35–36 and associated guidance concerning 
maintenance/safety check duties.

(2) Without prejudice to the generality of paragraph (1) above, no person 
shall install in a building any pipe or pipe fitting for use in the supply of gas which  
is – 

(a) made of lead or lead alloy; or 
(b) made of a non-metallic substance unless it is – 

(i) a pipe connected to a readily movable gas appliance designed for 
use without a flue; or 

(ii) a pipe entering the building and that part of it within the building is 
placed inside a metallic sheath which is so constructed and installed 
as to prevent, as far as is reasonably practicable, the escape of gas 
into the building if the pipe should fail.

105 Non-metallic connectors for use with readily movable gas appliances 
should conform to the appropriate standard. Such hoses, pipes and pipe 
fittings must be used only for the purpose for which they are designed.

Regulation 5(1)
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106 Appliances or meters may be connected to existing lead piping using suitable 
fittings, provided that the piping is in a safe condition, eg there is no sign of 
damage. 

107 Apart from connectors to readily movable appliances such as Bunsen 
burners, non-metallic (eg plastic) pipes should only be used within buildings if 
sheathed in metal to minimise the risk of gas escaping if the pipe should fail. This 
requirement does not extend to polyethylene (PE) piping buried in ground beneath 
a building provided that the piping does not enter the building (but see regulation 
19(5)). However, it does apply to that routed in spaces under floors. 

108 Plastic pipe fittings should not be used to seal pipes within buildings (see also 
definition of ‘appropriate fitting’ in regulation 2(1)). Although regulation 5(2) applies 
only to pipes and pipe fittings in buildings, it is recommended that a similar 
approach be adopted for other premises, eg caravans and inland waterway boats. 
See also regulation 26(2) concerning pipes for flued domestic appliances. 

109 Free-standing gas cookers are generally movable, but are not regarded as 
‘readily movable’ for the purpose of this regulation (see also paragraph 56). Flexible 
cooker hoses should therefore be of metallic construction; they should conform 
with appropriate standards and be used only for their intended purpose.

(3) No person shall carry out any work in relation to a gas fitting or gas 
storage vessel otherwise than in accordance with appropriate standards and in 
such a way as to prevent danger to any person.

110 This regulation covers two separate but related requirements. Work in relation 
to any gas fitting or gas storage vessel needs both to be in accordance with 
appropriate standards, and to be carried out in a manner which does not expose 
the gas engineer, or any other person, to danger, eg from a gas escape.

111 It is the particular work being carried out which needs to comply with the 
appropriate standards. It is not necessary to upgrade existing installations to bring 
them up to current standards, eg modifying them to meet revised specifications 
(unless necessary to meet other provisions of the Regulations).

112 The term ‘appropriate standards’ is not defined in the Regulations themselves, 
but details of where to find a list of standards regarded as appropriate standards 
for the purpose of this ACOP and guidance is given in the References (see also 
relevant paragraphs under ‘Terms used in the Regulations, ACOP and guidance’ in 
the Introduction). 

113 The Gas Industry Unsafe Situations Procedure (available at  
www.gassaferegister.co.uk) provides details of situations that may present a 
danger (such as gas leaks and incomplete combustion of gas etc).

Regulation 6 General safety precautions 
Summary of regulation 6

This regulation specifies measures to be taken by any person working on a gas 
fitting against danger from gas release, and requirements for sealing gasways 
and testing gastightness after work is completed. Requirements are specified for 
safe installation of gas storage vessels (eg LPG), and the storage of natural gas 
is prohibited.

Regulation 5(3)
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Regulation 6(1)–(2) (1) No person shall carry out any work in relation to a gas fitting in such a 
manner that gas could be released unless steps are taken to prevent the gas so 
released constituting a danger to any person. 

(2) No person carrying out work in relation to a gas fitting shall leave the 
fitting unattended unless every incomplete gasway has been sealed with the 
appropriate fitting or the gas fitting is otherwise safe.

114 Appropriate fitting(s) used to seal appliance gasways should ensure that 
the gas supply to the appliance cannot be readily restored until safe to do so. 
Closure of an emergency control does not fulfil this requirement (see 
definition of ‘appropriate fitting’ in regulation 2(1)).

115 This regulation generally covers work done on existing gas fittings (including 
extension or modification of existing gas installations) that involves breaking into a 
live gasway. If the work has to be left unfinished for any period – during which 
appliances might be deliberately or inadvertently used – the gas supply to the 
(disconnected) appliance should be sealed, as specified above. Reference should 
be made to the requirements for an ‘appropriate fitting’ under the definition in 
regulation 2(1). 

116 ‘Unattended’ has differing meanings depending on the size of premises. For 
domestic premises it normally means that the person working on the gas system is 
absent from the premises for a significant time during which someone else (eg the 
appliance owner) could turn the gas supply back on to use the appliance. For most 
larger commercial locations ‘unattended’ could mean being on another part of the 
site.

(3) Any person who disconnects a gas fitting shall, with the appropriate 
fitting, seal off every outlet of every pipe to which it was connected.

117 The open end(s) of any metal pipe(s) from which a gas fitting has been 
disconnected should be sealed with an appropriate metal fitting. See 
definition of ‘appropriate fitting’ in regulation 2(1).

118 This regulation is largely intended to deal with situations in which gas 
appliances are removed, for instance because they are no longer needed or are 
being taken away when owners move home. When an appliance is disconnected 
and open-ended pipework is left, the pipework should always be left sealed with an 
appropriate fitting. 

(4) No person carrying out work in relation to a gas fitting which involves 
exposing gasways which contain or have contained flammable gas shall smoke or 
use any source of ignition in such a manner as may lead to the risk of fire or 
explosion.

119 ‘Sources of ignition’ include such tools as blow-lamps and hot-air guns. A 
safe system of work (including effective isolation of the gas supply etc) should be 
used to avoid any risk of fire or explosion. Gasways should generally be purged of 
gas before using tools such as a blow torch.

(5) No person searching for an escape of gas shall use any source of 
ignition.

120 This prohibition extends to householders and other members of the general 
public. 
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121 The source of leaks should be located by sense of smell, gas detection 
instruments approved for use in flammable atmospheres, leak detection fluids, 
pressure test equipment or a combination of these methods.

(6) Where a person carries out any work in relation to a gas fitting which 
might affect the gas tightness of the gas installation he shall immediately thereafter 
test the installation for gas tightness at least as far as the nearest valves upstream 
and downstream in the installation.

122 The gastightness of the installation should be tested in accordance with 
the appropriate standard. 

123 The relevant standards can be found in the Legislative, normative and 
informative document list at www.gassaferegister.co.uk – details are in the 
References section.

124 The gas tightness test, sometimes referred to as the soundness, or pressure 
decay test, is used for confirming that the gas system has no gas escapes/leaks. In 
domestic situations the test normally needs to cover the installation pipework 
between the meter control valve or emergency control valve as appropriate, and 
the appliance shut-off device.

(7) No person shall install a gas storage vessel unless the site where it is to 
be installed is such as to ensure that the gas storage vessel can be used, filled or 
refilled without causing a danger to any person.

125 Guidance on installation of LPG vessels is given in UKLPG Codes of Practice 
(see www.uklpg.org). 

126 LPG tanks should not be located indoors, within a bunded area or on a roof 
of a building. Location of LPG storage tanks should take into account the need for 
safe access for road tankers, where practicable with provision of off-road parking, 
and for safe delivery of LPG. Any LPG storage tank used to supply gas to multiple 
consumers should be located only at a site where the person providing the gas 
supply to consumers has full control over the access to the tank and associated 
equipment. 

127 In Scotland, the restrictions on the siting of LPG vessels are imposed by the 
Building Regulations (see summary of legislation held on the domestic gas pages of 
the HSE website www.hse.gov.uk).

(8) No person shall install in a cellar or basement: 

(a) a gas storage vessel; or 
(b) an appliance fuelled by liquefied petroleum gas which has an automatic 

ignition device or a pilot light. 

(9) No person shall intentionally or recklessly interfere with a gas storage 
vessel or otherwise do anything which might affect a gas storage vessel so that the 
subsequent use of that vessel might cause a danger to any person.

128 The prohibitions extend to everyone, including householders and other 
members of the public. 

129 The prohibitions in regulation 6(8) address the fire/explosion hazard, eg from 
possible leakage and accumulation of heavy LPG vapour in any cellar or basement 
or from involvement of a gas storage vessel in a building fire. Further guidance on 
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Regulation 6(10)

Guidance  6(8)–(9) the design, installation and testing of LPG piping systems and maintenance of LPG 
installations is given in the UKLPG Codes of Practice (see www.uklpg.org).

(10) No person shall store or keep gas consisting wholly or mainly of methane 
on domestic premises, and, for the purpose of this paragraph, such gas from time 
to time present in pipes or in the fuel tank of any vehicle propelled by gas shall be 
deemed not to be so stored or kept.

130 This regulation prohibits storage and keeping of natural gas at domestic 
premises, including for the purpose of home filling of gas-fuelled vehicles. However, 
this prohibition does not extend to natural gas in pipes, or in fuel tanks of parked or 
garaged vehicles. Similarly, equipment used for filling vehicle tanks is not prohibited 
where this does not involve storage, but any requirements stipulated by the gas 
transporter in relation to antifluctuators/valves need to be met in these 
circumstances – see regulation 38. 

131 The meaning of ‘domestic premises’ in regulation 6(10) is that given in section 
53 of the HSW Act and includes any garden, yard or garage of such premises not 
used in common by the occupants of more than one such dwelling.

Regulation 7 Protection against damage 
Summary of regulation 7

This regulation requires gas fittings to be protected from damage, including 
physical damage and corrosion, and from blockage by a foreign body, eg dirt/
dust.

(1) Any person installing a gas fitting shall ensure that it is properly 
supported and so placed or protected as to avoid any undue risk of damage to the 
fitting.

132 Gas fittings should be installed in accordance with appropriate 
standards.

133 The relevant standards can be found in the Legislative, normative and 
informative document list at www.gassaferegister.co.uk – details are in the 
References section.

134 Gas fittings should be properly supported to ensure that no undue strain is 
placed upon them (eg by virtue of the weight or action of the gas fitting itself), 
which could lead to failure or damage of the fitting (see also regulation 31). Gas 
fittings should, as far as possible, be installed in a position which avoids any risk of 
damage from foreseeable activities in the vicinity, eg traffic. Where such risk cannot 
be avoided, fittings should be suitably protected against possible damage. This 
would need to be addressed, for instance, in the case of service pipework, meter 
installations and installation pipework, where location near to vehicle access routes 
cannot be avoided. 

135 Details of suitable arrangements for support and protection of gas fittings are 
given in appropriate standards (see the Legislative, normative and informative 
document list at www.gassaferegister.co.uk). Appliances need to be installed in 
accordance with manufacturers’ instructions; the Gas Appliances (Safety) 
Regulations 1995 require such instructions to accompany appliances supplied or 
placed on the market. See summary of legislation held on the domestic gas pages 
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of the HSE website www.hse.gov.uk. Special care needs to be taken where a gas 
fitting is located in a movable structure such as a caravan or boat, to take account 
of wind, tides etc.

(2) No person shall install a gas fitting if he has reason to suspect that 
foreign matter may block or otherwise interfere with the safe operation of the fitting 
unless he has fitted to the gas inlet of, and any airway in, the fitting a suitable filter 
or other suitable protection.

136 Filters or other suitable protection may be necessary to protect against any 
adverse effect of dirt or dust. Such devices should be compatible with any 
connected appliance. If there is any doubt, the advice of the gas supplier/ 
transporter and/or fitting manufacturer, as appropriate, should be sought.

(3) No person shall install a gas fitting in a position where it is likely to be 
exposed to any substance which may corrode gas fittings unless the fitting is 
constructed of materials which are inherently resistant to being so corroded or it is 
suitably protected against being so corroded.

137 Environments of particular concern are those where water, salt-spray, damp, 
corrosive chemicals or soot are present or likely to be present. Special care needs 
to be taken where a gas fitting is located in a movable structure such as a boat, or 
a caravan on coastal sites. In some circumstances it may be necessary to apply a 
protective coating but that coating should not affect safe operation of the fitting.

Regulation 8 Existing gas fittings 
Summary of regulation 8

This regulation prohibits any person from carrying out any alteration to premises 
in which a gas fitting or storage vessel is already installed which could 
compromise gas safety. The regulation also prohibits any work on a gas fitting or 
associated flue/ventilation system which would result in danger to any person.

(1) No person shall make any alteration to any premises in which a gas 
fitting or gas storage vessel is fitted if that alteration would adversely affect the 
safety of the fitting or vessel in such a manner that, if the fitting or the vessel had 
been installed after the alteration, there would have been a contravention of, or 
failure to comply with, these Regulations.

138 This regulation embraces a wide range of physical alterations to premises that 
might affect the safety of an existing gas fitting or gas storage vessel installed in the 
premises where the alteration is to be made (see paragraph 145). Before a 
significant alteration to premises where a gas appliance is installed (eg installation or 
removal of windows, air bricks, extractor fan units etc) any implications for gas 
appliance/fitting safety need to be properly addressed (see paragraphs below). 

139 Similarly, prior consideration needs to be given to the possible effect of any 
modification, such as a building extension, on the safety of a gas storage vessel  
(eg from any reduction in separation distances and standards of ventilation), or on 
service pipework (for example, the risk of damage to buried pipework from strain/
weight imposed upon it). See also regulations 6(7)–(8), 7(1) and 19(5). 

140 Requirements of Building Regulations, eg concerning ventilation and flues, 
should also be taken into account. Reference should also be made to regulation 
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36(11)–(12) concerning duties on landlords in respect of any room to be converted 
into sleeping accommodation. 

141 Regulation 8(1) applies to householders, builders, gas engineers etc, and is 
supplementary to any requirements under the Construction (Design and 
Management) Regulations 2007. The implications of any change to premises for 
safety of a gas fitting or gas storage vessel need to be considered systematically as 
part of the overall work planning process. 

142 In some cases, the effects of particular work for gas safety may be obvious. 
For example, where a chimney is being reduced in height or capped, its 
effectiveness in removing flue gases may be drastically affected. Before such work 
is started, it needs to be established whether or not the chimney is active and, if so, 
allowance made for this in the way the work is carried out. This may include 
planning for appliances to be disconnected before work commences, preventing 
debris falling or being thrown down the chimney, and ensuring appliances are 
tested for safety after the work has been completed. (Disconnection/testing of 
appliances should only be carried out by someone who is, or is employed by, a 
member of an HSE-approved class of persons under regulation 3, eg a Gas Safe-
registered engineer.) Similar consideration needs to be given to any proposed 
alterations which might affect operation of a flue system, eg fitting a flue liner or 
terminal. 

143 In other cases, the effects of the work may not be so obvious. For example, 
when fitting double glazing or cavity wall insulation, the removal of fixed permanent 
ventilation, such as air bricks, and replacement with closeable ventilation louvres (in 
contravention of standards) or blockage of vents by insulation material, can lead to 
danger from reduced ventilation/incomplete combustion. Equally, fitting extractor 
fans can lead to the pull on flues being overcome and flue products being sucked 
back into premises. Moreover, the enclosure of an existing flue terminal within a 
new extension or conservatory (again in contravention of standards) can lead to flue 
gases becoming trapped. 

144 Irrespective of how obvious the implications of the work are for gas safety, the 
people involved need to keep these matters in mind, and ensure they are properly 
addressed when alterations to premises are planned. 

145 Regulation 8(1) applies only to the alteration of premises in which the gas 
appliance concerned is installed, ie it does not cover any alteration to adjoining 
premises. Gas appliances/storage vessels should be installed so that safety cannot 
be affected by any future developments (eg building extensions) on adjoining 
property. For example, a flue should be located at a safe distance from any site 
boundary, so that in event of any development on a neighbouring site (which could 
extend up to the boundary), the flue will continue to operate properly and discharge 
of combustion products will not present a hazard to any person. (See regulation 27 
and Appendix 3, and for appropriate standards, ACOPs, guidance and other 
relevant information sources see the Legislative, normative and informative 
document list at www.gassaferegister.co.uk – details are in the Reference section.)

(2) No person shall do anything which would affect a gas fitting or any flue 
or means of ventilation used in connection with the fitting in such a manner that the 
subsequent use of the fitting might constitute a danger to any person, except that 
this paragraph does not apply to an alteration to premises.

146 This regulation applies to everyone, not just gas engineers. It supplements 
regulation 8(1) by prohibiting other activities (ie except alteration to premises) which 
have the potential to compromise safety. This might for instance include 
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modifications which cause blockage/obstruction of an air supply vent or flue, or 
incorrect installation of an air extraction or condensation control unit. As with 
regulation 8(1), it is essential for the implications of any such change or modification 
to be properly addressed, before work is commenced, to ensure that gas safety 
cannot be prejudiced in any way. 

147 Modification of any gas fitting should be made only by a competent person 
who is, or is employed by, a member of an HSE-approved class of persons (eg 
Gas Safe registered) under regulation 3(3). Alterations not comprising ‘work’ on a 
gas fitting but which nevertheless may affect gas safety (eg a change to the 
provision of ventilation in a room) should also be made only by a competent 
person. Similarly, any significant modification needs to be checked by a competent 
person before the gas fitting concerned is taken into use, to ensure that appropriate 
standards have been met and safety has not been compromised (see regulation 
26(9)).

(3) In relation to any place of work under his control, an employer or a self-
employed person shall ensure, so far as is reasonably practicable, that the 
provisions of paragraphs (1) and (2) are complied with.

148 It is recommended that a responsible person, eg a principal contractor, 
foreman, site manager or other person with overall control of the work, is 
nominated to ensure, so far as reasonably practicable, compliance with regulation 
8(1) and (2).

Regulation 9 Emergency controls 
Summary of regulation 9

This regulation requires an emergency control to be provided when gas is first 
supplied to premises. Where this control is not adjacent to a meter, a notice 
must be posted adjacent to the control describing the procedure in event of a 
gas escape.

(1) No person shall for the first time enable gas to be supplied for use in any 
premises unless there is provided an appropriately sited emergency control to 
which there is adequate access.

149 Whenever a new gas supply is made available for use in premises, an 
emergency control should also be provided. Where there is a gas meter, the meter 
control may serve as the emergency control as long as the following conditions are 
met:

(a) Each individual premises (eg each house, flat, maisonette, or caravan) using a 
supply of gas should be provided with an emergency control, whether or not 
that premises contains a gas meter.

(b) The emergency control should be situated as near as is reasonably practicable 
to the point where the gas supply pipe enters the premises. 

(c) It should be readily assessible to all consumers, ie gas users, in the premises 
concerned (eg not located in a basement or cellar).

(d) A valve located in a meter-room which is normally locked, and accessible only 
to a landlord, gas supplier, gas transporter and/or emergency services for 
example, cannot act as an ‘emergency control’. 

(e) An emergency control should be protected against unauthorised operation (ie 
tamper-proof) but if situated in a locked compartment, the occupier(s) of the 
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premises should be provided with keys (see also regulation 13(3)–(4)). In such 
cases, the emergency service provider should also hold keys where access 
cannot be ensured for them at all times, eg through keys held by the 
responsible person for the premises. 

150 The person allowing the flow of gas to the premises should ensure that every 
gas consumer in the premises is aware of the location of their emergency control, 
and of the action to be taken in case of a gas emergency. (Where there is more 
than one emergency control, eg in multi-occupancy premises, it is important for the 
particular control serving that consumer to be identified.) This includes following any 
alterations to buildings or ground works affecting the accessibility of the emergency 
control and pipework. In the case of rented property, the responsible person for the 
building, such as a landlord or managing agent, should ensure that all tenants are 
made aware of this information, including any new tenants (see also definition of 
‘emergency control’ in regulation 2(2)). 

151 Some premises contain separate buildings, eg a domestic property with 
stables or an office complex with a number of buildings on one site. As long as the 
premises are clearly under the control of one person or organisation, only one 
emergency control is required. However, arrangements should be made to ensure 
that the person in control is immediately notified of any gas emergency in the 
premises, so that suitable action can be taken, eg to isolate the gas supply (see 
regulation 37). 

152 In the case of LPG, this regulation only applies where the gas is supplied from 
a storage tank or tanks, or from two or more cylinders connected by an automatic 
changeover device (see regulation 9(5)). In other cases the vapour valve on each 
cylinder also functions as a shut-off control and no additional provision is 
necessary.

(2) Any person installing an emergency control shall ensure that – 

(a) any key, lever or hand-wheel of the control is securely attached to the 
operating spindle of the control; 

(b) any such key or lever is attached so that – 
(i) the key or lever is parallel to the axis of the pipe in which the control 

is installed when the control is in the open position; and 
(ii) where the key or lever is not attached so as to move only 

horizontally, gas cannot pass beyond the control when the key or 
lever has been moved as far as possible downwards;

(c) either the means of operating the key or lever is clearly and permanently 
marked or a notice in permanent form is prominently displayed near such 
means so as to indicate when the control is open and when the control 
is shut; and 

(d) any hand-wheel indicates the direction of opening or closing of the 
control.

153 The emergency control can operate by a key, lever or hand-wheel which 
should be securely attached to the operating spindle. Where a key or lever is used, 
the ‘open’ position should be when the key or lever is parallel to the axis of the 
pipe. The ‘off’ position should be approximately one quarter turn of the key or lever 
to the right or left and, where the key or lever moves in the vertical plane, the move 
to the ‘off’ position should be in a downwards direction. Either the key or lever 
itself, or a nearby permanent notice, should indicate how the control operates and 
when the gas is ‘off’ and ‘on’. 
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(3) Where a person installs an emergency control which is not adjacent to a 
primary meter, he shall immediately thereafter prominently display on or near the 
means of operating the control a suitably worded notice in permanent form 
indicating the procedure to be followed in the event of an escape of gas.

154 Where an emergency control is installed which is not adjacent to a primary 
meter, or where no meter is installed, a prominently displayed notice on or near the 
control bearing the words ‘Gas emergency control’ should be provided. The notice 
needs to tell the consumer: 

(a) to shut off the supply of gas if there is a gas escape in the premises; 
(b) if gas continues to escape, immediately notify the Gas Emergency Freephone 

Number 0800 111 999 (if natural gas). If the gas is not natural gas, notify the 
supplier emergency service. A contact list for LPG suppliers can be found in 
The Gas Industry Unsafe Situations Procedure available at  
www.gassaferegister.co.uk; 

(c) not to reinstate the supply until remedial action has been taken by a 
competent person to prevent gas escaping again; 

(d) details of the emergency gas service contact, including the emergency 
telephone number. In the case of natural gas, the Gas Emergency Freephone 
Number should be specified (as above). For any other gas, the name and 
telephone number of the supplier emergency service should be given (see the 
contact list in The Gas Industry Unsafe Situations Procedure available at  
www.gassaferegister.co.uk); 

(e) the date the notice was first displayed. 

155 The notice should be in a permanent form, ie of durable material, and 
protected against damage as necessary, eg weather-resistant. 

156 Where an emergency control is installed adjacent to a primary meter, an 
emergency notice must be displayed instead at the meter (see regulation 15).

157 See regulation 37 and associated guidance concerning action required in the 
event of a gas escape.

(4) Where any person first supplies gas to premises where an emergency 
control is installed, he shall ensure that the notice required by paragraph (3) above 
remains suitably worded or shall, where necessary, forthwith amend or replace that 
notice so as to give effect to the provisions of that paragraph.

158 In the case of LPG, if there is a change to the gas supplier which results in a 
change to the emergency contact point, the notice needs to be updated by the 
new supplier.

(5) This regulation shall not apply where gas is supplied in a refillable cylinder 
except where two or more cylinders are connected by means of an automatic 
change-over device.
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Regulation 10 Maintaining electrical continuity 
Summary of regulation 10

This regulation requires electrical continuity to be maintained during work on a 
gas fitting, where necessary to avoid danger.

In any case where it is necessary to prevent danger, no person shall carry out work 
in relation to a gas fitting without using a suitable bond to maintain electrical 
continuity until the work is completed and permanent electrical continuity has been 
restored.

159 A temporary continuity bond to the appropriate standard is required 
when disconnecting and reconnecting pipework where the production of a 
spark could cause a hazard.

160 The purpose of the temporary bond is to maintain electrical continuity between 
the pipework to reduce the risk of a spark causing ignition. Work is not considered 
to have been completed until permanent electrical continuity has been restored, 
where this is necessary to prevent potential hazard. The bond should be fitted with 
a robust clip or clamp at each end which provides effective electrical contact. See 
also regulation 18(2) concerning equipotential bonding which addresses the risk of 
electric shock.
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Summary of regulations 11 and 12

Regulations 11 and 12 require that gas meters are installed so as to avoid, as far 
as reasonably practicable, adverse effect on means of escape from premises, 
and specify requirements concerning construction of certain meters. Other 
requirements are imposed for meter installation, eg to avoid electrical hazards 
and facilitate inspection/maintenance, and for pipe connections, gastightness 
tests and purging of meters.

Although regulations 11 and 12 deal with gas safety of meters, there are other 
safety issues that must be considered, for example, electricity or the risk of 
exposure to asbestos when replacing old meters. Further guidance is available at 
www.hse.gov.uk. 

Regulation 11 Interpretation of Part C 
In this Part – 

“meter box” means a receptacle or compartment designed and constructed to 
contain a meter with its associated fittings; 

“meter compound” means an area or room designed and constructed to contain 
one or more meters with their associated fittings; 

“secondary meter” means a meter, other than a primary meter, for ascertaining the 
quantity of gas provided by a person for use by another person.

Regulation 12 Meters – general provisions 
(1) No person shall install a meter in any premises unless the site where it is 

to be installed is such as to ensure so far as is reasonably practicable that the 
means of escape from those premises in the event of fire is not adversely affected. 

(2) No person shall install a meter in any premises unless it is of sound 
construction adequate to ensure so far as is reasonably practicable that in the 
event of fire gas is not able to escape in hazardous quantities, save that this 
paragraph shall not apply to any meter installed in non-domestic premises to which 
gas is supplied through a readily accessible service valve.

161 Before any meter is installed, a check should be made on the means of 
escape from the premises in the event of fire. Meters and meter 
compartments, and their installation, must conform to the appropriate 
standard.

PART C Meters and regulators 
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General 
162 Building designers and contractors need to consult the gas supplier/ 
transporter to agree the position and housing for primary meters at an early stage 
in any new building development. 

163 In the context of the following three paragraphs, ‘new meter’ is any installation 
of a meter in a position where there has not previously been a meter, and 
‘replacement meter’ is the installation of a meter in the position of an existing meter.

Installing new meters (premises with two or more floors above the  
ground floor)
164 Meters should not be sited on or under the stairway or in any other part of the 
premises where the stairway or that other part of the premises forms the sole 
means of escape in case of fire. 

Installing other new meters (including premises with less than two floors 
above the ground) and replacement meters
165 Meters need to be installed, where reasonably practicable, in accordance with 
the previous paragraph. If it is necessary to install a new or replacement meter on 
or under a stairway or in any other part of premises where the stairway or that other 
part of the premises forms the sole means of escape in the case of fire then: 

(a) the meter should be fire-resistant; or 
(b) the meter should be housed in a fire-resistant compartment with automatic 

self-closing doors; or 
(c) the pipe immediately upstream of the meter, or regulator if fitted, should be 

provided with a thermal cut-off device which is designed to automatically cut 
off the gas supply if the temperature of the device exceeds 95 °C. 

166 Due account should be taken of relevant requirements in the Building 
Regulations. It may be necessary to install meters in meter rooms or compounds.

(3) No person shall install a meter unless the installation is so placed as to 
ensure that there is no risk of damage to it from electrical apparatus.

167 Meters should only be installed in a location that ensures that the 
necessary separation distances between the gas meter installation and 
electrical apparatus (as specified in the appropriate standards) are 
maintained.

(4) No person shall install a meter except in a readily accessible position for 
inspection and maintenance. 

(5) Where a meter has bosses or side pipes attached to the meter by a 
soldered joint only, no person shall make rigid pipe connections to the meter. 

(6) Where a person installs a meter and the pipes and other gas fittings 
associated with it, he shall ensure that – 

(a) immediately thereafter they are adequately tested to verify that they are 
gas tight and examined to verify that they have been installed in 
accordance with these Regulations; and 

(b) immediately after such testing and examination, purging is carried out 
throughout the meter and every other gas fitting through which gas can 
then flow so as to remove safely all air and gas other than the gas to be 
supplied.

ACOP 12(3)
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Regulation 
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168 Connections should be tested for gastightness in accordance with the 
appropriate standard. The whole installation should then be purged including 
any appliances connected to the system, again in accordance with the 
appropriate standard.

Regulation 13 Meter housings 
Summary of regulation 13

This regulation specifies the requirements for meter housings concerning safe 
dispersal of any gas escape, avoidance of combustible materials, and provision 
of keys to enable consumer access.

(1) Where a meter is housed in a meter box or meter compound attached to 
or built into the external face of the outside wall of any premises, the meter box or 
meter compound shall be so constructed and installed that any gas escaping within 
the box or compound cannot enter the premises or any cavity in the wall but must 
disperse to the external air. 

(2) No person shall knowingly store readily combustible materials in any 
meter box or meter compound.

169 To prevent gas leakage entering the building, any cable or installation pipe 
should be adequately sleeved and sealed where it passes from the meter box and 
enters building (see also regulations 14(1) and 19). 

170 Regulation 13(2) applies to everyone, not just gas engineers. Meter boxes or 
compounds should not, for example, be used for storing combustible household 
waste such as paper and cardboard.

(3) No person shall install a meter in a meter box provided with a lock, 
unless the consumer has been provided with a suitably labelled key to that lock. 

(4) No person shall install a meter within a meter compound which is 
capable of being secured unless the consumer has been provided with a suitably 
labelled key for that compound.

Regulation 14 Regulators 
Summary of regulation 14

This regulation stipulates the protection arrangements for maintaining gas 
pressure within safe limits. Requirements are also included for sealing regulators 
against unauthorised interference.

It includes separate stipulations relating to systems supplied from gas storage 
tanks (eg LPG), or from certain cylinder configurations.

(1) No person shall install a primary meter or meter by pass used in 
connection with a primary meter unless – 

(a) there is a regulator controlling the pressure of gas supplied through the 
meter or the by pass, as the case may be, which provides adequate 
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automatic means for preventing the gas fittings connected to the 
downstream side of the regulator from being subjected to a pressure 
greater than that for which they were designed; 

(b) where the normal pressure of the gas supply is 75 millibars or more at 
the inlet to the regulator, there are also adequate automatic means for 
preventing, in case the regulator should fail, those gas fittings from being 
subjected to such a greater pressure; and 

(c) where the regulator contains a relief valve or liquid seal, such valve or 
seal is connected to a vent pipe of adequate size and so installed that it 
is capable of venting safely.

171 An over-pressure shut-off device or pressure relief valve may be used to 
prevent exposure of downstream fittings to excessive pressure in event of regulator 
failure. Requirements for protection against over-pressure in the case of gas 
installations supplied from vessels or cylinders (eg LPG) are given in regulation 
14(2)–(4)). 

172 Any vent pipe should discharge to open air rather than into any part of a 
building, and should terminate away from potential ignition sources. Reference 
should be made to appropriate standards.

173 No installation pipework or cables should directly enter the property from the 
meter box, where the normal pressure of the gas supply is 75 millibars or more at 
the inlet to the regulator and the meter is housed in a meter box or meter 
compound attached to or built into the external face of the outside wall of any 
premises (see also regulation 13(1)).

(2) Without prejudice to the requirements of paragraph (1), no person shall 
cause gas to be supplied from a gas storage vessel (other than a re-fillable cylinder 
or a cylinder or cartridge designed to be disposed of when empty) to any service 
pipework or gas fitting unless – 

(a) there is a regulator installed which controls the nominal operating 
pressure of the gas; 

(b) there is adequate automatic means for preventing the installation 
pipework and gas fittings downstream of the regulator from being 
subjected to a pressure different from that for which they were designed; 
and 

(c) there is an adequate alternative automatic means for preventing the 
service pipework from being subjected to a greater pressure than that for 
which it was designed should the regulator referred to in sub-paragraph 
(a) above fail.

174 Regulation 14(2) applies only to installations using gas (essentially LPG) stored 
in bulk vessels or tanks. Any such installation should be provided with: 

(a) a regulator to maintain the gas supply pressure within the range at which 
appliances downstream were designed to operate safely; and 

(b) an over-pressure and under-pressure shut-off device (OPSO/UPSO), to 
provide back-up protection if the regulator fails or the gas supply pressure falls 
to a dangerously low level, eg because the storage vessel has become empty. 

175 In addition, where there is a risk of service pipework failing if the regulator 
malfunctions, the pipework should be protected by a further over-pressure shut-off 
device to prevent such failure. This is normally only required for non-metallic 
pipework. 
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176 Installed pressure systems and associated gas storage vessels should comply 
with the Pressure Systems Safety Regulations 2000, where applicable (see 
summary of legislation held on the domestic gas pages of the HSE website www.
hse.gov.uk). Any regulator or over- or under-pressure protection device required 
under regulation 14(1)–(4) should be designed, constructed and installed in 
accordance with the appropriate standards.

(3) No person shall cause gas to be supplied through an installation 
consisting of one or more re-fillable cylinders unless the supply of gas passes 
through a regulator which controls the nominal operating pressure of the gas. 

(4) Without prejudice to paragraph (3) above, no person shall cause gas to 
be supplied through an installation consisting of four or more re-fillable cylinders 
connected to an automatic change-over device unless there is an adequate 
alternative means for preventing the installation pipework and any gas fitting 
downstream of the regulator from being subjected to a greater pressure than that 
for which it was designed should the regulator fail.

177 Regulation 14(3)–(4) applies only to installations using gas (essentially LPG) 
from cylinders. As with installations using bulk vessels, a regulator should be 
provided to protect appliances downstream from being subjected to a pressure 
outside their safe operating range. If the cylinder supply comprises four or more 
cylinders connected to an automatic changeover device, an over-pressure 
protection device should be fitted to prevent downstream appliances and pipework 
being subjected to a pressure above that for which they were designed, should the 
regulator fail. Automatic cylinder changeover devices should comply with the 
appropriate standard.

178 Regulation 14(4) outlines the minimum legal requirements. However, it is 
recommended that all fixed pipework cylinder installations have an over-pressure 
protection device fitted to prevent downstream appliances, pipework and fittings 
from being subjected to a pressure above that for which they are designed.

(5) Where a person installs a regulator for controlling the pressure of gas 
through a primary meter, a meter by pass used in connection with a primary meter 
or from a gas storage vessel, or installs a gas appliance itself fitted with a regulator 
for controlling the pressure of gas to that appliance, he shall immediately thereafter 
ensure, in either case, that the regulator is adequately sealed so as to prevent its 
setting from being interfered with without breaking of the seal. 

(6) In relation to – 

(a) gas from a distribution main, no person except the transporter or a 
person authorised to act on his behalf; 

(b) gas from a gas storage vessel, no person except the supplier or a 
person authorised to act on his behalf, 

shall break a seal applied under paragraph (5) above other than a seal applied to a 
regulator for controlling the pressure of gas to the appliance to which that regulator 
is fitted. 

(7) A person who breaks a seal applied under paragraph (5) shall apply as 
soon as is practicable a new seal which is adequate to prevent the setting of the 
regulator from being interfered with without breaking such seal.

179 Regulation 14(6) generally restricts the breaking of regulator seals to the gas 
transporter or supplier in the particular situation, or someone authorised to act on 
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their behalf. However, a competent person may adjust a regulator on an individual 
appliance, eg to check the correct operating pressure, without the need for 
authorisation to break the seal. 

180 Any person who breaks a seal should ensure that it is replaced with a suitable 
equivalent seal as soon as the work has been completed.

Regulation 15 Meters – emergency notices 
Summary of regulation 15

This regulation requires that an emergency notice is posted at a primary meter 
giving the procedure to be adopted in the event of a gas escape. A notice 
showing the position of the emergency control is also required in certain cases.

(1) No person shall supply gas through a primary meter installed after the 
coming into force of these Regulations or for the first time supply gas through an 
existing primary meter after the coming into force of these Regulations unless he 
ensures that a suitably worded notice in permanent form is prominently displayed 
on or near the meter indicating the procedure to be followed in the event of an 
escape of gas. 

(2) Where a meter is installed or relocated in any premises in either case at a 
distance of more than 2 metres from, or out of sight of, the nearest upstream 
emergency control in the premises, no person shall supply or provide gas for the 
first time through that meter unless he ensures that a suitably worded notice in 
permanent form is prominently displayed on or near the meter indicating the 
position of that control.

181 Any supplier of gas through a primary meter should ensure that the 
required emergency notice is in place. Where there is a change in gas 
supplier which involves a change in the emergency service provider, the 
notice should be updated/replaced to reflect such a change.

182 Whenever a primary meter is installed in premises, an emergency notice 
should be prominently displayed on or near the meter. The notice should contain 
the information for the gas consumer, as specified in paragraph 154. 

183 If the nearest upstream emergency control is installed in or subsequently 
relocated to a position out of sight of the meter or in a position more than 2 metres 
away from the meter, a notice should be displayed on or near the meter concerned 
indicating the position of the emergency control. 

184 Notices required under regulation 15 should be in a permanent form, ie of 
durable material, and protected against damage as necessary, eg weather-
resistant. The notice(s) should not obscure other information shown on a meter. 
See regulation 37 and associated guidance concerning action required in the event 
of a gas escape. 

185 Where an emergency control is not located adjacent to a primary meter, an 
emergency notice is required instead to be displayed on or near to the emergency 
control (see regulation 9(3)).

ACOP 15(1)–(2)
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Regulation 16 Primary meters 
Summary of regulation 16

This regulation prohibits the installation of a prepayment meter as a primary 
meter in certain cases. It also specifies requirements for notices at primary 
meters where gas is supplied to more than one secondary meter. Precautions, 
eg for isolation/sealing, are specified for situations where a primary meter has 
been removed.

(1) No person shall install a prepayment meter as a primary meter through 
which gas passes to a secondary meter. 

(2) Any person – 

(a) who first provides gas through any service pipe or service pipework after 
the coming into force of these Regulations to more than one primary 
meter; or 

(b) who subsequently makes any modification which affects the number of 
primary meters so provided, 

shall ensure that a notice in permanent form is prominently displayed on or near 
each primary meter indicating that more than one primary meter is provided with 
gas through that service pipe or service pipework.

186 This regulation prohibits the installation of both traditional prepayment 
meters and smart meters switched to prepayment mode as primary meters 
where gas is passed on to a secondary meter(s).

187 Regulation 16(1) prohibits the installation of a prepayment meter (either a 
traditional prepayment meter or a smart meter used in prepayment mode) as a 
primary meter, where gas is passed on to a secondary meter(s), because use of 
such a meter would (when money runs out) cause the gas supply to all consumers 
on the system to be immediately cut off. This would lead to a potential risk of gas 
escape where any gas appliance has not been isolated before the gas supply is 
resumed, eg because the user is away at the time (see also paragraph 195). 

188 Although regulation 16(1) itself only applies to the installation of a prepayment 
meter, the general duties will apply and so following installation, no person should 
change the mode of use of a primary meter (where gas is passed to secondary 
meter(s)) to prepayment mode. This applies to both traditional meters and smart 
meters.

189 The purpose of the notice required under regulation 16(2) is to make gas 
engineers, emergency services etc aware of the possible implications for other 
users, eg if the gas supply needs to be isolated. The notice is required both for new 
installations and where an existing system is modified so that more than one 
primary meter is then supplied from a service pipe or service pipework. In the case 
of modifications, the person making the change is responsible for ensuring the 
notice is displayed. The notice should also indicate the number and location of 
other meters supplied from the same service pipe or pipework, and that any person 
who carries out an alteration affecting the accuracy of the information provided 
should ensure that the notice is amended accordingly.

ACOP 16(1)–(2)
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(3) Where a primary meter is removed, the person who last supplied gas 
through the meter before removal shall – 

(a) where the meter is not forthwith re-installed or replaced by another  
meter – 
(i) close any service valve which controlled the supply of gas to that 

meter and did not control the supply of gas to any other primary 
meter; and 

(ii) seal the outlet of the emergency control with an appropriate fitting; 
and 

(iii) clearly mark any live gas pipe in the premises in which the meter 
was installed to the effect that the pipe contains gas; and 

(b) where the meter has not been re-installed or replaced by another meter 
before the expiry of the period of 12 months beginning with the date of 
removal of the meter and there is no such service valve as is mentioned 
in sub-paragraph (a)(i) above, ensure that the service pipe or service 
pipework for those premises is disconnected as near as is reasonably 
practicable to the main or storage vessel and that any part of the pipe or 
pipework which is not removed is sealed at both ends with the 
appropriate fitting. 

(4) Where a person proposes to remove a primary meter he shall give 
sufficient notice of it to the person supplying gas through the meter to enable him 
to comply with paragraph (3).

190 Regulation 16(3)(b) interfaces with the duty on pipeline operators under the 
Pipelines Safety Regulations 1996 (PSR) to ensure that certain disused pipelines are 
left in a safe condition. In the case of any gas service pipe (covered by PSR), the 
gas supplier (as defined in regulation 2(1)) needs to ensure, so far as reasonably 
practicable, that the action stipulated in regulation 16(3)(b) is taken by the 
dutyholder under PSR (ie the gas transporter). 

191 In the case of pipework not covered by PSR, eg an LPG system on a caravan 
or mobile home site, the ‘gas supplier’ will need to take the necessary action to 
disconnect/seal pipework or make appropriate arrangements for this to be done. In 
both cases the work should be carried out only by a person meeting the 
requirements of regulation 3.

192 Regulation 16(3)(b) requires disconnection ‘as near as is reasonably 
practicable’ to the main or storage tank. However, the regulation recognises that 
there are certain situations, eg blocks of flats, where removal of service pipes or 
service pipework to particular dwellings may not be readily achievable. The gas 
supplier (together with the transporter in the case of natural gas) needs to decide 
the appropriate action in a particular case, bearing in mind that unused ‘live’ service 
pipes or pipework represent a potential hazard. Metal fittings should be used to 
seal metal pipes (and emergency control outlets under regulation 16(3)(a)). Any 
installation pipework or other gas fitting rendered redundant by meter removal 
should be made safe (eg by purging, and sealing any open gasways with an 
appropriate fitting).

193 Regulation 16(4) recognises that meters may be removed by persons other 
than gas suppliers. Close co-operation with the ‘last supplier’ of gas is essential in 
these circumstances. Sufficient notice of any proposed meter removal should be 
given to enable the supplier to take effective action under regulation 16(3), as 
required by Schedule 2B of the Gas Act 1986, as amended.
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Regulation 17 Secondary meters 
Summary of regulation 17

This regulation requires that any person supplying or permitting the supply of gas 
through a primary meter to a secondary meter (eg a landlord), must display, at 
specified positions, a notice showing the configuration of the gas system.

(1) Any person supplying or permitting the supply of gas through a primary 
meter to a secondary meter shall ensure that a line diagram in permanent form is 
prominently displayed on or near the primary meter or gas storage vessel and on or 
near all emergency controls connected to the primary meter showing the 
configuration of all meters, installation pipework and emergency controls. 

(2) Any person who changes the configuration of any meter, installation 
pipework or emergency control so that the accuracy of the line diagram referred to 
in paragraph (1) is affected shall ensure that the line diagram is amended so as to 
show the altered configuration.

194 This regulation applies where a gas supply is provided through a primary 
meter to secondary meter(s), ie to a number of downstream consumers. In the case 
of multiple-occupation houses or blocks of flats, an engineer or the emergency 
services would require information on the location/configuration of emergency 
control valves and pipework to isolate the gas supply to a particular dwelling, and 
to establish how this would affect the supply to other consumers in the premises. 
Similarly, this information would be required when supplies to individual consumers 
needed to be checked, eg after disconnection or reconnection of pipework. 

195 The situation may be further complicated in ‘sub-deduct’ situations, ie where 
secondary meters are used by one or more gas supplier(s) for establishing charges 
to downstream consumers by a process of deduction from the total quantity of gas 
supplied through a primary meter (see the Gas Act 1995 – Network Code, section 
G1). A configuration may be complex, involving several sub-deduct meters, 
associated pipework and emergency controls, together with the primary meter. 
Clear and unambiguous information on these configurations is essential, for 
instance, to avoid situations where action to isolate the supply to one consumer 
unknowingly interrupts someone else’s supply (leading to possible risk of a gas 
escape where appliances are not isolated before the supply is reinstated, eg 
because the user is away at the time). 

196 The notice must contain the information specified in regulation 15(1). A 
diagram showing the configuration in outline will normally be sufficient for this 
purpose, ie a detailed scale plan is not necessary. The diagram should be displayed 
in a prominent position at the primary meter (or gas storage vessel if the gas is so 
supplied) and at all emergency controls connected to the primary meter in the 
premises. The duty to provide the notice(s) rests with the person supplying or 
permitting the supply of gas through the primary meter. This might be a gas 
supplier (eg in sub-deduct situations) or a landlord providing gas to a tenant. Where 
there is more than one dutyholder, effective liaison is essential to ensure 
requirements are met. 

197 Regulation 17(2) requires any person making a change to the configuration of 
any installation pipework, meter, or emergency control to ensure the notice 
originally provided under regulation 17(1) is suitably amended, where this is 
necessary to preserve accuracy for safety purposes, as described above. The 
notice does not need to be modified in respect of minor changes which do not 
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have implications for safety identification purposes, eg where there is a small 
change in location of a relevant fitting but relative positions are unaffected. 

198 The advice of a competent gas engineer should be sought on the wording of 
the notice. In addition to the information specified in regulation 17, it is 
recommended that notices indicate the person responsible for each section of 
installation in the premises. The notice may be based on the system diagram 
required under regulation 24, where applicable.
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Regulation 18 Safe use of pipes 
Summary of regulation 18

This regulation requires pipework to be installed in a safe position, having regard 
to factors which might affect safety, eg location of other pipes, drains, cables 
and electrical apparatus. Any person connecting installation pipework to a meter 
is required to inform the person responsible for the premises (eg the occupier) of 
the need for equipotential bonding.

(1) No person shall install any installation pipework in any position in which it 
cannot be used with safety having regard to the position of other pipes, pipe 
supports, drains, sewers, cables, conduits and electrical apparatus and to any 
parts of the structure of any premises in which it is installed which might affect its 
safe use. 

(2) Any person who connects any installation pipework to a primary meter 
shall, in any case where equipotential bonding may be necessary, inform the 
responsible person that such bonding should be carried out by a competent 
person.

199 The location and routing of installation pipework should take into 
account the potential risk (eg of corrosion damage) posed by the other 
building services, equipment and features specified in regulation 18(1), for 
instance by providing adequate separation. Pipework installation and 
equipotential bonding should be carried out to the appropriate standard.

200 Main equipotential bonding (MEB, sometimes known as ‘electrical cross 
bonding’) is the connection between the consumer earth point and the gas 
installation pipe. The purpose is to create a zone (eg within a dwelling), including 
the area occupied by the gas installation pipework, within which acceptable voltage 
differences are maintained to avoid the risk of electric shock. 

201 The person who installs a section of pipework which connects with the 
primary meter or emergency control, whether or not the meter or control has yet 
been fitted, must inform the responsible person for the premises (builder, owner or 
occupier) of the possible need for MEB where such a requirement did not exist 
before the work was undertaken. Such bonding should be carried out by a 
competent person (see regulation 3, Qualification and supervision, for details on 
training and competence). The advice should be in writing. Although the regulation 
applies only when new systems are installed and existing ones are modified, similar 
action needs to be taken if an engineer notices an apparent defect in bonding in 
other circumstances, eg during maintenance checks (this applies to both main or 
supplementary equipotential bonding – see also paragraph 205 below). 

PART D Installation pipework 

ACOP 18(1)–(2)

Regulation 
18(1)–(2)

Guidance   
18(1)–(2)



Health and Safety  
Executive

Safety in the installation and use of gas systems and appliances

Page 47 of 90

202 Main equipotential bonding is most commonly required where: 

(a) gas pipework is installed in new premises; or 
(b) gas pipework is first installed in existing premises. 

203 The regulation is directed at the 600 mm (approximate) length of installation 
pipework at the outlet of the domestic meter installation which is the recommended 
location of any main equipotential bond in the appropriate standard. 

204 The requirements for main equipotential bonding are more strict for certain 
types of electrical supply to premises (eg those supplies from protective multiple 
earth (PME) systems – most new electrical supplies will be from such systems). A 
gas engineer may not be competent to make the necessary judgement, in which 
case the responsible person needs to be informed of this fact and any further 
action left to them. 

205 Regulation 18(2) does not apply to the installation of a meter. In addition to 
main bonding, supplementary equipotential pipework bonding may be necessary in 
locations of increased electric shock risk, eg bathrooms. In such cases, a 
competent electrician should be consulted. 

206 In many commercial and other large sites where gas and electric meters may 
be remotely located, the bonding is not always possible within a 600 mm distance. 
A competent electrician needs to consider what action is necessary in these cases.

Regulation 19 Enclosed pipes 
Summary of regulation 19

This regulation specifies the restrictions and protective measures for pipes 
passing through solid walls and floors, cavity walls and building foundations. 
Conditions are stipulated whereby pipework associated with ‘living flame effect’ 
fires may be run in a wall cavity. Ducts and voids accommodating installation 
pipework must be adequately ventilated.

(1) No person shall install any part of any installation pipework in a wall or a 
floor or standing of solid construction unless it is so constructed and installed as to 
be protected against failure caused by the movement of the wall, the floor or the 
standing as the case may be.

207 See the appropriate standard for suitable installation methods (see the 
Legislative, normative and informative document list at www.gassaferegister.co.uk –  
details are in the References section).

(2) No person shall install any installation pipework so as to pass through a 
wall or a floor or standing of solid construction (whether or not it contains any 
cavity) from one side to the other unless – 

(a) any part of the pipe within such wall, floor or standing as the case may 
be takes the shortest practicable route; and 

(b) adequate means are provided to prevent, so far as is reasonably 
practicable, any escape of gas from the pipework passing through the 
wall, floor or standing from entering any cavity in the wall, floor or 
standing. 
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(3) No person shall, subject to paragraph 4, install any part of any installation 
pipework in the cavity of a cavity wall unless the pipe is to pass through the wall 
from one side to the other. 

(4) Paragraph (3) shall not apply to the installation of installation pipework 
connected to a living flame effect gas fire provided that the pipework in the cavity is 
as short as is reasonably practicable, is enclosed in a gas tight sleeve and sealed at 
the joint at which the pipework enters the fire; and in this paragraph a “living flame 
effect gas fire” means a gas fire – 

(a) designed to simulate the effect of a solid fuel fire; 
(b) designed to operate with a fanned flue system; and 
(c) installed within the inner leaf of a cavity wall. 

(5) No person shall install any installation pipework or any service pipework 
under the foundations of a building or in the ground under the base of a wall or 
footings unless adequate steps are taken to prevent damage to the installation 
pipework or service pipework in the event of the movement of those structures or 
the ground. 

(6) Where any installation pipework is not itself contained in a ventilated 
duct, no person shall install any installation pipework in any shaft, duct or void 
which is not adequately ventilated.

208 Regulation 19(2)(b) addresses the potential risk of gas leaking from pipework 
within a cavity in a wall, floor or standing. Such leakage may be difficult to detect 
and readily lead to the accumulation of an explosive gas/air mixture in the cavity, 
presenting a considerable hazard to building occupants and others. The protective 
measures required may include enclosing that part of the pipe which passes 
through the wall, floor or standing in a gastight sleeve which itself is ventilated to a 
safe position, preferably to open air. This approach also provides some protection 
against possible mechanical damage to pipework, eg arising from structural 
movement (see also regulation 19(5)). Any gap between the pipe and sleeve should 
be sealed with fire-retardant flexible sealant (see standards in the Legislative, 
normative and informative document list at www.gassaferegister.co.uk – details are 
in the References section), but at one end only to ensure any leak cannot 
accumulate in the gap space. 

209 Shafts, ducts and voids used for accommodation of gas pipework should 
comply with the appropriate standard. Measures to comply with regulation 19, eg 
void/duct ventilation arrangements, should not impair any provisions for fire/smoke 
separation in a building – see regulation 20. 

210 When considering LPG pipework, because LPG vapour is heavier than air, 
cellars, basements or unventilated suspended floors are all considered to be voids. 
Further guidance on the design, installation and testing of LPG piping systems and 
maintenance of LPG installations is given in the UKLPG Codes of Practice (see 
www.uklpg.org). 

211 The exception for ‘living flame effect’ fires in regulation 19(4) applies only to 
those fires of this type which operate with a fanned flue system (ie where removal of 
combustion products depends on a fan rather than natural draught through a flue/
chimney) and are installed within the inner leaf of a cavity wall. Although pipework 
connected to these fires may be ‘hidden’ by routing within a cavity, without the 
restriction in regulation 19(3), the length of pipework in the cavity must still be kept 
as short as is reasonably practicable, ie by taking the most direct route consistent 
with requirements for the particular installation. The installation of ‘living flame effect’ 
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fires and associated flue systems, as covered by regulation 19(4), normally involves 
work which may affect the structural integrity of a building; requirements of Building 
Regulations should be met, as appropriate.

Regulation 20 Protection of buildings 
Summary of regulation 20

This Regulation requires that installation pipework is installed so as to avoid 
impairing the structure or fire resistance of a building.

No person shall install any installation pipework in a way which would impair the 
structure of a building or impair the fire resistance of any part of its structure.

Regulation 21 Clogging precautions 
Summary of regulation 21

This regulation requires a receptor to be fitted to installation pipework where 
liquid or solid deposits may occur, eg from ‘wet gas’.

No person shall install any installation pipework in which deposition of liquid or solid 
matter is likely to occur unless a suitable vessel for the reception of any deposit 
which may form is fixed to the pipe in a conspicuous and readily accessible position 
and safe means are provided for the removal of the deposit.

212 Natural gas and LPG are ‘dry’ gases and do not normally require clogging 
precautions. Engineers working with gases which might cause solid or liquid 
deposits (eg gas produced from landfill or by anaerobic digestion in certain 
circumstances) should refer to the appropriate standard.

Regulation 22 Testing and purging of pipes 
Summary of regulation 22

This regulation specifies the requirements for gastightness testing after work has 
been done on installation pipework, and for purging/sealing of such pipework 
both in cases where gas is being supplied to the premises where it is installed, 
and where gas is not being so supplied. 

(1) Where a person carries out work in relation to any installation pipework 
which might affect the gastightness of any part of it, he shall immediately thereafter 
ensure that – 

(a) that part is adequately tested to verify that it is gastight and examined to 
verify that it has been installed in accordance with these Regulations; and

(b) after such testing and examination, any necessary protective coating is 
applied to the joints of that part.

Regulation 20
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213 All joints affected by the portion of work done should be visually 
inspected to ensure they have been correctly made, as part of the 
gastightness test. 

214 Joints should be tested before being painted or otherwise protected 
against corrosion.

215 Paint or corrosion protection applied to a joint before it has been tested could 
provide a temporary seal and falsify the test result.

216 Gastightness requirements are set out in the appropriate standard (see the 
Legislative, normative and informative document list at www.gassaferegister.co.uk – 
details are in the References section).

(2) Where gas is being supplied to any premises in which any installation 
pipework is installed and a person carries out work in relation to the pipework, he 
shall also ensure that – 

(a) immediately after complying with the provisions of sub-paragraphs (a) 
and (b) of paragraph (1) above, purging is carried out throughout all 
installation pipework through which gas can then flow so as to remove 
safely all air and gas other than the gas to be supplied; 

(b) immediately after such purging, if the pipework is not to be put into 
immediate use, it is sealed off at every outlet with the appropriate fitting; 

(c) if such purging has been carried out through a loosened connection, the 
connection is retested for gastightness after it has been retightened; and 

(d) every seal fitted after such purging is tested for gastightness.

217 Purging should be carried out in accordance with the appropriate 
standard and should be undertaken after any work which breaches the 
installation pipework integrity, not just when gas is first supplied. 
Requirements in relation to an ‘appropriate fitting’ are given under the 
definition in regulation 2(1).

(3) Where gas is not being supplied to any premises in which any installation 
pipework is installed – 

(a) no person shall permit gas to pass into the installation pipework unless 
he has caused such purging, testing and other work as is specified in 
sub-paragraphs (a) to (d) of paragraph (2) above to be carried out; 

(b) a person who provides a gas supply to those premises shall, unless he 
complies with sub-paragraph (a) above, ensure that the supply is sealed 
off with an appropriate fitting.

218 For the relevant standards see the Legislative, normative and informative 
document list at www.gassaferegister.co.uk – details are in the References section.

219 This regulation applies when a premises is first supplied with gas. It does not 
apply where gas has been temporarily cut off, eg where an emergency control has 
been shut off, or an over-/under-pressure valve has operated. Neither does it apply 
to situations merely involving a change in gas supplier to a premises. 

220 In some cases, a gas supply may be provided some time before installation work 
is done, or vice versa. Where this occurs, the supply or installation pipework should be 
properly capped so that no third party, eg the occupant, can easily interfere with it. The 
person finally connecting the supply to the installation is responsible for testing and 
purging the pipe system in accordance with regulation 22(2).
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Regulation 23 Marking of pipes 
Summary of regulation 23

This regulation requires installation pipework (other than in premises or part of 
premises used only as a dwelling or living accommodation) to be marked, eg 
colour coded, in any position accessible to inspection to identify that it is carrying 
gas.

(1) Any person installing, elsewhere than in any premises or part of premises 
used only as a dwelling or for living accommodation, a part of any installation 
pipework which is accessible to inspection shall permanently mark that part in such 
a manner that it is readily recognisable as part of a pipe for conveying gas.

221 This regulation does not apply to domestic premises or living accommodation. 
In all other locations, eg commercial premises such as offices, gas pipes accessible 
to inspection should be colour coded and/or marked in accordance with the 
appropriate standard.

(2) The responsible person for the premises in which any such part is 
situated shall ensure that the part continues to be so recognisable so long as it is 
used for conveying gas.

Regulation 24 Large consumers 
Summary of regulation 24

This regulation requires that a valve must be fitted in certain installation pipework 
and a system diagram provided (eg for use by emergency services) where 
service pipe/pipework exceeding specified sizes feeds certain buildings or floor 
areas.

(1) Where the service pipe to any building having two or more floors to 
which gas is supplied or (whether or not it has more than one floor) a floor having 
areas with a separate supply of gas has an internal diameter of 50 mm or more, no 
person shall install any incoming installation pipework supplying gas to any of those 
floors or areas, as the case may be, unless – 

(a) a valve is installed in the pipe in a conspicuous and readily accessible 
position; and 

(b) a line diagram in permanent form is attached to the building in a readily 
accessible position as near as practicable to – 
(i) the primary meter or where there is no primary meter, the 

emergency control, or 
(ii) the gas storage vessel, 

indicating the position of all installation pipework of internal diameter of 25 mm or 
more, meters, emergency controls, valves and pressure test points of the gas 
supply systems in the building. 

(2) Paragraph (1) above shall apply to service pipework as it applies to a 
service pipe except that reference therein to “50 mm or more” is to be reference to 
“30 mm or more”. 

Regulation 23(1)

Regulation 23(2)

Regulation 
24(1)–(3)

Guidance  23(1)
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(3) In paragraph (1)(b) above “pressure test point” means a gas fitting to 
which a pressure gauge can be connected.

222 This regulation applies where a service pipe has an internal diameter of 50 mm 
or more, or service pipework has an internal diameter of 30 mm or more, and 
divides to supply more than one floor or separate areas on one floor. This situation 
is most often encountered in industrial and commercial premises. 

223 Where, to comply with regulation 24(1)(a), an isolation valve needs to be 
installed in the service pipe, the gas transporter must be notified and arrangements 
made, eg for isolation and degassing as necessary, to ensure this can be done 
safely. 

224 The system diagram should be prominently displayed at or near to the primary 
meter, or if there is no such meter, the emergency control. Where gas is supplied 
from a storage vessel, the notice may alternatively be displayed at or near to that 
vessel. Depending on the size of the premises, other copies may be held 
elsewhere, eg the security gate or reception area. 

225 The purpose of the system diagram is to allow anyone, especially the 
emergency services, to identify and isolate part of the gas system if necessary. 
Pipes of less than 25 mm do not need to be shown on the diagram but it is 
recommended that additional information to that specified in regulation 24(1)(a) be 
included, where significant to the safety of a particular installation, eg this might 
include purge connections. The diagram needs to be updated as necessary.

Guidance   
24(1)–(3)
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Summary of regulations 25 and 26

Regulations 25 and 26 impose a duty on any person installing a gas appliance to 
ensure: 

(a) it is safe for use; 
(b) it is not left connected to the gas supply unless it can be used safely; 
(c) it complies with other relevant safety requirements (eg gas appliances safety 

legislation): and 
(d) that any second-hand appliance is in a safe condition for further use. 

Any work on an appliance must maintain safety. The appliance must be 
examined after work has been done, and any defect notified to the owner/user.

Regulation 25 Interpretation of Part E 
In this Part – 

“flue pipe” means a pipe forming a flue but does not include a pipe built as a lining 
into either a chimney or a gas appliance ventilation duct; 

“operating pressure”, in relation to a gas appliance, means the pressure of gas at 
which it is designed to operate.

Regulation 26 Gas appliances – safety precautions 
(1) No person shall install a gas appliance unless it can be used without 

constituting a danger to any person.

226 Gas engineers should ensure that any appliance they install, or flue to 
which they connect an appliance, is safe for use. Requirements in regulations 
26(9) and 33 should be met as applicable, and reference made to appropriate 
standards. 

227 Appliances should be installed in accordance with manufacturers’ 
instructions, including any manufacturers’ instructions on flues to which the 
appliances can be safely connected.

228 Appendix 3 provides details of appropriate tests and examinations that should 
be carried out. A list of the relevant standards can be found in the Legislative, 
normative and informative document list at www.gassaferegister.co.uk – details are 
in the References section. 

PART E Gas appliances 

ACOP 26(1)

Regulation 25

Regulation 26(1)

Guidance  26(1)
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229 This regulation imposes an important and wide-ranging duty on the engineer 
to ensure that nothing about an appliance itself, the manner in which it is installed, 
any associated fitting or flue, or other factor (eg ventilation) will cause danger when 
the appliance is taken into use. This ‘all-embracing’ duty interfaces with other parts 
of GSIUR dealing with more specific safety aspects of appliance installation, and 
requirements under regulation 26(9) for examination/testing after any work on an 
appliance, including installation. 

230 In addition to the duty under regulation 26(1), regulation 30 places restrictions/
prohibitions on the installation of certain appliances. The installation of an open-
flued appliance in the same room (this includes a through lounge) as a solid-fuel 
open fire, or an appliance with a fan-assisted flue, is not recommended because it 
may have an adverse effect on the performance of an existing flue (see the 
Legislative, normative and informative document list at 
www.gassaferegister.co.uk – details are in the References section).

(2) No person shall connect a flued domestic gas appliance to the gas 
supply system except by a permanently fixed rigid pipe.

231 Flexible connections should not be used as this could allow consumers to 
move the appliance away from the flue. See also regulation 5(2) concerning 
construction materials for pipes and pipe fittings.

(3) No person shall install a used gas appliance without verifying that it is in 
a safe condition for further use.

232 The physical condition of any used appliance should be checked before 
installation. This is necessary as suitable inspection might not be possible after an 
appliance has been installed. 

233 In addition to second-hand appliances, this regulation also applies when an 
appliance is moved from one location to another, even within the same room.

(4) No person shall install a gas appliance which does not comply with any 
enactment imposing a prohibition or restriction on the supply of such an appliance 
on grounds of safety.

234 New appliances should conform to the Gas Appliances (Safety) Regulations 
1995 (see summary of legislation held on the domestic gas pages of the HSE 
website www.hse.gov.uk).

(5) No person carrying out the installation of a gas appliance shall leave it 
connected to the gas supply unless – 

(a) the appliance can be used safely; or 
(b) the appliance is sealed off from the gas supply with an appropriate fitting.

235 An appliance should be properly commissioned and checked for safe 
operation immediately after it has been installed and connected to the gas supply 
(see also regulation 33). If this cannot be done, the appliance should be sealed off 
from the gas supply by capping off the installation pipework serving the appliance, 
using an appropriate fitting. For requirements concerning an ‘appropriate fitting’ see 
definition in regulation 2(1) and associated guidance.

(6) No person shall install a gas appliance without there being at the inlet to 
it means of shutting off the supply of gas to the appliance unless the provision of 
such means is not reasonably practicable.

Regulation 26(3)

Regulation 26(4)

Regulation 26(5)

Regulation 26(6)

Regulation 26(2)

Guidance  26(1)

Guidance  26(2)

Guidance  26(3)

Guidance  26(4)

Guidance  26(5)
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236 The means of shutting off the gas supply to an appliance may comprise either 
a conventional isolation valve or other effective means, eg a self-sealing plug-in 
connector (commonly used on cooker installations) or a screw-down restrictor 
elbow (such as used on gas fire installations). A shut-off device at the inlet to a gas 
appliance is regarded as part of ‘installation pipework’ for the purpose of these 
Regulations (see definition in regulation 2(1)). 

237 The shut-off device required under this regulation assists tightness testing of 
installation pipework and allows an appliance to be isolated/disconnected in case of 
an emergency, eg if the appliance develops a gas leak or otherwise becomes 
dangerous. Although the regulation recognises that provision of a shut-off device at 
the inlet of an appliance might occasionally be difficult, there will be few, if any, 
situations where this is not reasonably practicable.

(7) No person shall carry out any work in relation to a gas appliance which 
bears an indication that it conforms to a type approved by any person as complying 
with safety standards in such a manner that the appliance ceases to comply with 
those standards. 

(8) No person carrying out work in relation to a gas appliance which bears 
an indication that it so conforms shall remove or deface the indication. 

(9) Where a person performs work on a gas appliance he shall immediately 
thereafter examine – 

(a) the effectiveness of any flue; 
(b) the supply of combustion air; 
(c) its operating pressure or heat input or, where necessary, both; 
(d) its operation so as to ensure its safe functioning, 

and forthwith take all reasonably practicable steps to notify any defect to the 
responsible person and, where different, the owner of the premises in which the 
appliance is situated or, where neither is reasonably practicable, in the case of an 
appliance supplied with liquefied petroleum gas, the supplier of gas to the 
appliance, or, in any other case, the transporter. 

(10) Paragraph 9 shall not apply in respect of – 

(a) the direct disconnection of the gas supply of a gas appliance; or 
(b) the purging of gas or air from an appliance or its associated pipework or 

fittings in any case where that purging does not adversely affect the 
safety of that appliance, pipe or fitting.

238 After performing work on an installed appliance, engineers should carry 
out the necessary checks and tests to ensure that the appliance, and any 
associated flue, is safe for use (see regulation 27(1) for information on flues). 

239 Reference should be made to manufacturers’ instructions and 
appropriate standards. 

240 Appendix 3 provides details of appropriate tests and examinations that should 
be carried out. A list of the relevant standards can be found in the Legislative, 
normative and informative document list at www.gassaferegister.co.uk – details are 
in the References section.

241 Nothing should be done to a gas appliance which will result in it no longer 
complying with the standard(s) to which it purports to comply, ie as required by the 

ACOP 26(7)–(10)

Regulation 
26(7)–(10)

Guidance  26(6)
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conformity (eg ‘CE’) marking on the appliance. Any repair to a gas appliance, for 
instance involving use of refurbished or reconditioned parts, should be done in a 
way which ensures safety standards are maintained. Engineers should refer to 
manufacturers’ specifications/instructions and appropriate standards. 

242 Regulation 26(9) requires the operating (ie gas) pressure and/or heat input of 
the appliance to be checked. The engineer should carry out the most appropriate 
test(s) for the appliance. This information is usually shown in manufacturers’ 
installation instructions, or on the appliance data badge. In certain cases, eg when 
appliance burners are modified or replaced, such as for conversion from LPG to 
natural gas, it may be necessary to check both operating pressure and heat input. 

243 Regulation 26(9) applies only to work on gas appliances, it does not cover 
work on certain other gas fittings, eg meters and installation pipework (that might 
be carried out remote from an appliance). See definitions of ‘gas appliance’ and 
‘gas fittings’ in regulation 2(1). Appropriate checks and tests are still required to 
ensure safety after any work on such fittings, eg see regulations 6(6), 12(6) and 
22(1). See also exceptions in regulation 2(6)(c) for work on certain gas appliance 
control devices primarily intended for use by the consumer. 

244 For regulation 26(9)(c), in certain circumstances, where there is no meter to 
directly measure the heat input and it is not possible to measure the operating 
pressure, there is an exemption to the requirement to examine the gas appliances 
operating pressure or heat input or both (the Gas Safety (Installation and Use) 
Regulations 1998 – Certificate of Exemption No.1 2008). Users must check with 
HSE regarding the ongoing applicability of this exemption.

245 Under regulation 26(10), the tests/examinations in regulation 26(9) are not 
required after certain work on appliances. The exception applies, for instance, to 
the direct disconnection of an appliance, ie where the appliance is itself detached 
from the gas supply, such as at the appliance connector or a nearby pipework 
connection. (Indirect disconnection, eg resulting from removal of another fitting 
upstream, such as a meter, is separately excluded as this is not regarded as work 
on a gas appliance – see previous paragraph.) 

246 Regulation 26(9) also does not apply to purging of air or gas from an 
appliance, eg in the process of resuming a gas supply after interruption, but this is 
conditional on the purging operation itself having no adverse affect on the safety of 
any gas fitting. (This would not preclude the possibility of an appliance defect 
present before, and completely unrelated to, the purging activity still remaining after 
purging has been completed; such defects would need to be detected and 
addressed separately – see regulations 35 and 36.) 

247 To establish whether the safety of any gas fitting might be affected by purging, 
a competent person should make an assessment before the operation is carried 
out. In any case of doubt or where safety is likely to be affected, the tests/
examinations in regulation 26(9) should be carried out after purging has been 
completed, and remedial action taken to make appliances/fittings safe, as 
necessary. 

248 It should be stressed that the exceptions in regulation 26(10) apply only to 
those activities specifically mentioned and if other work is carried out in association 
with these activities, eg any adjustment of appliances after purging, the 
requirements in regulation 26(9) again need to be met. 

249 Engineers need to take account of manufacturers’ instructions and any safety 
warnings given by them, especially any recall-type information about safety 

Guidance   
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problems encountered with appliances some time after the particular model was 
first introduced onto the market. 

250 If any safety defect is found as a result of the tests/examinations under 
regulation 26(9), the responsible person, and (if appropriate) the landlord for the 
premises, should be notified as soon as possible. If neither is available, the gas 
supplier or transporter should be notified (as appropriate) – see also regulation 34 
concerning unsafe appliances. Further information is available in The Gas Industry 
Unsafe Situations Procedure, available at www.gassaferegister.co.uk.

Regulation 27 Flues 
Summary of regulation 27

This regulation requires that any flue must be suitable and in a proper condition 
for the appliance it serves to operate safely. It also requires that any power-
operated flue system should prevent operation of the appliance if the draught 
fails. Requirements to enable inspection of, and to prevent spillage or leakage of 
combustion products from, certain flues are specified. All flues must be installed 
in a safe position.

(1) No person shall install a gas appliance to any flue unless the flue is 
suitable and in a proper condition for the safe operation of the appliance.

251 Whenever an appliance is installed to a flue, the installer should ensure 
that the flue is adequate, suitable and effective for use with the appliance 
which it will serve. An effective flue should be complete and continuous 
throughout its length and safely carry the products of combustion from a gas 
appliance to the external air. 

252 This requirement applies however the connection is made (eg it covers 
equally where an appliance is fitted to an existing flue, and where a flue is 
fitted to an existing appliance). In each case, the necessary tests and 
examinations should be carried out both before and after the appliance has 
been fitted. Reference should be made to appropriate standards and 
manufacturers’ instructions.

253 The requirements of Building Regulations concerning flues and chimneys 
should be met, where applicable. Fitting a suitable terminal to any flue/chimney 
outlet is recommended to help products of combustion to escape, minimise 
downdraught and prevent entry of material (eg bird nests) that might cause 
blockage. In certain areas, eg where squirrels inhabit or birds such as jackdaws are 
known to roost, purpose-designed protection is essential to avoid such blockage 
(see paragraph 142). 

254 It should not be assumed that previous satisfactory operation means that a 
flue will continue to be safe for use with another appliance, even of the same type. 
Appropriate tests and examinations should always be carried out – see Appendix 3. 
Guidance on types of appliance which require a flue to be fitted is given in the 
appropriate standards (see the Legislative, normative and informative document list 
at www.gassaferegister.co.uk – details are in the References section).

(2) No person shall install a flue pipe so that it enters a brick or masonry 
chimney in such a way that the seal between the flue pipe and chimney cannot be 
inspected. 

Regulation 27(1)

Regulation 
27(2)–(3)

ACOP 27(1)
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(3) No person shall connect a gas appliance to a flue which is surrounded 
by an enclosure unless that enclosure is so sealed that any spillage of products of 
combustion cannot pass from the enclosure to any room or internal space other 
than the room or internal space in which the appliance is installed.

255 Where a false chimney breast or decorative canopy is fitted, it should be 
sealed from other rooms in the premises. Reference should be made to appropriate 
standards.

(4) No person shall install a power operated flue system for a gas appliance 
unless it safely prevents the operation of the appliance if the draught fails.

256 An interlock should be provided to cut off the gas supply if the draught falls 
below a preset minimum standard for safe operation of the appliance, and prevent 
the gas supply being re-established unless safe to do so. The advice of the 
appliance/flue system designer/manufacturer should be sought, as necessary, in 
respect of interlock design and flue performance monitoring requirements. Refer to 
appropriate standards, eg concerning provision of manual reset facilities and 
interlocks with flame proving devices. See also regulation 32 and associated ACOP 
and guidance concerning flue dampers.

(5) No person shall install a flue other than in a safe position.

257 A flue (including any terminal) should be installed in a position which 
ensures that it will operate effectively and that products of combustion will 
safely disperse and not present a hazard to any person, whether in the 
premises where the associated appliance is installed (eg by being located a 
safe distance from vents and openable windows), or in adjoining/
neighbouring premises. The location needs to take into account any possible 
developments in neighbouring property, eg building extensions. 

258 Any flue should therefore be sited to discharge at a safe distance from 
any boundary with adjoining premises (see also regulation 8). Refer to 
requirements in Building Regulations, appropriate standards and 
manufacturers’ instructions. 

259 A flue should not be sited in such a position where it cannot be 
subsequently examined.

Regulation 28 Access 
Summary of regulation 28

This regulation requires that a gas appliance must be installed in a position 
readily accessible for operation, inspection and maintenance.

(1) No person shall install a gas appliance except in such a manner that it is 
readily accessible for operation, inspection and maintenance.

260 Minimum clearance distances for operation, inspection and maintenance 
purposes are normally specified in manufacturers’ instructions for installation of 
appliances.

Regulation 27(4)

Regulation 27(5)

Regulation 28
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Regulation 29 Manufacturer’s instructions 
Summary of regulation 29

This regulation requires that the installer of a gas appliance must leave the 
manufacturer’s instructions for the appliance for use by the owner or occupier of 
the premises where the appliance is installed.

Any person who installs a gas appliance shall leave for the use of the owner or 
occupier of the premises in which the appliance is installed all instructions provided 
by the manufacturer accompanying the appliance.

261 Requirements concerning manufacturers’ instructions to accompany 
appliances are covered by the Gas Appliances (Safety) Regulations 1995 (see 
summary of legislation held on the domestic gas pages of the HSE website  
www.hse.gov.uk).

Regulation 30 Room-sealed appliances 
Summary of regulation 30

This regulation prohibits the installation of certain gas appliances in specified 
rooms, unless the appliance is room-sealed. In other specified locations, certain 
appliances must be room-sealed or fitted with a device to cause shutdown 
before a dangerous quantity of combustion products can build up in the room 
concerned. A general prohibition is placed on the installation of any 
instantaneous water heater, unless it is room-sealed or fitted with such a device.

(1) No person shall install a gas appliance in a room used or intended to be 
used as a bathroom or a shower room unless it is a room-sealed appliance. 

(2) No person shall install a gas fire, other gas space heater or a gas water 
heater of more than 14 kilowatt gross heat input in a room used or intended to be 
used as sleeping accommodation unless the appliance is a room-sealed appliance. 

(3) No person shall install a gas fire, other gas space heater or a gas water 
heater of 14 kilowatt gross heat input or less in a room used or intended to be used 
as sleeping accommodation and no person shall install an instantaneous water 
heater unless (in each case) – 

(a) it is a room-sealed appliance; or 
(b) it incorporates a safety control designed to shut down the appliance 

before there is a build up of a dangerous quantity of the products of 
combustion in the room concerned. 

(4) The references in paragraphs (1) to (3) to a room used or intended to be 
used for the purpose therein referred to includes a reference to – 

(a) a cupboard or compartment within such a room; or 
(b) a cupboard, compartment or space adjacent to such a room if there is 

an air vent from the cupboard, compartment or space into such a room.

262 Under regulation 30(2), non-room-sealed appliances used for water heating, 
space heating and central heating of 14 kW or more gross heat input should not be 

Regulation 
30(1)–(4)
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installed in accommodation designed for sleeping in, such as bedrooms, bed-sitting 
rooms and the sleeping areas of caravans. However, non-room-sealed heating 
appliances of less than 14 kW gross heat input may be fitted in these rooms/areas 
provided they incorporate a device which turns off the gas supply before a 
dangerous level of fumes can build up (regulation 30(3)). An instantaneous water 
heater that is not room-sealed may not be installed in any room unless it 
incorporates such a device. 

263 The prohibitions in regulation 30 each extend to any cupboard or 
compartment which is accessed from the accommodation or room concerned (see 
regulation 30(4)). They also extend to any cupboard, compartment (eg cubicle) or 
space adjoining the accommodation or room concerned, where ventilation for safe 
operation of the appliance is provided via the accommodation or room concerned. 
Spaces adjoining the accommodation or room concerned where there is no air vent 
from the space into the room, ie which are provided with ventilation for safe 
operation of an appliance from another source, are not included in the prohibition. 

264 The rooms subject to the restrictions in regulation 30 are not only those 
actually being used as bathrooms, shower rooms or sleeping accommodation, but 
also those known to be intended for such use, at the time when the appliance is 
installed. The references to ‘bathroom’ and ‘shower room’ in this regulation include 
any room not purpose-built as such, but containing a functioning bath or shower, 
and the restrictions on appliance installation apply accordingly. 

265 The prohibitions in regulation 30 also extend, in certain situations, to 
appliances fitted in rooms converted, or intended to be converted, by landlords into 
sleeping accommodation (see regulation 36(11)–(12)).

Regulation 31 Suspended appliances 
Summary of regulation 31

This regulation prohibits the installation of suspended appliances unless the 
installation pipework is capable of supporting the weight imposed and the 
appliance is designed to be so supported.

No person shall install a suspended gas appliance unless the installation pipework 
to which it is connected is so constructed and installed as to be capable of safely 
supporting the weight imposed on it and the appliance is designed to be so 
supported.

266 The installation of appliances by suspension from installation pipework should 
be avoided, wherever practicable. Where this approach has to be considered, it 
should be ensured that the appliance is suitable for installation in this way and that 
the pipework is properly supported and capable of safely withstanding the weight 
imposed. Reference should be made to the appliance manufacturer’s instructions.

Regulation 31

Guidance  31
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Regulation 32 Flue dampers 
Summary of regulation 32

This regulation describes the requirements for interlocking automatic flue 
dampers and their inspection. Installation of a manual flue damper on a domestic 
appliance is prohibited, and where an appliance is installed to an existing flue 
incorporating a manual flue damper, the damper must be permanently fixed in 
the open position.

(1) Any person who installs an automatic damper to serve a gas appliance 
shall – 

(a) ensure that the damper is so interlocked with the gas supply to the 
burner that burner operation is prevented in the event of failure of the 
damper when not in the open position; and 

(b) immediately after installation examine the appliance and the damper to 
verify that they can be used together safely without constituting a danger 
to any person. 

(2) No person shall install a manually operated damper to serve a domestic 
gas appliance. 

(3) No person shall install a domestic gas appliance to a flue which 
incorporates a manually operated damper unless the damper is permanently fixed 
in the open position.

267 Reference should be made to appropriate standards and appliance 
manufacturers’ instructions. 

268 An automatic damper may be used with a gas appliance subject to conditions 
in regulation 32(1) being satisfied. A damper system meeting these requirements 
will both prevent gas being supplied to the burner unless the damper is in the fully 
open position and provide for adequate pre-ignition purging and burner post-
purging on flame failure. Purging is particularly important for enclosed appliances 
where ignition of an unburned gas/air mixture in the combustion system has the 
potential to cause a serious explosion. See also regulation 27(4) concerning power-
operated flue systems. 

269 Fitting a manually operated damper system to serve a domestic gas appliance 
is prohibited under regulation 32(1) because, although it is possible to interlock the 
damper with the gas supply, an assured means of purging is not generally possible 
with such a system (see previous paragraph). 

270 Regulation 32(3) makes provision for an appliance to be fitted to an existing 
flue incorporating a manual damper, but only where the damper is permanently 
fixed in the open position. A manual damper may, for instance, often be present in 
a hearth used for burning coal or other solid fuel. Any such damper should be 
removed (this is often necessary for ‘flame-effect’ fires), or permanently secured in 
the fully open position, to protect against the possibility of interference by a third 
party (such as the occupant) or the damper falling into a closed position, eg as a 
result of corrosion damage.

Regulation 
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Regulation 33 Testing of appliances 
Summary of regulation 33

This regulation describes the requirements for testing gastightness and 
examining appliances, flues, ventilation etc when appliances are installed. It 
details requirements for when appliances are installed at premises both at a time 
when gas is being supplied and when gas is not being supplied. It also details 
action where adjustments are necessary.

(1) Where a person installs a gas appliance at a time when gas is being 
supplied to the premises in which the appliance is installed, he shall immediately 
thereafter test its connection to the installation pipework to verify that it is gastight 
and examine the appliance and the gas fittings and other works for the supply of 
gas and any flue or means of ventilation to be used in connection with the 
appliance for the purpose of ascertaining whether – 

(a) the appliance has been installed in accordance with these Regulations; 
(b) the operating pressure is as recommended by the manufacturer; 
(c) the appliance has been installed with due regard to any manufacturer’s 

instructions provided to accompany the appliance; and 
(d) all gas safety controls are in proper working order.

271 Testing procedures should be in accordance with appropriate standards 
and manufacturers’ instructions.

272 A list of appropriate standards can be found in the Legislative, normative and 
informative document list at www.gassaferegister.co.uk – details are in the 
References section. 

(2) Where a person carries out such testing and examination in relation to a 
gas appliance and adjustments are necessary to ensure compliance with the 
requirements specified in sub-paragraphs (a) to (d) of paragraph (1) above, he shall 
either carry out those adjustments or disconnect the appliance from the gas supply 
or seal off the appliance from the gas supply with an appropriate fitting.

273 Once the commissioning of an appliance is started, it should be either 
completed in full, leaving the appliance in a safe working condition, or the 
appliance should be disconnected or the gas supply to the appliance sealed 
off with an appropriate fitting, until tests and examinations can be fully 
completed at a later date. See also definition of ‘appropriate fitting’ in 
regulation 2(1).

274 In addition to disconnection/sealing off from the gas supply as in the previous 
paragraph, a label needs to be attached to any appliance which has not been fully 
commissioned indicating this to be the case. The label should state that the 
appliance should not be reconnected to the gas supply, or the appropriate fitting 
sealing off the gas supply to the appliance removed, until the procedure has been 
safely completed. Where an appliance is disconnected, the outlet of every pipe to 
which it was connected should be sealed off in accordance with regulation 6(3).

(3) Where gas is not being supplied to any premises in which any gas 
appliance is installed – 

(a) no person shall subsequently permit gas to pass into the appliance 
unless he has caused such testing, examination and adjustment as is 

ACOP 33(2)

Regulation 33(2)

Regulation 33(3)
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ACOP 33(3)

Regulation 33(3)

Guidance  33(3)

specified in paragraphs (1) and (2) above to be carried out; and 
(b) a person who subsequently provides a gas supply to those premises 

shall, unless he complies with sub-paragraph (a) above, ensure that the 
appliance is sealed off from the gas supply with an appropriate fitting.

275 A person who allows gas to flow into any appliance should ensure that 
gas fittings are purged and tested for safety, or the supply is sealed off with a 
fitting to the appropriate standard (see also definition of ‘appropriate fitting’ in 
regulation 2(1)).

276 This regulation applies when a premises is first supplied with gas. In some 
cases, a gas supply may be provided some time before any installation work is 
done, or vice versa. Where this occurs, the supply or appliance should be sealed 
with an appropriate fitting so that no third party, eg the occupant, can easily 
interfere with it. The person finally connecting the supply to the appliance is 
responsible for testing and purging the system and appliance in accordance with 
regulations 22 and 33(1)–(2). 

277 This regulation does not apply where gas has been temporarily cut off from an 
appliance, eg where the emergency control has been shut off or an over-/under-
pressure valve has operated. Neither does it cover situations merely involving a 
change in gas supplier to a premises.

Regulation 34 Use of appliances 
Summary of regulation 34

This regulation imposes a duty on the responsible person for any premises (for 
instance, the occupier or owner (eg landlord) of the premises) not to use or 
permit the use of any unsafe appliance. People carrying out specified work (eg 
on service pipes or gas fittings) must report any appliance they suspect is 
dangerous to the responsible person for the premises, or where this person is 
not available, to the gas supplier or transporter, as appropriate.

(1) The responsible person for any premises shall not use a gas appliance or 
permit a gas appliance to be used if at any time he knows or has reason to suspect 
that it cannot be used without constituting a danger to any person. 

(2) For the purposes of paragraph (1) above, the responsible person means 
the occupier of the premises, the owner of the premises and any person with 
authority for the time being to take appropriate action in relation to any gas fitting 
therein.

278 A responsible person must not use or allow the use of any appliance 
which it is known or suspected could constitute a danger to any person, and 
in particular danger of fire/explosion arising from gas leakage or carbon 
monoxide poisoning arising from inadequate flueing arrangements or fixed 
ventilation. 

279 An unsafe/dangerous appliance in this context means any appliance 
where both (a) and (b) which follow apply: 

(a) there is a design, construction, installation, modification, servicing/
maintenance deficiency or other fault (eg maladjustment) in the gas 
appliance, associated flue/ventilation arrangement or a gas fitting/other 

ACOP 34(1)–(2)

Regulation 
34(1)–(2)



Health and Safety  
Executive

Safety in the installation and use of gas systems and appliances

Page 64 of 90

works for the gas supply to the appliance, which has or is likely to result 
in: 
(i) incomplete gas combustion; or 
(ii) products of combustion not being safely removed; or 
(iii) insufficient oxygen being available for the occupants of the room/

space where the appliance is located; or 
(iv) an accidental gas leakage; or 
(v) other danger, eg of fire; 

(b) the resulting leakage, inadequate combustion, inadequate removal of the 
products of combustion, insufficiency of oxygen or other danger has 
caused or is likely to cause death or serious injury.

280 Users and other people with control over the use of gas appliances (as 
specified in regulation 34(2)) must not use or permit use of any gas appliance they 
know or suspect to be unsafe, eg when they have been told so by a competent 
gas engineer or emergency service provider. In the case of rented property this 
duty extends to tenants, landlords and managing agents. 

281 The requirement applies only to ‘unsafe’ appliances (see paragraph 279); it 
does not cover those which are merely ‘substandard’ and considered in need of 
minor improvements to bring them up to current standards. 

282 General examples of the kinds of fault described in paragraph 279(a) which, if 
likely to cause death or serious injury, would be regarded as an ‘unsafe’ appliance, 
are given in The Gas Industry Unsafe Situations Procedure see – 
www.gassaferegister.co.uk. However, the level of risk (ie whether an appliance is 
‘dangerous’ in a particular case) has to be a matter for judgement by a competent 
person, based on their knowledge and experience, and taking into account the 
specific circumstances.

283 In some cases, danger will be clear, such as: 

(a) where gas is escaping or there is a high risk of this happening (eg open-ended 
pipes connected to the gas supply);

(b) gas appliance safety devices (flame protection etc) are inoperative; or
(c) where there are clear signs of products of combustion being emitted into 

occupied areas (and there is no evidence to show that the problem has been 
corrected). 

284 See also regulation 37 and associated guidance concerning action in event of 
a gas escape. 

285 If a gas engineer discovers an unsafe gas appliance, the user and, if different, 
the owner of the appliance (in rented accommodation, the landlord; or managing 
agent where the landlord is absent or has entrusted the agent to deal with gas safety 
matters on their behalf) should be informed – in writing – that the appliance is unsafe 
and could cause death or serious injury and that continued use is an offence. 

286 The engineer should seek to persuade the user/owner to allow them to repair 
or disconnect the appliance but the engineer has no legal power to take such 
action if the user/owner disagrees. If consent for such action is not obtained, the 
appliance should be suitably labelled as being unsafe and could cause death or 
serious injury and that continued use is an offence. With the agreement of the 
responsible person, the appliance shut-off device (if one is fitted) should be closed. 
Irrespective of any action taken by the gas engineer, the obligation rests on the 
responsible person(s) not to use or allow the use of any unsafe gas appliance. 

Guidance   
34(1)–(2)
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287 In line with The Gas Industry Unsafe Situations Procedure (available at  
www.gassaferegister.co.uk), where agreement of the responsible person cannot be 
obtained for repair or disconnection of a dangerous appliance, it is recommended 
that the engineer contacts:

(a) in the case of an appliance supplied with LPG, the gas supplier; or
(b) in any other case including natural gas, the Gas Emergency Freephone 

Number 0800 111 999. 

288 In an emergency situation a public gas transporter has powers to enter 
property and take action to avert danger to life (and property) under the Gas Safety 
(Rights of Entry) Regulations 1996. In the case of LPG, a contractual right of entry 
may exist between the supplier and customer. Useful numbers can be found at 
www.gassaferegister.co.uk.

289 In addition to requiring reports of specified gas incidents, the Reporting of 
Injuries, Diseases and Dangerous Occurrences Regulations 2013 (RIDDOR) require 
a report of certain dangerous fittings to be made to HSE (see RIDDOR regulation 
11(2)). A report will generally be required where disconnection of an appliance is 
considered to be necessary. Further information is given in The Gas Industry Unsafe 
Situations Procedure available at www.gassaferegister.co.uk. 

(3) Any person engaged in carrying out any work in relation to a gas main, 
service pipe, service pipework, gas storage vessel or gas fitting who knows or has 
reason to suspect that any gas appliance cannot be used without constituting a 
danger to any person shall forthwith take all reasonably practicable steps to inform 
the responsible person for the premises in which the appliance is situated and, 
where different, the owner of the appliance or, where neither is reasonably 
practicable, in the case of an appliance supplied with liquefied petroleum gas, the 
supplier of gas to the appliance, or, in any other case, the transporter. 

(4) In paragraph (3) above, the expression “work” shall be construed as if, in 
the definition of “work” in regulation 2(1) above, every reference to a gas fitting were 
a reference to a gas main, service pipe, service pipework, gas storage vessel or 
gas fitting.

290 Regulation 34(3) places a duty on a person engaged in any work specified in 
regulation 34(4) (eg a gas engineer) who becomes aware of an unsafe/dangerous 
appliance (see paragraph 279 above) to take steps to inform – in writing – the 
responsible person for the premises concerned. 

291 The responsible person may be the landlord/managing agent of rented 
accommodation, and (where different) the gas appliance owner. Where the 
responsible person is not available or readily contactable, the gas supplier or 
transporter (as appropriate) must be notified to enable any necessary action to be 
taken to make the appliance safe. 

292 Details of the gas supplier/transporter emergency gas service may be found 
on a notice near the meter, or where there is no meter, the emergency control (see 
regulations 9 and 15). If there is no notice, or the relevant information is not given, 
the information may be found in the telephone directory or from the Gas Emergency 
Telephone Numbers section of The Gas Industry Unsafe Situations Procedure 
available at www.gassaferegister.co.uk. 

Guidance   
34(1)–(2)

Guidance   
34(3)–(4)

Regulation 
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Regulation 35 Duties of employers and  
self-employed persons 

Summary of regulation 35

This regulation requires an employer or self-employed person to ensure that any 
gas appliance, flue or installation pipework installed at a place of work they 
control is maintained in a safe condition.

It shall be the duty of every employer or self-employed person to ensure that any 
gas appliance, installation pipework or flue installed at any place of work under his 
control is maintained in a safe condition so as to prevent risk of injury to any 
person.

293 The duty to maintain appliances, flues and installation pipework is linked to 
other related workplace safety responsibilities, eg under the Health and Safety at 
Work etc Act 1974 or the Provision and Use of Work Equipment Regulations 1998 
(see summary of legislation held on the domestic gas pages of the HSE website  
www.hse.gov.uk). This provision only applies to workplaces falling within the scope 
of the Regulations (see regulations 2(4)–(5)), but similar duties are imposed by 
separate safety legislation in other places, eg factories (see paragraphs 78–79). 

294 The duty under regulation 35 extends to certain mobile and portable 
appliances, eg LPG space heaters (see definition of gas appliance in regulation 
2(1)). Maintenance of service pipework is not covered by regulation 35, but duties in 
this respect are applied under the general provisions of the Health and Safety at 
Work etc Act 1974 and related legislation (see summary of legislation held on the 
domestic gas pages of the HSE website www.hse.gov.uk). 

295 Effective maintenance of appliances usually involves an ongoing programme of 
regular/periodic inspections, together with any necessary remedial work. In the 
absence of specific manufacturers’ instructions, effective maintenance should 
include as a minimum:

(a) examination of the physical condition and safe functioning of appliance(s), 
installation pipework, ventilation and any flue for deterioration;

(b) carrying out performance tests;
(c) and taking the necessary remedial action. 

Reference should be made to Appendix 3 and appropriate standards, see the 
Legislative, normative and informative document list at www.gassaferegister.co.uk – 
details are in the References section). 

PART F Maintenance 

Guidance  35

Regulation 35
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296 In the case of some gas equipment and fittings (eg flexible pipework, certain 
protective devices etc) where inadequate maintenance could cause failure in a 
dangerous way, a formal system of planned preventative maintenance might be 
necessary. This aims to prevent failures occurring while equipment is in use and 
involves a system of written instructions (eg based on appliance/fitting 
manufacturers’ instructions) used to initiate inspection, testing and periodic 
replacement or refurbishing of components or equipment before they reach the end 
of their useful life. Further information is given in the HSE publication Safe use of 
work equipment. Provision and Use of Work Equipment Regulations 1998. 
Approved Code of Practice and guidance (www.hse.gov.uk/pubns/books/l22.htm). 
See also www.gassaferegister.co.uk. 

297 Where the appropriate standard or the manufacturer recommends a limited 
lifetime for a gas fitting (including plastic pipework), it should be replaced before the 
end of its limited life, unless it can be shown that continued use will not constitute a 
hazard. The manufacturer should be consulted to establish whether the lifetime of 
the gas fitting can be extended, what tests need to be carried out, and the 
extended lifetime allowed. See also regulations 35–36 and associated guidance, 
concerning maintenance/safety-check duties.

298 Where non-domestic premises such as public houses or offices are leased as 
workplaces, employers’ duties under regulation 35 may interface with landlords’ 
responsibilities under section 4 of the Health and Safety at Work etc Act 1974, eg 
for maintenance of gas heating appliances. In these situations, close co-operation 
and clear allocation of responsibilities are essential to ensure that requirements are 
fully met and no gaps in safety cover can arise. The landlord and tenant (ie 
employer/self-employed person) may come to a contractual arrangement in such 
cases, and such action is recommended to ensure responsibilities are clearly and 
unambiguously defined.

Regulation 36 Duties of landlords 
Summary of regulation 36

This regulation details landlords’ duties in respect of gas safety. There are two 
main duties on landlords: annual safety checks on gas appliances and flues (and 
that a record is kept and issued, or in certain cases, displayed to tenants) and 
ongoing maintenance. Although related, these duties are separate and distinct. 

In addition landlords must ensure that no gas fitting of a type that would 
contravene regulation 30 (eg certain instantaneous water heaters) is fitted in any 
room occupied or to be occupied as sleeping accommodation after the 
Regulations came into force. This includes any room converted into such 
accommodation after that time.

Further detailed guidance for landlords on their duties under regulation 36 and 
how to meet them can be found on the HSE website (www.hse.gov.uk/gas).

(1) In this regulation – 

“landlord” means – 

(a) in England and Wales – 
(i) where the relevant premises are occupied under a lease, the person 

for the time being entitled to the reversion expectant on that lease 

Guidance  35

Regulation 
36(1)–(2)
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or who, apart from any statutory tenancy, would be entitled to 
possession of the premises; and 

(ii) where the relevant premises are occupied under a licence, the 
licensor, save that where the licensor is himself a tenant in respect 
of those premises, it means the person referred to in paragraph (i) 
above; 

(b) in Scotland, the person for the time being entitled to the landlord’s 
interest under a lease; 

“lease” means – 

(a) a lease for a term of less than 7 years; and 
(b) a tenancy for a periodic term; and 
(c) any statutory tenancy arising out of a lease or tenancy referred to in sub-

paragraphs (a) or (b) above, 

and in determining whether a lease is one which falls within sub-paragraph (a) 
above – 

(i) in England and Wales, any part of the term which falls before the 
grant shall be left out of account and the lease shall be treated as a 
lease for a term commencing with the grant; 

(ii) a lease which is determinable at the option of the lessor before the 
expiration of 7 years from the commencement of the term shall be 
treated as a lease for a term of less than 7 years; 

(iii) a lease (other than a lease to which sub-paragraph (b) above 
applies) shall not be treated as a lease for a term of less than 7 
years if it confers on the lessee an option for renewal for a term 
which, together with the original term, amounts to 7 years or more; 
and 

(iv) a “lease” does not include a mortgage term; 

“relevant gas fitting” means – 

(a) any gas appliance (other than an appliance which the tenant is entitled to 
remove from the relevant premises) or any installation pipework installed 
in any relevant premises; and 

(b) any gas appliance or installation pipework which, directly or indirectly, 
serves the relevant premises and which either – 
(i) is installed in any part of premises in which the landlord has an 

estate or interest; or 
(ii) is owned by the landlord or is under his control, 

except that it shall not include any gas appliance or installation pipework exclusively 
used in a part of premises occupied for non-residential purposes. 

“relevant premises” means premises or any part of premises occupied, whether 
exclusively or not, for residential purposes (such occupation being in consideration 
of money or money’s worth) under – 

(a) a lease; or 
(b) a licence; 

Regulation 
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“statutory tenancy” means – 

(a) in England and Wales, a statutory tenancy within the meaning of the Rent 
Act 1977(a) and the Rent (Agriculture) Act 1976(b); and 

(b) in Scotland, a statutory tenancy within the meaning of the Rent 
(Scotland) Act 1984(c), a statutory assured tenancy within the meaning of 
the Housing (Scotland) Act 1988(d) or a secure tenancy within the 
meaning of the Housing (Scotland) Act 1987(e); 

“tenant” means a person who occupies relevant premises being – 

(a) in England and Wales – 
(i) where the relevant premises are so occupied under a lease, the 

person for the time being entitled to the term of that lease; and 
(ii) where the relevant premises are so occupied under a licence, the 

licensee; 
(b) in Scotland, the person for the time being entitled to the tenant’s interest 

under a lease. 

(2) Every landlord shall ensure that there is maintained in a safe condition – 

(a) any relevant gas fitting; and 
(b) any flue which serves any relevant gas fitting, 

so as to prevent the risk of injury to any person in lawful occupation of relevant 
premises. 

(a)  1977 c.42.
(b)  1976 c.80.
(c)  1984 c.58. 
(d)  1988 c.43. 
(e)  1987 c.26. 

299 Effective maintenance of appliances usually involves an ongoing 
programme of regular/periodic inspections, together with any necessary 
remedial work. In the absence of specific manufacturers’ instructions, 
effective maintenance should include as a minimum:

(a) examination of the physical condition and safe functioning of 
appliance(s), installation pipework, ventilation and any flue for 
deterioration;

(b) carrying out performance tests;
(c) taking the necessary remedial action.

300 Reference should be made to Appendix 3 and appropriate standards. A list of 
the relevant standards can be found in the Legislative, normative and informative 
document list at www.gassaferegister.co.uk – details are in the References section.

Guidance  36(2)
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(3) Without prejudice to the generality of paragraph (2) above, a landlord 
shall – 

(a) ensure that each appliance and flue to which that duty extends is 
checked for safety within 12 months of being installed and at intervals of 
not more than 12 months since it was last checked for safety (whether 
such check was made pursuant to these Regulations or not); 

(b) in the case of a lease commencing after the coming into force of these 
Regulations, ensure that each appliance and flue to which the duty 
extends has been checked for safety within a period of 12 months before 
the lease commences or has been or is so checked within 12 months 
after the appliance or flue has been installed, whichever is later; and 

(c) ensure that a record in respect of any appliance or flue so checked is 
made and retained for a period of 2 years from the date of that check, 
which record shall include the following information – 
(i) the date on which the appliance or flue was checked; 
(ii) the address of the premises at which the appliance or flue is 

installed; 
(iii) the name and address of the landlord of the premises (or, where 

appropriate, his agent) at which the appliance or flue is installed; 
(iv) a description of and the location of each appliance or flue checked; 
(v) any defect identified; 
(vi) any remedial action taken; 
(vii) confirmation that the check undertaken complies with the 

requirements of paragraph (9) below; 
(viii) the name and signature of the individual carrying out the check; and 
(ix) the registration number with which that individual, or his employer, 

is registered with a body approved by the Executive for the 
purposes of regulation 3(3) of these Regulations. 

(4) Every landlord shall ensure that any work in relation to a relevant gas 
fitting or any check of a gas appliance or flue carried out pursuant to paragraphs (2) 
or (3) above is carried out by, or by an employee of, a member of a class of 
persons approved for the time being by the Health and Safety Executive for the 
purposes of regulation 3(3) of these Regulations. 

301 A safety check record should not be issued unless and until all the 
required tests/examinations have been completed on all relevant appliances 
and flues. A landlord should take prompt action to correct any safety defect 
shown on a safety check record, which is not remedied at the time of the 
safety check.

302 Where there is any suspicion that an appliance may be dangerous, the 
landlord or other responsible person for the premises should ensure that the 
appliance concerned is not used until the defect(s) have been remedied (see 
regulation 34).

Regulation 
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(5) The record referred to in paragraph 3(c) above, or a copy thereof, shall 
be made available upon request and upon reasonable notice for the inspection of 
any person in lawful occupation of relevant premises who may be affected by the 
use or operation of any appliance to which the record relates. 

(6) Notwithstanding paragraph (5) above, every landlord shall ensure that – 

(a) a copy of the record made pursuant to the requirements of paragraph 
3(c) above is given to each existing tenant of premises to which the 
record relates within 28 days of the date of the check; and 

(b) a copy of the last record made in respect of each appliance or flue is 
given to any new tenant of premises to which the record relates before 
that tenant occupies those premises save that, in respect of a tenant 
whose right to occupy those premises is for a period not exceeding 28 
days, a copy of the record may instead be prominently displayed within 
those premises. 

(7) Where there is no relevant gas appliance in any room occupied or to be 
occupied by the tenant in relevant premises, the landlord may, instead of ensuring 
that a copy of the record referred to in paragraph (6) above is given to the tenant, 
ensure that there is displayed in a prominent position in the premises (from such 
time as a copy would have been required to have been given to the tenant under 
that paragraph), a copy of the record with a statement endorsed on it that the 
tenant is entitled to have his own copy of the record on request to the landlord at 
an address specified in the statement; and on any such request being made, the 
landlord shall give to the tenant a copy of the record as soon as is reasonably 
practicable. 

(8) A copy of the record given to a tenant pursuant to paragraph (6)(b) 
above need not contain a copy of the signature of the individual carrying out the 
check if the copy of the record contains a statement that another copy containing a 
copy of such signature is available for inspection by the tenant on request to the 
landlord at the address specified in the statement, and on any such request being 
made the landlord shall make such a copy available for inspection as soon as is 
practicable. 

(9) A safety check carried out pursuant to paragraph (3) above shall include, 
but shall not be limited to, an examination of the matters referred to in sub-
paragraphs (a) to (d) of regulation 26(9) of these Regulations. 

(10) Nothing done or agreed to be done by a tenant of relevant premises or 
by any other person in lawful occupation of them in relation to the maintenance or 
checking of a relevant gas fitting or flue in the premises (other than one in part of 
premises occupied for non-residential purposes) shall be taken into account in 
determining whether a landlord has discharged his obligations under this regulation 
(except in so far as it relates to access to that gas fitting or flue for the purposes of 
such maintenance or checking).

(11) Every landlord shall ensure that in any room occupied or to be occupied 
as sleeping accommodation by a tenant in relevant premises there is not fitted a 
relevant gas fitting of a type the installation of which would contravene regulation 
30(2) or (3) of these Regulations. 

(12) Paragraph (11) above shall not apply in relation to a room which since 
before the coming into force of these Regulations has been occupied or intended 
to be occupied as sleeping accommodation.
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Regulation 37 Escape of gas 
Summary of regulation 37

This regulation details action to be taken by gas suppliers and people 
responsible for premises in the event of an escape of gas other than natural gas 
(as covered by the Gas Safety (Management) Regulations 1996). This extends to 
the emission of, or suspected emission of, carbon monoxide from an appliance 
using gas, other than natural gas supplied from a network.

303 This regulation is primarily restricted to LPG and certain other fuel gases (see 
definition of ‘gas’ in regulation 2(1)) which do not consist wholly or mainly of 
methane. It does not cover an escape of natural gas from any network – regulation 
37(7) refers. The requirements also extend to an actual or suspected escape or 
emission of fumes, ie products of combustion containing carbon monoxide (CO), 
from an appliance using a gas other than natural gas (see regulation 37(8)). 

304 Where a gas escape or emission of fumes arises from a dangerous appliance, 
requirements under regulation 34 also need to be met. Action in the case of a 
natural gas escape, or suspected emission of CO from a natural gas appliance 
(where, in either case, natural gas is supplied from a network) is covered under 
regulation 7 of the Gas Safety (Management) Regulations 1996. Any gas escape or 
incident involving emission of CO from a dangerous appliance should be reported, 
as applicable, under the Reporting of Injuries, Diseases and Dangerous 
Occurrences Regulations 2013 (see summary of legislation held on the domestic 
gas pages of the HSE website www.hse.gov.uk). 

305 Regulation 37 extends to certain premises, eg factories, mines and quarries, 
otherwise excluded from GSIUR (see regulation 2(4)). For the meaning of ‘supplier’, 
refer to regulation 2(1)–(2); see also regulation 37(6) concerning subcontracting to 
other emergency service providers.

(1) Where any gas escapes from any pipe of a gas supplier or from any 
pipe, other gas fitting or gas storage vessel used by a person supplied with gas by 
a gas supplier, the supplier of the gas shall, within 12 hours of being so informed of 
the escape, prevent the gas escaping (whether by cutting off the supply of gas to 
any premises or otherwise).

306 Gas suppliers/emergency service providers for gas supplies other than natural 
gas in a network need to make arrangements to ensure that reports of emergencies 
can be received and responded to 24 hours a day. To avoid delays, responders to 
emergency calls need an outline script enabling them to: 

(a) establish the precise location of the emergency; 
(b) in case of a fuel gas escape: 

PART G Miscellaneous 

Regulation 37(1)

Guidance  37
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(i) establish if and how the leak may be controlled, ie by isolating an 
emergency control or cylinder valve(s), as appropriate; 

(ii) advise callers how to turn off the gas at the emergency control/cylinder 
valve(s) and confirm that this has been done, except where this may be 
dangerous, eg requiring entry into a confined space where there is a 
smell of gas, when the advice should be not to take such action but 
instead to vacate premises; 

(iii) advise callers to open doors and windows to ventilate the property and 
not to smoke, or use electrical appliances/other sources of ignition; 

(c) establish whether there are fumes (escape of CO into the room), and if it is 
possible to identify the appliance emitting the fumes; 

(d) advise callers, where an escape of CO is suspected, of the immediate steps 
to be taken, ie to turn off appliances which may be emitting CO (all the 
appliances in the room/area, where the defective appliance cannot be 
identified), ventilate property to disperse CO and not to use the appliances 
concerned again until they have been checked by a competent gas engineer 
who meets the requirements of regulation 3, eg who is Gas Safe registered. 

307 In the case of a fuel gas escape, the gas supplier/emergency service provider 
should attend the emergency, as soon as is reasonably practicable after receiving a 
report of the escape. Once at the emergency, appropriate steps should be taken to 
bring the situation under control, and make it safe as quickly as possible. The 
12-hour period specified in regulation 37(1) is the maximum time that should 
normally be taken to stop gas escaping. 

308 Gas suppliers/emergency service providers need to ensure that they: 

(a) are registered, as appropriate, with a body approved by HSE under  
regulation 3, eg Gas Safe Register, for work on gas fittings and installation 
pipework; 

(b) employ an adequate number of competent engineers with sufficient 
knowledge, appropriate equipment, practical skill and experience to deal with 
all foreseeable emergency situations (see regulation 3); 

(c) establish written procedures for engineers to follow. 

309 The primary duty on gas suppliers/emergency service providers in the event of 
an emergency is to take action to ensure the situation is made safe. They need to: 

(a) respond to reports of fuel gas escapes and take action as necessary to make 
the situation safe by preventing gas from escaping; and/or 

(b) respond to reports of suspected or actual CO escapes and advise on the 
action to be taken to make the situation safe. 

310 Calls relating to escapes of gas other than natural gas, eg LPG, may be 
misdirected to the National Gas Emergency Service. Gas suppliers may wish to 
consider arrangements for liaison with National Grid plc in respect of such calls.

(2) If the responsible person for any premises knows or has reason to 
suspect that gas is escaping into those premises, he shall immediately take all 
reasonable steps to cause the supply of gas to be shut off at such place as may be 
necessary to prevent further escape of gas. 

(3) If gas continues to escape into those premises after the supply of gas 
has been shut off or when a smell of gas persists, the responsible person for the 
premises discovering such escape or smell shall immediately give notice of the 
escape or smell to the supplier of the gas. 

Guidance  37(1)

Regulation 
37(2)–(4)
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(4) Where an escape of gas has been stopped by shutting off the supply, no 
person shall cause or permit the supply to be re-opened (other than in the course 
of repair) until all necessary steps have been taken to prevent a recurrence of such 
escape.

311 Where a fuel gas escape is suspected or known to be occurring, the 
responsible person (see definition in regulation 2(1)) should take immediate action to 
cause the emergency control or gas cylinder shut-off valve(s), as appropriate, to be 
closed, except where this would be dangerous, eg requiring entry into a confined 
space where there is a smell of gas when the premises should instead be 
evacuated. If gas continues to escape, the responsible person should immediately 
notify the supplier emergency gas service that there is a suspected escape of gas. 

312 In any case of a gas escape, doors and windows should be opened to 
ventilate the property and all sources of ignition, eg smoking or use of electrical 
equipment, should be avoided. The gas supply should not be reinstated until 
remedial action has been taken and appropriate checks made (eg that appliance 
isolation valves are closed, as appropriate) to avoid a further escape of gas. 

313 In the case of a suspected escape of CO the responsible person should turn 
off any appliances suspected of emitting CO, open doors and windows to ventilate 
the property and contact the gas supplier emergency service immediately. 
However, where a particular appliance is known to be the source of the escape, 
the responsible person should ensure that it is not used and contact someone who 
is, or is employed by, a member of an HSE-approved class of persons under 
regulation 3(3) (eg a Gas Safe registered engineer) to repair, replace, or otherwise 
make safe the appliance (see also regulation 34). 

314 The name and means of contacting the supplier emergency gas service may 
be found on a notice near the meter, or where there is no meter, the emergency 
gas control (see regulations 9 and 15, and associated guidance). For LPG, supplier 
information may be found on the bulk tank or cylinder. If there is no notice, or the 
relevant information is not given, details of the gas supplier may be found in the 
telephone directory or in the useful contact numbers section of  
www.gassaferegister.co.uk. 

315 Similar action to the above is required under the Gas Safety (Management) 
Regulations 1996 for any natural gas escape or suspected emission of CO from a 
natural gas appliance (where the natural gas is supplied from a network). In such 
cases, the National Gas Emergency Service Freephone Number 0800 111 999 
should be contacted.

(5) In any proceedings for an offence under paragraph (1) above it shall be a 
defence for the supplier of the gas to prove that it was not reasonably practicable 
for him effectually to prevent the gas from escaping within the period of 12 hours 
referred to in that paragraph, and that he did effectually prevent the escape of gas 
as soon as it was reasonably practicable for him to do so.

316 There may be circumstances, eg a major leak from a storage tank, when it 
may not be feasible to stop the gas escape within 12 hours. To meet the 
requirements of this regulation, gas suppliers will need to ensure that the situation is 
brought under control and made safe as soon as is reasonably practicable. Where 
it is not possible to stop leakage within 12 hours, gas suppliers/emergency service 
providers will need to demonstrate that they took all reasonable steps to do so.

Guidance   
37(2)–(4)

Guidance  37(5)

Regulation 37(5)

Regulation 
37(2)–(4)
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(6) Nothing in paragraphs (1) and (5) above shall prevent the supplier of the 
gas appointing another person to act on his behalf to prevent an escape of gas 
supplied by that supplier.

317 Gas suppliers may subcontract emergency service provision to another 
person or organisation (the ‘emergency service provider’), eg in the interests of 
providing a more local and immediate response in a particular area or at a specific 
site. This may, for instance, be especially relevant for local companies supplying 
gas in cylinders which may be used over a wide geographical area. However, 
where an emergency service provider is appointed in this way, the primary 
responsibility remains with the supplier concerned (see paragraphs 46–50 for 
allocation of duties in particular circumstances).

(7) Nothing in paragraphs (1) to (6) above shall apply to an escape of gas 
from a network (within the meaning of regulation 2 of the Gas Safety (Management) 
Regulations 1996(a)) or from a gas fitting supplied with gas from a network. 

(a)  S.I. 1996/551.

318 This regulation limits requirements in regulation 37(1)–(6) primarily to LPG and 
certain other gases (see definition of ‘gas’ in regulation 2(1)) which are not wholly or 
mainly composed of methane. The exclusion of an escape of natural gas from any 
‘network’ effectively means that virtually all escapes of natural gas will not be 
covered under this regulation; the only exception is where such an escape occurs 
from a ‘stand-alone’ network of pipes which conveys gas only to non-domestic 
premises falling within these Regulations, eg an office block. 

319 In all other cases, escapes of natural gas are covered by requirements under 
regulation 7 of the Gas Safety (Management) Regulations 1996. Action in case of 
an emission or suspected emission of CO from a natural gas appliance is similarly 
covered.

(8) In this regulation any reference to an escape of gas from a gas fitting 
includes a reference to an escape or emission of carbon monoxide gas resulting 
from incomplete combustion of gas in a gas fitting, but, to the extent that this 
regulation relates to such an escape or emission of carbon monoxide gas, the 
requirements imposed upon a supplier by paragraph (1) above shall, where the 
escape or emission is notified to the supplier by the person to whom gas has been 
supplied, be limited to advising that person of the immediate action to be taken to 
prevent such escape or emission and the need for the examination and, where 
necessary, repair of the fitting by a competent person.

320 The requirements of regulation 37 apply both to an escape of fuel gas (other 
than any escape of natural gas from a ‘network’, as covered by the Gas Safety 
(Management) Regulations 1996), and to suspected or actual emissions of fumes, 
ie CO from an appliance using gas (other than natural gas supplied from a 
‘network’). 

321 This means that requirements in regulation 37 extend to an emission or 
suspected emission of CO from any appliance using ‘gas’ as defined in  
regulation 2(1) (eg LPG) apart from (in most cases) those using natural gas – see 
regulation 37(7). 

322 However, the duty on gas suppliers in regulation 37(1) with regard to a report 
of CO escape/emission is restricted to providing advice on how to prevent the 
escape/emission (including identification of the faulty appliance/fitting (if possible) 
and action to isolate the gas supply) and on the need for examination and (where 

Regulation 37(7)

Regulation 37(8)

Guidance  37(6)

Guidance  37(7)

Guidance  37(8)

Regulation 37(6)
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Guidance  37(8) necessary) repair of the appliance/fitting by a competent person, eg a Gas Safe 
registered engineer (see regulation 3).

Regulation 38 Use of antifluctuators and valves 
Summary of regulation 38

This regulation outlines protective measures, as stipulated by the gas transporter, 
to be taken by a consumer where gas is used with plant (such as a compressor 
or engine) liable to cause dangerous fluctuation of pressure in the gas supply, or 
where an extraneous gas (eg compressed air) is used in connection with the 
consumption of gas.

(1) Where a consumer uses gas for the purpose of working or supplying 
plant which is liable to produce pressure fluctuation in the gas supply such as to 
cause any danger to other consumers, he shall comply with such directions as may 
be given to him by the transporter of the gas to prevent such danger. 

(2) Where a consumer intends to use for or in connection with the 
consumption of gas any gaseous substance he shall – 

(a) give to the transporter of the gas at least 14 days notice in writing of that 
intention; and 

(b) during such use comply with such directions as the transporter may have 
given to him to prevent the admission of such substance into the gas 
supply; 

and in this paragraph “gaseous substance” includes compressed air but does not 
include any gaseous substance supplied by the transporter. 

(3) Where a direction under paragraphs (1) or (2) above requires the 
provision of any device, the consumer shall ensure that the device is adequately 
maintained. 

(4) Any direction given pursuant to this regulation shall be in writing.

323 This regulation applies to consumers who use plant that may create pressure 
fluctuation in the gas supply (eg a compressor, engine or similar apparatus liable to 
produce a pressure below atmospheric in the gas main), or who intend to use in 
conjunction with gas another gaseous substance such as compressed air (for 
instance in gas/air mixing equipment or other process plant). The consumer should 
notify the gas transporter of intentions in either case (at least 14 days notice is 
specifically required under regulation 38(2)(a)), and is required to comply with 
directions given by the transporter to protect the gas supply against possible 
pressure fluctuation, or introduction of extraneous gas, to prevent danger to other 
consumers. Any device, such as an antifluctuator or non-return valve, specified by 
the gas transporter needs to be provided and maintained by the consumer. 

324 Under Schedule 28 of the Gas Act 1986 (as inserted by the Gas Act 1995 and 
amended by these Regulations), the gas transporter may disconnect premises 
where a consumer fails to comply with requirements in regulation 38. The gas 
transporter is also empowered to disconnect, remove, test and replace any 
appliance/device required under this regulation, and to claim expenses from the 
consumer where the appliance is not found to be in proper order and repair.

Regulation 
38(1)–(4)

Guidance   
38(1)–(4)
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Regulation 39 Exception as to liability 
No person shall be guilty of an offence by reason of contravention of regulation 3(2) 
or (6), 5(1), 7(3), 15, 16(2) or (3), 17(1), 27(5), 30 (insofar as it relates to the 
installation of a gas fire, other gas space heater or a gas water heater of more than 
14 kilowatt gross heat input), 33(1), 35 or 36 of these Regulations in any case in 
which he can show that he took all reasonable steps to prevent that contravention.

325 This regulation provides certain exceptions as to liability under which a person 
is not deemed to be guilty of an offence where they can show that they took all 
reasonable steps to prevent contravention of the provision concerned. This 
publication contains guidance in various areas, eg concerning access to premises 
to discharge landlord’s duties under regulation 36. However, it is for a court to 
decide whether ‘all reasonable steps’ have in fact been taken in particular 
circumstances, and whether a person is guilty of an offence. 

326 The exceptions as to liability only apply to the particular provisions specified in 
regulation 39. They do not extend to the prohibition in regulation 30 concerning 
installation of certain instantaneous water heaters.

Regulation 40 Exemption certificates 
(1) Subject to paragraph (2), the Health and Safety Executive may, by a 

certificate in writing, exempt any person or class of persons from any requirement 
or prohibition imposed by these Regulations, and any such exemption may be 
granted subject to conditions and to a limit of time and may be revoked at any time 
by a certificate in writing. 

(2) The Health and Safety Executive shall not grant any such exemption 
unless, having regard to the circumstances of the case and in particular to – 

(a) the conditions, if any, which it proposes to attach to the exemption; and 
(b) any other requirements imposed by or under any enactment which apply 

to the case, 

it is satisfied that the health and safety of persons likely to be affected by the 
exemption, will not be prejudiced in consequence of it.

327 This regulation enables HSE to grant exemptions. The intention is to use this 
power only in exceptional circumstances, such as to deal with circumstances which 
could not be foreseen when the Regulations were made (eg arising from 
technological change/innovation). 

328 Regulation 40(2) requires HSE to ensure that standards of health and safety 
will not be prejudiced by any exemption, so it is not sufficient for an application for 
exemption simply to assert that it is inconvenient or costly to comply. The applicant 
needs to explain carefully which particular provision cannot be observed and why, 
and the means by which an equivalent standard of health and safety is to be 
maintained.

329 At the time of publication only one exemption is in force – Exemption 
Certificate No. 1 of 2008 (see regulation 26(9) for details). However, this exemption 
can be withdrawn and before applying it dutyholders should check with HSE to 
ensure it is still effective.

Guidance  39

Guidance  40

Regulation 39

Regulation 40
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Regulation 41 Revocation and amendments 
(1) The Gas Safety (Installation and Use) Regulations 1994(a), the Gas Safety 

(Installation and Use) (Amendment) Regulations 1996(b) and the Gas Safety 
(Installation and Use) (Amendment) (No. 2) Regulations 1996(c) are hereby revoked. 

(2) Schedule 2B to the Gas Act 1986(d) shall be amended as follows – 

(a) In paragraph 17(1) the words “pressure fluctuation in the transporter’s 
pipe-line system and any other” and the words “or danger” shall be 
deleted; 

(b) In paragraph 17(2) after the words “if so required” there shall be added 
“other than for the purpose of preventing danger”; and 

(c) In paragraph 17(5) and (6) after the words “this paragraph” there shall be 
added “or regulation 38 of the Gas Safety (Installation and Use) 
Regulations 1998 or directions made thereunder”. 

(a) S.I. 1994/1886. 
(b)  S.I. 1996/550. 
(c)  S.I. 1996/2541. 
(d)  1986 c. 44; Schedule 28 was inserted by the Gas Act 1995 (c. 45) section 9(2) and Schedule 2.

Regulation 41
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By virtue of section 16(4) of the Health and Safety at Work etc Act 1974, and with 
the consent of the Secretary of State for Work and Pensions, the Health and Safety 
Executive has on 25 September 2013 approved the revised Code of Practice 
entitled Safety in the installation and use of gas systems and appliances (Fourth 
edition, 2013, L56).

The revised Code of Practice gives practical guidance on the Gas Safety 
(Installation and Use) Regulations 1998 and, in Part B, regulation 3, on section 2(1) 
and (2)(c) and section 3(1) and (2) of the 1974 Act with regard to standards of 
training in safe gas installation.

By virtue of section 16(5) and with the consent of the Secretary of State for Work 
and Pensions under that paragraph, the Health and Safety Executive has withdrawn 
its approval of the Code of Practice entitled Safety in the installation and use of gas 
systems and appliances, which came into effect on 31 October 1998 which shall 
cease to have effect on 11 November 2013.

The Code of Practice comes into effect on 11 November 2013. 

Signed 

SUE JOHNS 
Secretary to the Board of the Health and Safety Executive 

7 November 2013
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1 These simplified installation diagrams are only intended for use as an aid to 
identify and indicate the relative positions of components described in the 
Regulations, ACOP and guidance. 

2 The diagrams are only general illustrations of typical arrangements and 
variations may occur in specific circumstances. For instance, in certain cases (eg 
Figures 4 and 6) the ‘remote’ valve shown as the first emergency control 
downstream of the distribution main will not be an emergency control in cases 
where it is intended for use by the gas transporter and/or emergency services 
rather than gas consumers. In such cases, a valve or valves downstream (eg within 
individual dwellings) will act as the first emergency control and define the boundary 
between the service pipe and installation pipework. Reference should also be made 
to the Institution of Gas Engineers and Managers’ (IGEM) document IGEM/G/1 
Defining the end of the network, a meter installation and installation pipework, which 
provides detail on a wide range of standard and legacy gas supply installation 
arrangements. 

3 The upstream boundary of the service pipe (ie with the distribution main) in 
figures 1 to 6 is not shown.

Appendix 2 Diagrams of typical installations 

Guidance  
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Guidance  
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Figure 3(a) Multi-occupancy installation – external riser

Figure 3(b) Multi-occupancy installation (remote bulk meter)

Figure 4 Multi-occupancy installation (remote meters)
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Guidance  
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Figure 5 Meter with bypass, eg industrial/commercial

Figure 6 Meter remote from premises, eg meter houses

Figure 7(a) LPG systems – cylinder installation
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Guidance  
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Figure 7(c) LPG systems – single bulk tank installation (multi-residence)
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Figure 7(b) LPG systems – single bulk tank installation 
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Appendix 3 Requirements for appliances and flues

Guidance  1 This appendix summarises the main points that need to be addressed, as 
appropriate, in installation, commissioning, maintenance or safety check work on 
gas appliances and flues/chimneys serving those appliances. Additional matters 
may require attention in particular circumstances; reference should be made to 
relevant legislation (eg Building Regulations), manufacturers’ instructions and 
appropriate standards, where applicable, for further information. 

Appliances 

2 Gas engineers carrying out installation, commissioning, maintenance or safety 
check work should ensure that:

(a) the appliance is suitable and, if necessary, adjusted for the type of gas being 
supplied;

(b) the appliance type is suitable for the room/location in which it is installed;
(c) the room or space where the appliance is located is adequately ventilated, 

and that the means of ventilation is suitable to provide a sufficient permanent 
supply of air to the appliance for safe combustion of gas. Account needs to 
be taken of:
(i) the volume of the room or space;
(ii) whether draught exclusion or new windows have been fitted, or other 

changes that could affect ventilation have been made to the room 
containing the gas appliance(s); 

(iii) the location, type, size and configuration of airbricks and other 
permanent air vents; 

(iv) whether air inlet ducts of room-sealed appliances are correctly located 
and remain unobstructed; and

(v) any other factors which could affect the adequacy of the air supply;
(d) there are adequate and suitable means for removing products of combustion 

from the appliance (see requirements in ‘Flues/chimneys’ below);
(e) where it can be measured, the operating pressure and/or heat input of the 

appliance is correct. Information relating to the appropriate appliance settings 
is given in manufacturers’ installation/servicing instructions or on the appliance 
data badge; 

(f) combustion performance is measured where specified by the manufacturer; 
(g) the flame picture (ie appearance) is visually checked where possible to ensure 

that it is satisfactory; 
(h) the appliance and associated gas fittings/safety devices (eg flame protection 

and fan proving systems) function safely; 
(i) any case seals are forming an effective seal;
(j) the appliance is physically stable, securely fitted and properly connected to 

other gas fittings;
(k) the appliance is gastight. 
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Flues/chimneys 

3 Gas engineers testing and checking flues/chimneys (to determine whether 
they are suitable and in a proper condition for safe operation of the appliance they 
are intended to serve) should ensure that the requirements in paragraphs 5–20 
below are met. 

4 How this is carried out will, to some extent, depend on the particular 
circumstances, and is a matter for judgement by the competent gas engineer 
carrying out the work. In some cases, the equipment may need to be dismantled, 
eg to establish continuity of a flue/chimney path. 

General requirements
5 The flue/chimney should be examined to confirm it is complete, continuous 
and correctly installed throughout its length. It should be undamaged and 
adequately supported, paying particular attention to any joints and sections of the 
flue/chimney passing through any roofspace or void.

6 For an existing flue/chimney, where access cannot be gained for examination 
(eg where it passes through adjacent property), other means of managing the risk 
of flue system failure should be adopted. Relevant industry guidance should be 
followed and appropriate action taken.

7 Where there are good reasons to suspect flueing problems (eg because of flue 
flow/spillage test failure, ceiling staining or any evidence of products of combustion 
entering the property etc) the complete length of the flue/chimney should be 
examined. Any associated appliance must not be used unless or until this is done 
and it has been confirmed safe to use.

Room-sealed flues
8 The terminal should be correctly sited. This should include adequate 
separation from any site boundary, openable windows and doors, air vents, other 
terminals etc to ensure that the flue/chimney will continue to function safely and 
emissions will not present a hazard to any person either on the site concerned or in 
an adjoining property, including in the event of any future building development on 
adjoining premises (which might extend close or up to the property boundary).

9 Where access cannot be gained for examination, such as where a flue/
chimney runs partly through property not owned by the responsible person/
dutyholder (eg landlord) and access is refused by the occupant, all reasonable 
steps should be taken to ensure overall flue/chimney integrity. This could 
reasonably involve making enquiries in writing or in person with occupants of other 
properties and requesting to see evidence of examinations.

Open/closed flues
10 A flue/chimney should not have openings, other than:

(a) a draught diverter, balancing damper or relief opening which is in the same 
room, or space, as the appliance being served;

(b) an opening for inspection or cleaning, which is fitted with a non-combustible 
gastight cover; or

(c) an opening integral and essential to the correct operation of the flue/chimney, 
which is purpose-designed and properly located for its application, eg an 
opening in a vertex flue in an unoccupied roofspace (a guard should be fitted 
around such an opening, where necessary, to prevent restriction or possible 
ignition of nearby materials).

Guidance  



Health and Safety  
Executive

Safety in the installation and use of gas systems and appliances

Page 86 of 90

11 No more than one appliance should be connected to a flue/chimney, unless it 
has been specifically designed for this purpose.

12 The effect of other flued appliances or fans etc in the same room should be 
properly taken into account. Where more than one such appliance or fan is installed 
it should be ensured that they are working safely with all permutations of appliances 
that may be in operation at any one time, including those burning fuel other than 
gas.

13 The terminal should be correctly sited; this should include adequate separation 
from other nearby structures, eg openable windows, chimney stacks etc.

14 Any flue/chimney should not be (or have been) closed over/modified so as to 
interfere with flue/chimney operation. Any flue damper or restrictor plates should be 
removed or permanently fixed open to avoid obstructing the flue/chimney.

15 Any debris, eg in a fire/catchment space, should be removed before installing/
reinstalling an appliance. The catchment space should be of adequate size and any 
openings within this space (other than those for the appliance connection and flue/
chimney) should be effectively sealed. Flues/chimneys previously used for oil or 
solid fuel appliances need to be effectively swept and examined before being used 
with a gas appliance.

16 Where a masonry chimney seems to be in a poor condition or poorly 
constructed, it should be thoroughly examined to determine whether it is safe for 
continued use. Remedial work should be carried out where necessary and 
consideration given to fitting a (correctly sized) flue/chimney liner; in certain cases, a 
liner is required under Building Regulations.

17 Where components such as external sections of flues/chimneys (eg terminals), 
liners and inspection openings show signs of damage (eg corrosion) they should be 
replaced as necessary. When replacing an appliance connected to a chimney lined 
with a liner, the existing liner should normally be replaced unless it is considered 
suitable for safe operation throughout the lifespan of the new appliance.

18 When flue/chimney liners are fitted or replaced, the flue/chimney should be 
tested to ensure it is operating satisfactorily.

19 A flue flow test should be carried out to check the effectiveness of the flue/
chimney and ensure that there is no leakage into another part of the premises 
(including any roofspace or void) or, as appropriate, other adjoining premises. (This 
is particularly important where a number of chimneys combine into a multiple 
chimney stack.) Smoke coming out of a terminal which is not the correct terminal, 
or a down-draught or no-flow condition, indicates an unsatisfactory flue/chimney.

20 After completion of a satisfactory flue flow test, a spillage test should be 
carried out, with the appliance connected and operating, to check that the 
products of combustion are being safely removed. The tests should be conducted 
in accordance with the appliance manufacturer’s instructions, and take into account 
any factors which may adversely affect flue/chimney performance, eg operation of 
fans, tumble driers or forced-air heating systems in the room housing the appliance 
or any adjoining room (with interconnecting doors open).

Note: Commercial (and industrial) premises often have purpose-designed flue/
chimney systems. The flue/chimney system manufacturer’s instructions and/or 
appropriate standards need to be followed when maintaining and examining such 
systems. 

Guidance  



Health and Safety  
Executive

Safety in the installation and use of gas systems and appliances

Page 87 of 90

appropriate standard any reference to an ‘appropriate standard’ is a reference 
to any of the following which are current at the time of the work activity:

(a) a British Standard (see References); 
(b) a relevant standard or code of practice of a national standards body of any 

member state of the European Union;
(c) a relevant technical specification acknowledged for use as a standard by a 

public authority of any member state of the EU;
(d) traditional procedures of manufacture of a member state of the EU where 

these are the subject of a written technical description sufficiently detailed to 
permit assessment of the goods or materials for the use specified;

(e) a specification sufficiently detailed to permit assessment for goods or materials 
of an innovative nature (or subject to innovative process of manufacture such 
that they cannot comply with a recognised standard or specification) and 
which will fill the purpose provided by the specified standard;

provided that the proposed standard, code of practice, technical specification or 
procedure of manufacture provides, in use, equivalent levels of safety, suitability 
and fitness for purpose to those achieved by the standard to which it is expressed 
to be equivalent. 

The mutual recognition in the previous paragraph is also extended to products 
originating in European Economic Area member states who are contracting parties 
to the Agreement on the European Economic Area, which conform to the 
standards, regulations, specifications or traditional procedures of manufacture 
legally applied in those states and which offer an equivalent standard of safety to 
that required in GSIUR.

A list of appropriate standards, ACOPs, guidance and other relevant information 
sources can be found on the Gas Safe Register website in the Legislative, 
normative and informative document list at www.gassaferegister.co.uk/pdf/
Copy%20of%20Gas+Safe+Register+Industry+Document+List+oct13.pdf

basement any part of a building that is partly or wholly underground.

Building Regulations unless the context otherwise requires, reference to 
‘Building Regulations’ means Regulations currently in force in England and Wales 
as well those applicable in Scotland (see www.gassaferegister.co.uk for details of 
relevant Building Regulations).

dutyholder a person who has duties under these Regulations. 

gas engineer the terms ‘gas engineer’ and ‘engineer’ are not defined in GSIUR 
but are used in this guidance and ACOP to mean any person who carries out work 
on a gas system or gas storage vessel. This includes (but is not restricted to) any 
person who installs, services, maintains, connects, reconnects, disconnects, 

Glossary

http://www.gassaferegister.co.uk/pdf/Copy of Gas+Safe+Register+Industry+Document+List+oct13.pdf
http://www.gassaferegister.co.uk/pdf/Copy of Gas+Safe+Register+Industry+Document+List+oct13.pdf
http://www.gassaferegister.co.uk/


Health and Safety  
Executive

Safety in the installation and use of gas systems and appliances

Page 88 of 90

removes or repairs gas appliances or other fittings whether they are an employer, 
employee, self-employed or working on their own behalf, ie in ‘do-it-yourself’ 
activity.

gas system the term ‘gas system’ as used in this ACOP means all gas 
installation pipework, fittings and appliances as well as the provision of ventilation 
and flueing.

For the purposes of this publication, where appliance standards refer to domestic 
use, this should be taken as reference to the type of appliance rather than the 
location. A small cooker in an office canteen would therefore normally be regarded 
as a domestic-type appliance in this context.

in writing where the phrase ‘in writing’ is used in this document this can mean 
both by traditional hard copy or by email.

secondary meter any reference to a ‘secondary meter’ includes a ‘sub-deduct 
meter’ (see paragraph 195).
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Standards, ACOPs, guidance and relevant information sources
A list of appropriate Standards, ACOPs, guidance and other relevant information 
sources can be found on the Gas Safe Register website in the Legislative, 
normative and informative document list at www.gassaferegister.co.uk/pdf/
Copy%20of%20Gas+Safe+Register+Industry+Document+List+oct13.pdf

For further information on these documents please contact the following 
organisations:

(f) Institution of Gas Engineers and Managers (IGEM) at www.igem.org.uk 
(g) British Standards Institution (BSI) at www.bsigroup.co.uk 
(h) UKLPG at www.uklpg.org or email mail@uklpg.org

Building Regulations
To look at relevant Building Regulations go to www.planningportal.gov.uk 

General advice on gas safety issues
Further information may be obtained from HSE at www.hse.gov.uk or from the Gas 
Safe Register on 0800 408 5500 (www.gassaferegister.co.uk)

National Accredited Certification Scheme for individual gas fitting 
operatives
Information, including on assessment standards, accredited certification bodies and 
training providers is available from Energy and Utility Skills www.euskills.co.uk 

Safety scheme for boats on inland waterways
Details of the British Waterways/Environment Agency Boat Safety Scheme may be 
obtained from the Boat Safety Scheme at www.boatsafetyscheme.org 

In the case of inland waterways not covered by this scheme, advice on safety 
requirements should be sought from the navigation authority concerned.

Catering guidance
Further guidance on gas (and LPG) safety in catering can be obtained from the 
National Catering Association NCASS at www.ncass.org.uk 

References
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For information about health and safety, or to report inconsistencies or inaccuracies 
in this guidance, visit www.hse.gov.uk/. You can view HSE guidance online and 
order priced publications from the website. HSE priced publications are also 
available from bookshops. 

This ACOP is available online at: www.hse.gov.uk/pubns/books/l56.htm

British Standards can be obtained in PDF or hard copy formats from BSI:  
http://shop.bsigroup.com or by contacting BSI Customer Services for hard copies 
only Tel: 0208 996 9001 email: cservices@bsigroup.com.

IGEM standards can be obtained in hard copy formats from IGEM  
www.igem.org.uk or by contacting IGEM Tel: 01889 561431 
email: igem@yesresponse.co.uk.

Further information 

Printed and published by the Health and Safety Executive  11/13

http://www.hse.gov.uk/
http://www.hse.gov.uk/pubns/books/l56.htm
mailto:cservices@bsigroup.com
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DETI EQUALITY SCREENING FORM 

 

Part 1. Policy scoping 

The first stage of the screening process involves scoping the policy 
under consideration. The purpose of policy scoping is to help prepare 
the background and context and set out the aims and objectives for the 
policy, being screened. At this stage, scoping the policy will help identify 
potential constraints as well as opportunities and will help the policy 
maker work through the screening process on a step by step basis. 

Public authorities should remember that the Section 75 statutory duties 
apply to internal policies (relating to people who work for the authority), 
as well as external policies (relating to those who are, or could be, 
served by the authority). 

Information about the policy 

Name of the policy 

 
Proposal relating to a revised Approved Code of Practice (ACOP) 
and guidance – “Safety in the installation and use of gas systems 
and appliances”, drafted by the HSE, which HSENI proposes to 
approve for use in Northern Ireland.   

 

Is this an existing, revised or a new policy? 

Revised 

 

What is it trying to achieve? (intended aims/outcomes) 

This ACOP and guidance provides practical guidance on how to 
comply with the requirements of The Gas Safety (Installation and 
Use) Regulations 1998, and sections 2(1), 2(2)(c), 3(1) and 3(2) of 
the Health and Safety at Work etc Act 1974, with regards to 
standards of training in safe gas installation. The equivalent 
regulations in Northern Ireland are the Gas Safety (Installation and 
Use) Regulations (Northern Ireland) 2004 and sections 4(1), 
4(2)(c), 5(1) and 5(2) of the Health and Safety at Work (Northern 
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Ireland) Order 1978. 

 

Are there any Section 75 categories which might be expected to 

benefit from the intended policy? 

If so, explain how. 

 
The benefits from the ACOP and guidance will apply equally to all 
S75 categories and to others affected by the guidance.  
 

Who initiated or wrote the policy? 

The Health and Safety Executive in Great Britain 

 
 

Who owns and who implements the policy? 

Subject to approval for use in Northern Ireland the policy is owned 
and implemented in Northern Ireland by the Health and Safety 
Executive for Northern Ireland 

 
 

 

Implementation factors 

 

Are there any factors which could contribute to/detract from the intended 
aim/outcome of the policy/decision? 
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If yes, are they 

 

 financial 

 legislative 

 other, please specify _________________________________ 

 

Main stakeholders affected 

 

Who are the internal and external stakeholders (actual or potential) that 
the policy will impact upon? 

 

 staff 

 service users 

 other public sector organisations 

 voluntary/community/trade unions 

X other, please specify -    It is relevant to a wide range of people, 

from those installing, servicing, maintaining or repairing gas appliances 

and other gas fittings, to suppliers and users of gas, including some 

landlords.  

Other policies with a bearing on this policy 

 

• what are they? 

 

The Löfstedt review of health and safety legislation ‘Reclaiming health 
and safety for all’.  A UK Government independent review to make 
proposals for simplifying health and safety law. 
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 • who owns them? 

 

Department for Work & Pensions 



Annex 2 
 

Available evidence 

 

Evidence to help inform the screening process may take many forms. 
Public authorities should ensure that their screening decision is informed 
by relevant data. 

 

What evidence/information (both qualitative and quantitative) have you 
gathered to inform this policy? Specify details for each of the Section 75 
categories. 

 

Section 75 

category 

 

Details of evidence/information 

 

Religious 

belief 

 

Although there is no available data the revisions to the 
ACOP and guidance apply equally beneficially to all 
Section 75 categories and others. 

Political 

opinion 

 

As above. 

Racial group 

 

As above. 

Age 

 

As above. 

Marital status 

 

As above. 

Sexual 

orientation 

 

As above. 
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Men and 

women 

generally 

 

As above. 

Disability 

 

As above. 

Dependants 

 

As above. 

 

 

 



Annex 2 
 

Needs, experiences and priorities 

 

Taking into account the information referred to above, what are the 
different needs, experiences and priorities of each of the following 
categories, in relation to the particular policy/decision? Specify details for 
each of the Section 75 categories 

 

Section 75 

category 

 

Details of needs/experiences/priorities 

 

Religious 

belief 

 

Although there is no available data the revisions to the 
ACOP and guidance apply equally beneficially to all 
Section 75 categories and others. 

Political 

opinion 

 

As above. 

Racial group 

 

As above. 

Age 

 

As above. 

Marital status 

 

As above. 

Sexual 

orientation 

 

As above. 

Men and 

women 

As above. 
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generally 

 

Disability 

 

As above. 

Dependants 

 

As above. 
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Part 2. Screening questions 

 

Introduction 

 

In making a decision as to whether or not there is a need to carry out an 
equality impact assessment, the public authority should consider its 
answers to the questions 1-4 detailed below. 

 

If the public authority’s conclusion is none

 

 in respect of all of the Section 
75 equality of opportunity and/or good relations categories, then the 
public authority may decide to screen the policy out. If a policy is 
‘screened out’ as having no relevance to equality of opportunity or good 
relations, a public authority should give details of the reasons for the 
decision taken. 

If the public authority’s conclusion is major

 

 in respect of one or more of 
the Section 75 equality of opportunity and/or good relations categories, 
then consideration should be given to subjecting the policy to the 
equality impact assessment procedure. 

If the public authority’s conclusion is minor

 

 in respect of one or more of 
the Section 75 equality categories and/or good relations categories, then 
consideration should still be given to proceeding with an equality impact 
assessment, or to: 

• measures to mitigate the adverse impact; or 

• the introduction of an alternative policy to better promote equality of 
opportunity and/or good relations. 

 

In favour of a ‘major’ impact 

 

a) The policy is significant in terms of its strategic importance; 
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b) Potential equality impacts are unknown, because, for example, there 
is insufficient data upon which to make an assessment or because 
they are complex, and it would be appropriate to conduct an equality 
impact assessment in order to better assess them; 

c) Potential equality and/or good relations impacts are likely to be 
adverse or are likely to be experienced disproportionately by groups 
of people including those who are marginalised or disadvantaged; 

d) Further assessment offers a valuable way to examine the evidence 
and develop recommendations in respect of a policy about which 
there are concerns amongst affected individuals and representative 
groups, for example in respect of multiple identities; 

e) The policy is likely to be challenged by way of judicial review; 

f)  The policy is significant in terms of expenditure. 

 

In favour of ‘minor’ impact 

 

a) The policy is not unlawfully discriminatory and any residual potential 
impacts on people are judged to be negligible; 

b) The policy, or certain proposals within it, are potentially unlawfully 
discriminatory, but this possibility can readily and easily be eliminated 
by making appropriate changes to the policy or by adopting 
appropriate mitigating measures; 

c) Any asymmetrical equality impacts caused by the policy are 
intentional because they are specifically designed to promote equality 
of opportunity for particular groups of disadvantaged people; 

d) By amending the policy there are better opportunities to better 
promote equality of opportunity and/or good relations. 

 

In favour of none 

 

a) The policy has no relevance to equality of opportunity or good 
relations. 
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b) The policy is purely technical in nature and will have no bearing in 
terms of its likely impact on equality of opportunity or good relations 
for people within the equality and good relations categories. 

 

Taking into account the evidence presented above, consider and 
comment on the likely impact on equality of opportunity and good 
relations for those affected by this policy, in any way, for each of the 
equality and good relations categories, by applying the screening 
questions detailed below and indicate the level of impact on the group 
i.e. minor, major or none. 
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Screening questions 

 

1 What is the likely impact on equality of opportunity for those 
affected by this policy, for each of the Section 75 equality categories?  
minor/major/none 

Section 75 

Category 

Details of policy impact Level of impact? 

minor/major/none 

 

Religious 

belief 

 

Revisions to the ACOP and 
guidance on how to comply with 
the requirements of the Gas 
Safety (Installation and Use) 
Regulations 1998. It is proposed 
that the ACOP should be 
approved for use in Northern 
Ireland. 

None.                 
The revisions to 
the ACOP and 
guidance have no 
bearing on 
equality of 
opportunity 

Political 

opinion 

 

As above As above 

Racial 

group 

 

As above As above 

Age 

 

As above As above 

Marital 

status 

 

As above As above 

Sexual 

orientation 

 

As above As above 
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Men and 

women 

generally 

 

As above As above 

Disability 

 

As above As above 

Dependants 

 

As above As above 
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2 Are there opportunities to better promote equality of opportunity for 

people within the Section 75 equalities categories? 

 

Section 75 

category 

 

If Yes, provide details If No, provide reasons 

 

Religious 

belief 

 

 The revisions to the 
ACOP and guidance 
will apply equally 
beneficially to all of 
the Section 75 
Groups and to other 
groups and have no 
relevance to the 
promotion of equality 
of opportunity. 

Political 

opinion 

 

 As above 

Racial 

group 

 

 As above 

Age 

 

 As above 

Marital 

status 

 

 As above 

Sexual 

orientation 

 

 As above 
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Men and 

women 

generally 

 

 As above 

Disability 

 

 As above 

Dependants 

 

 As above 
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3 To what extent is the policy likely to impact on good relations   
between people of different religious belief, political opinion or racial 
group?   

 

Section 75 

category 

 

Details of policy impact Level of impact 

minor/major/none 

 

Religious 

belief 

 

Revisions to the ACOP and 
guidance on how to comply 
with the requirements of the 
Gas Safety (Installation and 
Use) Regulations 1998.  It is 
proposed that the ACOP 
should be approved for use in 
Northern Ireland. 

None. The revisions 
to the ACOP and 
guidance have no 
bearing on good 
relations between 
people of different 
religious belief, 
political opinion or 
racial group. 

Political 

opinion 

 

As above As above 

Racial 

group 

 

As above As above 
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4 Are there opportunities to better promote good relations between 

people of different religious belief, political opinion or racial group? 

 

Good 

relations 

category 

 

If Yes, provide details If No, provide 
reasons 

 

Religious 

belief 

 

 The revisions to the 
ACOP and guidance 
will apply equally 
beneficially to all of 
the Section 75 
Groups and to other 
groups and have no 
relevance to the 
promotion of good 
relations between 
people of different 
religious belief, 
political opinion or 
racial group. 

Political 

opinion 

 

 As above 

Racial 

group 

 

 As above 
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Additional considerations 

 

Multiple identity 

 

Generally speaking, people can fall into more than one Section 75 
category.  Taking this into consideration, are there any potential impacts 
of the policy/decision on people with multiple identities? 

(For example; disabled minority ethnic people; disabled women; young 
Protestant men; and young lesbians, gay and bisexual people). 

 

 

 

 

Provide details of data on the impact of the policy on people with 
multiple identities. Specify relevant Section 75 categories concerned. 

 

Although there is no available data the revisions to the ACOP and 
guidance will apply equally to all of the Section 75 Groups and adverse 
impact on people with multiple identities is not anticipated.  
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Part 3. Screening decision 

 

If the decision is not to conduct an equality impact assessment, please 
provide details of the reasons. 

 

 

 

 

 

 

If the decision is not to conduct an equality impact assessment the 
public authority should consider if the policy should be mitigated or an 
alternative policy be introduced. 

 

 

 

 

 

 

If the decision is to subject the policy to an equality impact assessment, 
please provide details of the reasons. 

 

 

 

 

 

 

 

The provisions of the proposed revised ACOP and 
guidance will apply universally and would be expected to 
benefit, rather than adversely impact, all of the Section 75 
groups equally and to the same extent as other groups.  

 

The provisions of the proposed revised ACOP and 
guidance will apply universally and would be expected to 
benefit, rather than adversely impact, all of the Section 75 
groups equally.  There are therefore no grounds for 
mitigation or alternative policies. 
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All public authorities’ equality schemes must state the authority’s 
arrangements for assessing and consulting on the likely impact of 
policies adopted or proposed to be adopted by the authority on the 
promotion of equality of opportunity. The Commission recommends 
screening and equality impact assessment as the tools to be utilised for 
such assessments.  Further advice on equality impact assessment may 
be found in a separate Commission publication: Practical Guidance on 
Equality Impact Assessment. 
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Mitigation 

 

When the public authority concludes that the likely impact is ‘minor’ and 
an equality impact assessment is not to be conducted, the public 
authority may consider mitigation to lessen the severity of any equality 
impact, or the introduction of an alternative policy to better promote 
equality of opportunity or good relations. 

 

Can the policy/decision be amended or changed or an alternative policy 
introduced to better promote equality of opportunity and/or good 
relations? 

 

If so, give the reasons to support your decision, together with the 
proposed changes/amendments or alternative policy. 
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Timetabling and prioritising 

 

Factors to be considered in timetabling and prioritising policies for 
equality impact assessment. 

 

If the policy has been ‘screened in’ for equality impact assessment, 
then please answer the following questions to determine its priority for 
timetabling the equality impact assessment. 

 

On a scale of 1-3, with 1 being the lowest priority and 3 being the 
highest, assess the policy in terms of its priority for equality impact 
assessment. 

 

Priority criterion Rating 

(1-3) 

 

Effect on equality of opportunity and good relations 

 

 

Social need 

 

 

Effect on people’s daily lives 

 

 

Relevance to a public authority’s functions 

 

 

 

Note: The Total Rating Score should be used to prioritise the policy in 
rank order with other policies screened in for equality impact 
assessment.  This list of priorities will assist the public authority in 
timetabling.  Details of the Public Authority’s Equality Impact 
Assessment Timetable should be included in the 
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quarterly Screening Report. 

 

Is the policy affected by timetables established by other relevant public 
authorities? 

 

 

If yes, please provide details 
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Part 4. Monitoring 

Public authorities should consider the guidance contained in the 

Commission’s Monitoring Guidance for Use by Public Authorities (July 
2007). 

The Commission recommends that where the policy has been amended 
or an alternative policy introduced, the public authority should monitor 
more broadly than for adverse impact (See Benefits, P.9-10, paras 2.13 
– 2.20 of the Monitoring Guidance). 

Effective monitoring will help the public authority identify any future 
adverse impact arising from the policy which may lead the public 
authority to conduct an equality impact assessment, as well as help with 
future planning and policy development. 
 

Part 5. Disability Duties 

Under the Disability Discrimination Act 1995 (as amended by the 
Disability Discrimination (Northern Ireland) Order 2006), public 
authorities, when exercising their functions, are required to have due 
regard to the need: 

• to promote positive attitudes towards disabled people; and 
 

• to encourage participation by disabled people in public life. 
 

5. Does this policy/legislation have any potential to contribute 
towards promoting positive attitudes towards disabled people or 
towards encouraging participation by disabled people in public 
life?  If yes, please give brief details. 

 
  

 



Annex 3 
 

                                                                                         
Name of Consultees 
Action on Hearing Loss 
Age NI 
Age Sector Platform 
Agency for the Legal Deposit Libraries 
Airtricity 
Alliance Party 
Allpipe Engineering Ltd. 
Amalgamated Engineering and Electrical Union 
AMEY BPO 
An Munia Tober 
Archbishop of Armagh and Primate of all Ireland 
Ards Business Centre Ltd. 
Argyle Business Centre Ltd. 
Armagh Business Centre Ltd. 
Aspergers Network 
Association of British Insurers 
Association of Consulting Engineers (NI Branch) 
Association of Independent Advice Centres 
Association of Local Authorities of Northern Ireland 
Association of Teachers and Lecturers   
Association of University Teachers 
Atlas Environmental NI 
Attorney General (NI) 
Autism Northern Ireland 
Bakers, Food and Allied Workers Union 
Ballymena Business Centre Ltd. 
Banbridge Enterprise Centre 
Bar Council 
Barnardos 
Belfast Centre for the Unemployed 
Belfast City Centre Management 
Belfast Education and Library Board 
Belfast Harbour Commissioners 
Belfast Health and Social Care Trust 
Belfast Hebrew Congregation 
Belfast Islamic Centre 
Belfast Marine Engineering Employers' Association 
Belfast Solicitors Association 
Bishop of Down and Connor 
Board of Deputies of British Jews 
Borough Councils 
British Chemical Distributors and Traders Association  
British Clothing Industry Association (NI) 
British Library – Legal Deposit Office 
British Medical Association 
British Oxygen Company 
Bryson House 
Budget Energy Ltd. 
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Buildhealth NI 
Business in the Community 
Calor Gas (NI) Ltd. 
Cancer Focus Northern Ireland 
Cara-Friend 
Carers NI 
Carrickfergus Enterprise Agency Ltd. 
Catholic Bishops of Northern Ireland 
Causeway Enterprise Agency Ltd. 
Cedar Foundation 
Central Services Agency 
Chadwyck-Healey Ltd. 
Chartered Institute of Environmental Health, NI 
Chartered Institute of Marketing 
Chemical Business Association 
Chief Constable Police Service of Northern Ireland 
Child Care Northern Ireland 
Children in Northern Ireland 
Children’s Law Centre 
Chinese Chamber of Commerce 
Chinese Welfare Association 
Cinematograph Exhibitors' Association 
City Councils 
Civil Law Reform Division 
Civil Service Occupational Health Service 
Colloide Engineering Systems 
Commission for Victims and Survivors 
Commissioner for Children and Young People for NI 
Commissioner for Older People for Northern Ireland 
Committee on the Administration of Justice 
Communication Access 
Communication Workers' Union (CWU) 
Community Foundation for Northern Ireland 
Community Relations Council 
Community Relations Training Learning Consortium 
Community Union 
Confederation of British Industry  
CONNECT 
Construction Employers' Federation 
Construction Industry Training Board 
Cookstown Enterprise Centre Ltd. 
Coolkeeragh Power Ltd. 
Co-Operation Ireland 
Council for Catholic Maintained Schools 
Countryside Services Ltd. 
Courts and Tribunal Service 
Craigavon Industrial Development Organisation Ltd. 
Creggan Enterprises Ltd. 
Deaf Association Northern Ireland 
Democratic Unionist Party 
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Derry Well Woman 
Desmond and Sons Ltd. 
Disability Action 
District Councils 
Down’s Syndrome Association 
Driver and Vehicle Testing Agency 
Driver Training Services 
Du Pont (UK) Ltd. 
Dungannon Enterprise Centre Ltd. 
East Belfast Community Development Agency 
East Belfast Enterprise Park Ltd. 
East Belfast Partnership Board 
Eastern Group Environmental Health Committee 
Employers For Disability NI 
Electric Ireland 
Energia 
Engineering Employers' Federation NI (EEF) 
Engineering Training Council 
Engineers' and Managers' Association (EMA) 
Equality Coalition 
Equality Commission 
Equipment Hire Association of Northern Ireland Ltd 
Equity 
Executive Council of the Inn of Court of NI 
Falls Community Council 
Federation of Small Businesses 
Federation of Petroleum Suppliers 
Federation of the Retail Licensed Trade (NI) 
Fermanagh Enterprise Ltd. 
Fire Brigades Union 
Firmus Energy 
Food Standards Agency Northern Ireland 
Forensic Science Agency of Northern Ireland 
Fortress Pro-Tec Ltd 
Foyle Meats 
Foyle Women's Information Network  
FPA NI (formerly Family Planning Association) 
Freight Transport Association 
General Consumer Council for Northern Ireland 
Gingerbread Northern Ireland 
Glass and Glazing Federation 
GMB 
Graphical Paper and Media Union 
Gray & Adams (Ireland) Ltd 
Greater Shankill Partnership 
Green Party 
Guide Dogs for the Blind Association 
Harland and Wolff Heavy Industries Ltd. 
Health and Safety Executive 
Health and Social Care Board 
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Heating and Ventilating Contractors' Association 
Heron Brothers Ltd. 
HM Council of County Court Judges 
HM Revenue and Customers 
Home Retail Group 
Inclusive Mobility and Transport Advisory Committee (IMTAC) 
INCORE Conflict Resolutions Ltd. 
Indian Community Centre 
Independent Political Parties 
Information Commissioner’s Office 
Institute of Acoustics 
Institute of Directors   
Institute of Directors (NI Division) 
Institute of Professionals, Managers and Specialists (IPMS) 
Institute of Quarrying 
Invest NI 
Irish Bank Officials Association 
Irish National Teachers Organisation 
James G McAlorum Ltd. 
John Mackle (Moy) Ltd. 
Joint Industry Board for the Electrical Engineering Industry 
Judge McKibbin 
Justice for Asbestos Victims 
Kesh Development Association Charitable Trust 
Labour Party 
Labour Relations Agency 
Lagan Group 
Larne Development Forum 
Law Centre (NI) 
Law Society of Northern Ireland 
Lilliput Services 
Local Government Staff Commission for NI (LGSC) 
Lord Chief Justice Office 
Magherafelt Women’s Group 
Mallusk Enterprise Park 
Maritime and Coastguard Agency 
Mastic Asphalt Federation (NI) 
McClay Library, QUB 
Mr B McClintock 
McGrigors, Solicitors 
MENCAP 
Methodist Church in Ireland 
Mindwise 
Ministry of Defence 
MPs & MEPs (NI) 
Mr George Condell 
Mr Richard Steele 
Musicians Union 
National Association of Schoolmasters/Union of Women Teachers 
National Association of Teachers in Further and Higher Education 
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National Collection of NI Publications 
National Library of Ireland  
National Union of Rail, Maritime and Transport Workers 
Newry and Mourne Enterprise Agency 
Newry and Mourne Senior Citizen’s Consortium 
Newry and Mourne Women 
Newtownabbey Senior Citizen’s Forum 
NI21 
NI-CO (Northern Ireland Public Sector Enterprises Ltd) 
NIGEN 
North Belfast Partnership 
North City Business Centre Ltd. 
North Down Development Organisation Ltd. 
North Eastern Education and Library Board 
North / South Ministerial Council 
North West Community Network 
North West Forum of People with Disabilities 
North West Industrial Health and Safety Group 
Northern Group 
Northern Group Systems 
Northern Health and Social Care Trust 
Northern Ireland African Cultural Centre 
Northern Ireland Agricultural Producers' Association 
Northern Ireland Assembly Library 
Northern Ireland Assembly Members 
Northern Ireland Assembly – The Speaker 
Northern Ireland Association for Mental Health 
Northern Ireland Association for the Care and Resettlement of Offenders 
Northern Ireland Audit Office 
Northern Ireland Authority for Utility Regulation 
Northern Ireland Association of Citizens Advice Bureaux  
Northern Ireland Bakery Council 
Northern Ireland Bankers' Association 
Northern Ireland Centre for Competitiveness 
Northern Ireland Chamber of Commerce 
Northern Ireland Chamber of Trade 
Northern Ireland Committee/Irish Congress of Trade Unions 
Northern Ireland Commissioner for Children and Young People 
Northern Ireland Conservative Association  
Northern Ireland Council for Ethnic Minorities 
Northern Ireland Council for Integrated Education 
Northern Ireland Council for the Curriculum, Examinations and Assessment 
Northern Ireland Council for Voluntary Action 
Northern Ireland Court Service 
Northern Ireland Dairy Association 
Northern Ireland Economic Research Centre 
Northern Ireland Environment Link 
Northern Ireland Fire and Rescue Service 
Northern Ireland Gay Rights Association 
Northern Ireland Hotels Federation 
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Northern Ireland Housing Executive 
Northern Ireland Human Rights Commission 
Northern Ireland Judicial Appointments Commission 
Northern Ireland Law Commission 
Northern Ireland Local Government Association 
Northern Ireland Master Plumbers' Association 
Northern Ireland Occupational Health and Safety Group 
Northern Ireland Oil Federation 
Northern Ireland Polymers Association 
Northern Ireland Prison Service 
Northern Ireland Public Service Alliance (NIPSA) 
Northern Ireland Quarry Owners' Association 
Northern Ireland Railways 
Northern Ireland Resident Magistrates' Association 
Northern Ireland Safety Group 
Northern Ireland Spinners Ltd. 
Northern Ireland Statistics and Research Agency (NISRA) 
Northern Ireland Textiles and Apparel Association Ltd 
Northern Ireland Timber Trades' Association 
Northern Ireland Tourist Board 
Northern Ireland Women's European Platform 
NSPCC, Northern Ireland Regional Office 
NUS/USI 
NW Community Network 
Occupational Health Service 
Office of Industrial Tribunals 
Omagh Enterprise Co. Ltd. 
Omagh Women’s Area Network  
Ormeau Enterprises Ltd. 
Participation the Practice of Rights Project 
Pass International 
PDA Consultant Engineers 
Peter Scott Health and Safety 
Pharmaceutical Society of Northern Ireland 
Phoenix Natural Gas 
POBAL 
Police Federation for Northern Ireland  
Police Service of Northern Ireland 
Power NI (formerly NIE) 
Premier Power Limited 
Presbyterian Church in Ireland 
PricewaterhouseCoopers 
Prince's Trust 
Progressive Unionist Party 
Public Commerce Services Union (PCS) 
Quarry Products Association NI 
Queen's University 
Richards PLC 
Roads Service 
Roman Catholic Church 
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Roy Coulter Consulting Ltd. 
Royal College of Midwives 
Royal College of Nursing of the UK (NI Board) 
Royal Institution of Chartered Surveyors in Northern Ireland  
Royal National Institute for the Blind (NI) 
Rural Community Network 
Rural Development Council 
Safety Advice Centre 
Save the Children 
SDLP 
Seagate Technology (Ireland) 
Senior Citizens Consortium Sperrin Lakeland 
Sense NI 
Services Industrial Professional Technical Union (SIPTU) 
Shorts Bombardier PLC 
Sinn Fein 
Skyglaze Architectural Systems Ltd. 
Social Security Agency 
Society of Local Authority Chief Executives 
Society of Occupational Medicine 
South Belfast Partnership Board 
South Eastern Education and Library Board 
South Eastern Health and Social Care Trust 
South West Fermanagh Development Organisation Ltd. 
Southern Education and Library Board 
Southern Group Environmental Health Committee 
Southern Health and Social Care Trust 
Spence Bryson Limited 
SRT Donnelly and Co. 
St John Ambulance NI 
Strabane Industrial Properties Ltd. 
Staff Commission for Education and Library Boards 
Sypol Ltd. 
Tennants Textile Colours Ltd. 
Tesco Stores Ltd. 
Thermomax Ltd. 
Townsend Enterprise Park Ltd. 
Traditional Unionist Voice 
Trainfield Construction Ltd. 
Training for Women Network Ltd. 
Translink 
Transport Salaried Staff Association 
Transport Training Services Ltd. 
Transtec Automotive (Campsie) Ltd. 
UK Independence Party 
UK National Committee of UN Women 
Ulster Farmers' Union 
Ulster Furniture Federation 
Ulster Scots Community Network 
Ulster Teachers' Union 
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Ulster Unionist Party 
Union of Construction, Allied Trades and Technicians (UCATT) 
Union of Shop, Distributive and Allied Workers (USDAW) 
UNISON (Northern Ireland) 
Unite the Union 
University of Ulster at Coleraine 
Volunteer Centre 
Volunteer Now 
Visual Access NI (Braille, Audio and DAISY) 
Water Service 
West Belfast Development Trust Ltd. 
West Belfast Partnership Board 
Western Education and Library Board 
Western Group Environmental Service 
Western Health and Social Care Trust 
Westlink Enterprise Ltd. 
William Keown Trust 
Women's Forum NI 
Women's Information NI 
Women's Resource and Development Agency 
Women's Support Network 
Women’s Training, Enterprise and Childcare 
Workers' Party 
Workspace 
Youth Action Northern Ireland Gender Equality Unit 
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